a2 United States Patent

Leipold et al.

US009455680B2

US 9,455,680 B2
Sep. 27,2016

(10) Patent No.:
45) Date of Patent:

(54)

(71)

(72)

@
(22)
(65)

(60)

(1)

(52)

(58)

TUNABLE RF FILTER STRUCTURE
FORMED BY A MATRIX OF WEAKLY

COUPLED RESONATORS

Applicant: RF Micro Devices, Inc., Greensboro,

NC (US)

Inventors: Dirk Robert Walter Leipold, San Jose,

CA (US); George Maxim, Saratoga,
CA (US); Baker Scott, San Jose, CA

Us)

Assignee: Qorvo US, Inc., Greensboro, NC (US)

Notice: Subject to any disclaimer, the term of this
patent is extended or adjusted under 35

U.S.C. 154(b) by 0 days.
Appl. No.: 14/298,829
Filed: Jun. 6, 2014

Prior Publication Data

US 2014/0361848 Al Dec. 11, 2014

Related U.S. Application Data

Provisional application No. 61/831,666, filed on Jun.
6, 2013, provisional application No. 61/860,932, filed
on Aug. 1, 2013, provisional application No.
61/909,028, filed on Nov. 26, 2013, provisional

(Continued)
Int. CL.
HO3H 7/09 (2006.01)
HO3H 7/46 (2006.01)
(Continued)
U.S. CL
CPC ............ HO3H 7/0115 (2013.01); HO3F 1/565

(2013.01); HO3F 3/193 (2013.01); HO3F
3/245 (2013.01);

(Continued)
Field of Classification Search

CPC ... HO3H 7/0115; HO3H 7/09; HO3H 7/1775;
HO3H 7/0153
USPC .o 333/174, 175, 185

See application file for complete search history.

(56) References Cited
U.S. PATENT DOCUMENTS

3,597,709 A * 8/1971 Rhodes .......cccoevervennnn. 333/203
3,718,874 A 2/1973 Cooper, Ir.
(Continued)

FOREIGN PATENT DOCUMENTS

EP 1184977 A2 3/2002
Jp 07015253 A 1/1995
(Continued)

OTHER PUBLICATIONS

International Preliminary Report on Patentability for PCT/US/2014/
030431, mailed Sep. 24, 2015, 10 pages.
(Continued)

Primary Examiner — Robert Pascal

Assistant Examiner — Rakesh Patel

(74) Attorney, Agent, or Firm — Withrow & Terranova,
PL.L.C.

(57) ABSTRACT

RF filter structures are disclosed that may have multiple
filter paths, which are provided by weakly coupled resona-
tors. The filter paths may be interconnected so that addi-
tional filter paths may be realized between input and output
terminals of the RF filter structures. In this manner, the
weakly coupled resonators from the filter paths may be
arranged in a matrix. In one embodiment, an RF filter
structure includes a first filter path and a second filter path.
The first filter path includes (at least) a first pair of weakly
coupled resonators while a second filter path that includes
(at least) a second pair of weakly coupled resonators. To
interconnect the first filter path and the second filter path, a
cross-coupling capacitive structure is electrically connected
between the first filter path and the second filter path. As
such, an additional filtering path may be realized through the
interconnection provided by the cross-coupling capacitive
structure.

24 Claims, 37 Drawing Sheets

TANTY

TANT2

TANT3

TANT4




US 9,455,680 B2

Page 2
Related U.S. Application Data 2003/0151409 A1 8/2003 Marek
o 2003/0222732 Al 12/2003 Matthaei
application No. 61/949,581, filed on Mar. 7, 2014, 2004/0127178 Al 7/2004 Kuffner
provisional application No. 61/951,844, filed on Mar. 5883; 8}2% }“2‘ i} ;; %883 (hi/lharquird{ et al.
P . . en et al.
12, 2014, provisional apphc.at.lon No. 6.1/9.82,946, 2004/0196085 Al 10/2004 Shen
filed on Apr. 23, 2014, provisional application No. 2004/0222868 Al  11/2004 Rathgeber et al.
61/982,952, filed on Apr. 23, 2014, provisional ap- 2004/0266378 Al 12/2004 Fukamachi et al.
plication No. 61/982,971, filed on Apr. 23, 2014, 2005;0195063 Al 9;2005 Mattsson |
provisional application No. 61/938,884, filed on Feb. 5882 /géggéég i} lg /5882 ﬁ;ﬁigﬁr etal
12, 2014, provisional application No. 62/008,192, 2006/0035600 Al 2/2006 Tee et al.
filed on Jun. 5, 2014. 2006/0038635 Al 2/2006 Richiuso et al.
2006/0125465 Al 6/2006 Xiang et al.
(51) Int.CL 2006/0220727 Al 10/2006 Yen
2006/0226943 Al 10/2006 Marques
gz;g 37//10;3 (3882'8}) 2006/0261890 A1  11/2006 Floyd et al.
(2006.01) 2006/0281431 Al 12/2006 Tsaac et al.
HO04B /10 (2006.01) 2007/0091006 Al 4/2007 Thober et al.
HO3F 1/56 (2006.01) 2007/0161361 A1 7/2007 Vaisanen et al.
HO3F 3/24 (2006.01) 2007/0182520 Al 8/2007 Kawakubo et al.
2007/0194859 Al 82007 Brobston et al.
HOF 3/68 (2006.01) 2007/0241839 A1  10/2007 Taniguchi
HO3F 3/72 (2006.01) 2008/0096516 Al 4/2008 Mun et al.
HO04B 1/18 (2006.01) 2008/0122560 Al 5/2008 Liu
(52) US.CL 2008/0220735 A1 9/2008 Kim et al.
CPC HO3F 3/68 (2013.01); HO3F 3/72 (2013.01); 200810297299 AL 1212008 Nunetal.
] 2010/0188171 Al 7/2010 Mohajer-Iravani et al.
Ho3H 7/09 (2013.01); HO3H 7/1775 2010/0283557 Al 11/2010 Taniguchi
(2013.01); HO3H 7/46 (2013.01); H04B 2011/0010749 Al 1/2011 Alkan
1/1027 (2013.01); H04B 1/18 (2013.01); 2011/0103494 Al 5/2011  Ahmadi
HO3F 2200/111 (2013.01); HO3F 2200/267 %8}};812222 :i gggﬁ gagal
(2013.01); HO3F 2200/451 (2013.01); HO3F 2011/0169589 Al  7/2011 Framaon of al
2203/7209 (2013.01); HO3H 2210/012 2011/0210787 Al 9/2011 Lee et al.
(2013.01); HO3H 2210/025 (2013.01); HO3H 2011/0241163 Al 10/2011 Liu et al.
2210/04 (2013.01) 2012/0051409 A1 3/2012 Brobston et al.
2012/0081192 Al 4/2012 Hanaoka
. 2012/0230227 Al 9/2012 Weiss
(56) References Cited 2012/0249266 Al 10/2012 Lim et al.
2012/0262252 A1 10/2012 Tseng et al.

U.8. PATENT DOCUMENTS 2013/0049902 A1  2/2013 Hendry et al.
3794941 A 21974 Templin 2013/0244591 Al 9/2013 Weissman et al.
4361.894 A 11/1982 Kurihara et al. 2013/0295863 Al 11/2013  Shanan
$'661414 A $/1997 Shigehara ef al. 2014/0035358 Al 2/2014 ICHIKAWA
5841330 A 11/1998 Wenzel et al. 2014/0133189 Al 52014 Worek
5,880,620 A 3/1999 Gitlin et al. 2014/0146737 Al 5/2014 Ohshima et al.
5,896,073 A 4/1999 Miyazaki et al. 2014/0162712 Al 6/2014 Feld et al.
5,963,557 A 10/1999 Eng 2014/0167877 Al 6/2014 Shimizu et al.
6,233,438 Bl 5/2001 Wynn 2014/0192845 A1 7/2014 Szini et al.
6,529,750 B1  3/2003 Zhang et al. 2014/0225680 A1 82014 Fujiwara et al.
6,664,873 B2 12/2003 Tiihonen 2014/0232467 Al 8/2014 Mukai et al.
6,801,102 B2  10/2004 Shamsaifar et al. 2014/0285286 Al 9/2014 Bojer
7,015,870 B2 3/2006 Guitton et al. 2014/0323071 Al 10/2014 Liao
;%%gg g% lggg?g gv}frtl Ll 2014/0328220 Al  11/2014 Khlat et al.

2793, lte et al. 2015/0002240 A1 1/2015 Reiha et al.

7,825,751 B2* 11/2010 Kawaguchi et al. ........ 333202 5013/0116950 Al 45015 Yoo ot al

8,204,446 B2 6/2012 Scheer et al. '

8,314,653 Bl  11/2012 Granger-Jones et al.

346,179 B2 1/2013 Brunn et al. FOREIGN PATENT DOCUMENTS

8,626,083 B2 1/2014 Greene et al.

8,736,511 B2  5/2014 Morris, III Ip 2010141827 A 6/2010

8,742,871 B2  6/2014 Jin et al. KR 100812098 B1 ~ 3/2008

8,751,993 Bl  6/2014 Fenzi et al. WO 0146971 Al 6/2001

8,791,769 B2  7/2014 Leong et al. WO 2005117255 A1 12/2005

8,803,632 B2 82014 Takeuchi

8,803,634 B2 82014 Hanaoka

8,841,983 B2 9/2014 Newton et al. OTHER PUBLICATIONS

ol B2 L0 Careyetal Non-Final Office Action for U.S. Appl. No. 14/215,800, mailed

9,002,309 B2  4/2015 Sahota et al. Nov. 20, 2015, 5 pages.

9,054,648 Bl 6/2015 Xu Hoppenjans, Eric E. et al., “A Vertically Integrated Tunable UHF

g’(l)gj’ é(S)AS‘ g% ;; %8}2 glm lit atl' | Filter,” International Microwave Symposium Digest (MTT), May
) 5 ackK ¢t al. _ . . . )

0203455 B2 122015 Yang et al. 23 2.8, 2010, AnaEelm, Cahf(.)rma, IEEE, pp. 1380 .1383. 5
2001/0020877 Al 9/2001 Hasegawa et al. Joshi, H. et al., “Tunable high Q narrow-band triplexer,” IEEE
2002/0057139 Al 5/2002 Matsumura et al. MTT-S International Microwave Symposium Digest, Jun. 7-12,
2003/0008577 Al 1/2003 Quigley et al. 2009, Boston, MA, IEEE, pp. 1477-1480.



US 9,455,680 B2
Page 3

(56) References Cited
OTHER PUBLICATIONS

Kamali-Sarvestani, Reza et al., “Fabrication of High Quality Factor
RF-Resonator Using Embedded Inductor and Via Capacitor,”
IECON 2010—36th Annual Conference on IEEE Industrial Elec-
tronics Society, Nov. 7-10, 2010, Glendale, Arizona, IEEE, pp.
2283-2287.

International Search Report and Written Opinion for PCT/US2014/
030431, mailed Jun. 20, 2014, 14 pages.

Invitation to Pay Additional Fees and, Where Applicable, Protest
Fee for PCT/US2014/048608, mailed Oct. 21, 2014, 7 pages.
International Search Report and Written Opinion for PCT/US2014/
048608, mailed Dec. 16, 2014, 18 pages.

Final Office Action for U.S. Appl. No. 14/215,800, mailed Mar. 11,
2016, 6 pages.

Non-Final Office Action for U.S. Appl. No. 14/450,156, mailed Mar.
14, 2016, 11 pages.

Non-Final Office Action for U.S. Appl. No. 14/450,200, mailed Feb.
29, 2016, 13 pages.

International Preliminary Report on Patentability for PCT/US2014/
048608, mailed Feb. 11, 2016, 14 pages.

Non-Final Office Action for U.S. Appl. No. 14/298,830, mailed Dec.
3, 2015, 10 pages.

Non-Final Office Action for U.S. Appl. No. 14/298,863, mailed Jan.
7, 2016, 16 pages.

Non-Final Office Action for U.S. Appl. No. 14/298,852, mailed Dec.
22, 2015, 7 pages.

Non-Final Office Action for U.S. Appl. No. 14/450,028, mailed Dec.
10, 2015, 11 pages.

Non-Final Office Action for U.S. Appl. No. 14/555,053, mailed Dec.
31, 2015, 5 pages.

Notice of Allowance for U.S. Appl. No. 14/298,830, mailed Apr. 7,
2016, 9 pages.

Non-Final Office Action for U.S. Appl. No. 14/449,913, mailed Mar.
28, 2016, 15 pages.

Notice of Allowance for U.S. Appl. No. 14/298,852, mailed May 13,
2016, 9 pages.

Final Office Action for U.S. Appl. No. 14/450,028, mailed Mar. 31,
2016, 12 pages.

Non-Final Office Action for U.S. Appl. No. 14/449,764, mailed May
4, 2016, 12 pages.

Non-Final Office Action for U.S. Appl. No. 14/450,199, mailed Apr.
20, 2016, 7 pages.

Non-Final Office Action for U.S. Appl. No. 14/450,204, mailed Apr.
22, 2016, 8 pages.

Notice of Allowance for U.S. Appl. No. 14/555,053, mailed Apr. 19,
2016, 7 pages.

Final Office Action for U.S. Appl. No. 14/298,863, mailed Jun. 3,
2016, 17 pages.

Notice of Allowance for U.S. Appl. No. 14/298,852, mailed Jul. 13,
2016, 9 pages.

Notice of Allowance for U.S. Appl. No. 14/450,199, mailed Aug. 1,
2016, 7 pages.

Final Office Action for U.S. Appl. No. 14/450,200, mailed Jun. 14,
2016, 13 pages.

Non-Final Office Action for U.S. Appl. No. 14/554,943, mailed Jun.
30, 2016, 14 pages.

Non-Final Office Action for U.S. Appl. No. 14/555,557, mailed Jun.
13, 2016, 28 pages.

Advisory Action for U.S. Appl. No. 14/450,028, mailed Aug. 2,
2016, 3 pages.

Non-Final Office Action for U.S. Appl. No. 14/215,800, mailed
Aug. 11, 2016, 6 pages.

* cited by examiner



US 9,455,680 B2

Sheet 1 of 37

Sep. 27, 2016

U.S. Patent

91

Wy 1otd — 1 "DI14

7 |
< XALINDAD g _
LINSNVAIL A m LLNL
‘AVYL LS¥ld m
C |
»  AULINDAID m
XLL XdlL AAITOTT ¥ ! [4dL
AVl LS¥ld m
L — !
[, <SOL “
O/ m
o: 1SOL % “
ST m
AALINDEIO m
TOUINOD .
AdLINDED ! TLL
ONTHDIVIA ANH-INOYd J4 m
VNNAINY TYNOILLIAVAL m
‘Avdl LSHld "

4!

AdLINOEIO
TOMINOD
INHLSAS 44
TYNOILLIAVY.L




US 9,455,680 B2

Sheet 2 of 37

My Joud - ¢ 'DI4

Sep. 27, 2016

U.S. Patent

7T - m

m < XAIINDAID m

m LINSNVYIL 438 i LLOL

m ‘avyL LS¥Id m

| (44 :

! o  AdLINDHD m ,

r X.LL XL AATADTA 2 “ T¥AL

m ‘AvdL 1S m

[ = |

' | ¥axa1dna 23 “

m "AVIL LSl m

m 0 m

m AALINDYID “ _

“ ONIHOLVIN “ 4

m VNNILNV |

! "aQVdL LI “ AALINDAID

T ; TOULNOD
WALSAS 23

TYNOLLIAV L
or—"



US 9,455,680 B2

Sheet 3 of 37

Sep. 27, 2016

U.S. Patent

(42

91

My Jotd — ¢ "DId

4!

AALINDEID
TOIINOD
IHLSAS 44
TVNOLLIAVYL

m (4% 2 ) s r\

m AMLINDAID dNa 49 AALINDAID [

m ONIHOLIMS ‘avdl 9 IINSNVIL 29 | ¢ CLAL

" VNNHINY ‘avidl Dds m

i Av¥lL DAS 4 o |

m | dNa 49 m

m oF 'aQvdl S |

m AALINDAD — 0s m

: ONIHOLVIA W TN RALINOMD | s

m VNNALNY dNa 49 HAIHDHY 4 | 1 CddL

m "aQvyL DS ‘AVYL b » AvALOAs |

m e ¢ [ vT !

m AALINDAID dNa 19 AALINDAD ¢

“ ONIHDIIMS ‘AVIL o€ LIASNVALAY | 1 BLOL

m VNNALNY "AVLISAL | !

m "AVYL 1S TS |

m _ -dNd .1 !

m 07 "AVIL T m

“ KALINONMID — 44 !

; ONTHOLVYIN 0¢ N\ AMLINDED |

m VNNALNY dNa A gAAOgd 49 | 1 TddL

! 'AVYL 1SUL ‘aval (I » VAL LS |
or—"




US 9,455,680 B2

Sheet 4 of 37

Sep. 27, 2016

U.S. Patent

¥ ‘DI

R 5 |

5 - L - i

¥ 89 A 9 :

¥ HLVd ¥4I I3 5 ALNDYED [ 1X1

¥ TTIVNNL ANODAS m IINSNVYL T | |

i 1 : !

z m i 2Sod

: S0 N VL

¥ 99 "4 9 m

¥ T’ HLVA¥ALT T —@iyqy®  A¥LNOND X

¥ ATIVNNL LS m AATADTI A |

LTt =B m 95
AULINDAID
TOYLNOD
WHLSAS 44

7S —"



U.S. Patent Sep. 27, 2016 Sheet 5 of 37 US 9,455,680 B2

A
o
O
Z
84
)
<
53|
a2
=
S _
2< — &
\O
co )
N O, i o
........................ _ T
_
o]
oo}
2< l — 2
ﬂ-
o0
N -
N
X

MAGNITUDE



US 9,455,680 B2

Sheet 6 of 37

Sep. 27, 2016

U.S. Patent

98 96 78
_ AONHNOF YA _
< e — - \.rlll

76 x. JANLINDOVIN
v
V9 DI
98 v6 ¥8
_ ADNHNOTIA _ L
e B e B e e i | 77
1
A|__| 88 —»
e e e e - ———
06 M. JANLINOVIA
v




US 9,455,680 B2

Sheet 7 of 37

Sep. 27, 2016

U.S. Patent

91

86
AALINDAD
TOYLNOD
ANH-LNO¥A 43

A

9
AALINDUID
YNGR ER!

odd

X

L OId
Sod
1SOd
‘ %
39 x
HLVA 114 48 (| >
"NNL ANODHS !
‘ 0L
929 ‘4
HIVd LT @
TTIVNNL LSHId ! 144

IXd

9¢

AdLINIEID
TOYINOD
IHLSAS 44




US 9,455,680 B2

Sheet 8 of 37

Sep. 27, 2016

U.S. Patent

91

8 DIH
. 8% |
m % w
! 8o yunown |
“ TOULNOD v 0dd
m 750 | INTLNONI Y | 4
m w !
09 — / :
¥ 89 /! :
P HLVd LT 48 | 4@ -
¥ "NNL ANODHS L m Xl
i m w
| : ol
' 99 \m 9 m 5
' [T HIVd ITH A [« ALNOWD [+
x TIVNNL LS m LY fresavazay | 1 PXE
' “ m AA1INDAID
b e me e m o ee o meecneeneas : ! TO¥INOD
D o oo o o e _ WALSAS 44
75—~




U.S. Patent Sep. 27, 2016 Sheet 9 of 37 US 9,455,680 B2

FREQUENCY
FREQUENCY

FIG. 9B

A
—

A
—

MAGNITUDE
MAGNITUDE



US 9,455,680 B2

Sheet 10 of 37

Sep. 27, 2016

U.S. Patent

Wy 1oud - doTl "DI4

>QZmDom~m_||l _
i/ |
\ AN
\ Lo
\ it
\ i !
N o P 801
i
oﬁ:\ 0 | AANIINOVIN
i
i1
i1
i
_ " _ uy Joud —vol ‘DI
o
ADNANOTIA it
<~ P T
|
\ /
\ /
\ [}
1 |
\ /
/l I\\
YOI \ | AANILINDOVIN




US 9,455,680 B2

Sheet 11 of 37

Sep. 27, 2016

U.S. Patent

11 'OI4
.............................. L 8¢ !
711 v _OlI ;
HLVd LT A [ : >
‘NNLHL¥NO | | cdd o Xd
o ® w
HIVd LTI I8 (R >
. XALINDAID CIX
NOL I INCR B
L PSod 36 m
TS KALINDAID m
m TOULNOD [
A0 | aNd " OHA
! 1SOd ~LNOYd 44 ;
89 : m
HLVd L1449 [ -
NAL ANODAS | | m XL
% P 0L 9 m
HIVd LT 0 [¢—@—— AYLINIIAD |
TTEVNAL LS | | INL} rrnsNvaL au L IXL

9¢

AALINDEIO
TOYINOD
WHLSAS 44




US 9,455,680 B2

Sheet 12 of 37

Sep. 27, 2016

U.S. Patent

¢l "D
............................... 1 8¢
A Lol m
HIVd LT 48 05" : >

'NALHLINOA | | o ;o oxd

ot L o m
HLVd LT 49 [ - >

: \ AMLINDAID IX™
NAL MEEF “ HAIADHY A2 m
.............................. “TPSOd 6 i
COOT | A¥LINDND | !
TOUINOD [+

.............................. . ¢SOd aNd m Odd
m -LNOY 43 m
y ' i
39 m :
HIVd LT 18 [ i

'NOL ANODES | | m 28
% o 7 m
HIVd LT 4 [« @ a7 ANLINDAD  fe

TTIVNOL LSHLT | | DL pwsnvaLay | | IXD

9¢

AdLINDEID
TOYLNOD
INFLSAS 44




US 9,455,680 B2

Sheet 13 of 37

Sep. 27, 2016

U.S. Patent

8IT<

€1 'O
7ad 9 xd
» DAL X Y 1
Tod I
XSSO w
0cl qSSD ™ m
TANLONALS « !
AL X830 m
S ANODHAS < :
asoD m
“$SOd w
T £Sod " oad
O8S9 T oad
ISSD | w
T NSO 6 w
— < ALINDNID i
mm:eooo:ﬁm LD TOALNOD m
WAL L ~TSod ANH m
< ~LNOYd ¥ :
A9 LS4 [SOH '
“or XL
< TAL UMD XL AY |« m X1

9¢

AYLINDAED
TOILNOD
INHLSAS 19




US 9,455,680 B2

Sheet 14 of 37

Sep. 27, 2016

U.S. Patent

71 'DId

e — J" 5 |

! iza P8¢l :

: HLVd LTd O ® m >
m 44 ‘NALHIXIS | i edd m eXd
w T L on i

m HLVd LT 48 [TO—— 5> ; >
! 'NALHLYNOA | | cdd m cxd
m ot bl @ i

i HIVd LTd [+ @ Ty "  A¥LINOAD m

3 4¥ NNLAYHL | | o | X
w =T Lozl m

! : - m

" HLVd LT 3 () AL %
“ NOLHLAId | | !

m 39 ) w

bl HLVd LT 1 [H— e —=— m

Pl ‘NNLANODES | | anl L IXL
| 99 L oL 79 m

et HIVd LT J [ @——=— AULNDAD  fe

P LT orawnar asuma | | INLE jwsnvaLdy | § 0 1XL

ps—~

v

A™JLINDAID
"TOYLINOD
INHLSAS 1Y




US 9,455,680 B2

Sheet 15 of 37

Sep. 27, 2016

U.S. Patent

91

SOS

£Sod

¢Sod

1§04

HLVd "LTId 4% X
‘NNL Q¥IHL m
89 L 9
HIVA LTS @b AMLINDAD e
‘NOL ANOD™S | . EINERER L
99 m 0L )
HLVd L1448 [¢— @ A7 A¥LINOAD
FTIVNAL LS | ! L LINSNVYL 23 XL

9¢

ALINDED
TOYLNOD
IHLSAS 44




US 9,455,680 B2

Sheet 16 of 37

Sep. 27, 2016

U.S. Patent

91

m T S0S
m, m

m ﬁ T Zsod
8 [ 1504
| s || _ul = ||

: i HLVd LT1Id 24 j AJMLINDAEID : >
b 'NAL ANODAS | | WAl g rmomaan | | 1XE
L 5 o 75 m

m m A1 H1Lvd L1449 [« “ @ AALIODUD “

m i ! ATdVNL LSHIA | ! InL JINSNVAL 2 H IXL

v —"

9¢

AdLINDEIO
TOYLNOD
IWHLSAS 49




US 9,455,680 B2

Sheet 17 of 37

Sep. 27, 2016

U.S. Patent

91

: SDS
N

¥ TSod
¥ _ [SOd
i "\

o _ HIVd LTI T T :
SR ‘NALANODAS || | m OF i Lxd
| 99 PO 79 i

D T | HLVA LT A €@ A7 | ANLNDED  [*h X
a ! ATAYNOL LSAIA | | ' | LINSNVILAY | !

9¢

AALINDHEID
TOYLNOD
WHLSAS Jd




US 9,455,680 B2

Sheet 18 of 37

Sep. 27, 2016

SOS
¢SOA
1SOA

HLVd LT AN [T
"NNL ANODAS ovT X4
99 : ¥9
HLVd ITH A (O]  AULINOMD >
HIGVNNL LS TINSNV AL A4

U.S. Patent

v

AdLINDEID
TOIINOD
INALSAS A¥




US 9,455,680 B2

Sheet 19 of 37

Sep. 27, 2016

U.S. Patent

91

VL

3 HEESOTS
! mw
¥ ) T ZSod
L . T 1S0d
| e - ]
| HLVd L1 48 [0 H
b 'NAL ANODHS | ! i 1xd
e % -0 7 I
& TTAL | HLVd LTHJY (€@ R7—|  AMLND¥D  [¢5
i " ATVYNILL LS¥IA | | HL JIWNSNVIL AT | 1 XL

9¢

A™LINDAEID
TOIINOD
WHLSAS 4¥




US 9,455,680 B2

Sheet 20 of 37

Sep. 27, 2016

U.S. Patent

91

0¢ DI

w 5 |

m * 1804
vL_ | T —/——— T 0L

RN 99 L |

—— HLVd LT 4 [ m

m | TIIYNNL LS | | |

W m w

m ) |

m ¢Sl > AYLINDYEID m

: _/ﬁ ...... 1 ) Ao X

m A~ —SO%

m S % 1 | m

m Y, AR ! 9 i

_ 05T~ Lg |

" < [NL AALINDAEDD “

m twsNyarad | XL

Ps—"

9¢

AALINDEID
TOYLNOD
WHLSAS 4¥




U.S. Patent Sep. 27, 2016 Sheet 21 of 37 US 9,455,680 B2

202
o

206
-/

FIG. 21

'/60
C
R(1,Z)% %/”—R(LN)%/}'—
C
R(M2)7t|/r— oo-ﬁ&H’—R(MN)ﬁkH’—

R(M,1)

R(1,1)

200
\o-

204
‘o-



U.S. Patent Sep. 27, 2016 Sheet 22 of 37 US 9,455,680 B2

FIG. 22



U.S. Patent Sep. 27, 2016 Sheet 23 of 37 US 9,455,680 B2




U.S. Patent Sep. 27, 2016 Sheet 24 of 37 US 9,455,680 B2

66
R(1,1) N R(12)
200 S S v CP1) I SR :
\c ' ! >H/ ! : {202
: 217 @ : : 220 :
! |
: — 208 | : 212 ~ 14
! |
: 218 ]! P i
| | I I
| I !

FIG. 24



US 9,455,680 B2

Sheet 25 of 37

Sep. 27, 2016

U.S. Patent

G¢c old

e e e e |

b \__\_\I | wl\h

4//Il|©©



US 9,455,680 B2

Sheet 26 of 37

Sep. 27, 2016

U.S. Patent

9¢ Ol4

N
N

—_—_— —- —_- - - - =

(1]%4




US 9,455,680 B2

Sheet 27 of 37

Sep. 27, 2016

U.S. Patent

Z¢ Ol4




U.S. Patent Sep. 27, 2016 Sheet 28 of 37 US 9,455,680 B2

OUT4
—O
IN TUNABLE FILTER
O STRUCTURE P
60
Ao 0
OUT;
IN;
o——
TUNABLE FILTER
eoe STRUCTURE OOUT
60
o——
IN

FIG. 26B



U.S. Patent Sep. 27, 2016 Sheet 29 of 37 US 9,455,680 B2

IN TUNABLE FILTER
O STRUCTURE O
£0 ouT
IN4 OUT4
o— IS
TUNABLE FILTER
coe STRUCTURE ooe
60
o— = 0o
IN OUT;

FIG. 28D



US 9,455,680 B2

Sheet 30 of 37

Sep. 27, 2016

U.S. Patent

C(PM4)

FIG. 29



U.S. Patent Sep. 27, 2016 Sheet 31 of 37 US 9,455,680 B2

;

§(1) 3(2)
66 \ \
-
U1 I B ) TANT1
\o R(L1) M| RO2) [t RN o’
| | ! :
I L 3 4 '"“'"'I' | '. 1
m; ?{ ix;: y 3;5
| T . TN
68\_ | : I O E
U2 == o et . TANT2
t i ! i
o 2 4 Red [r—ert| R o
56 e T — P
A NN w54
1o i l i) O !
TR =2 "’r;/___ b i = TANTS
i . e |
SO ey A 1 702 et o —o
C i 4 1 ‘\ 4
56) | |
NGA XL % i~ S6)
12 !_\; 7 % \! g X g\
TU4 4 — | ' h TANTA
\o R(M,1) 17”_1 R(M,2) ,H/... RMN)

FIG. 30



U.S. Patent Sep. 27, 2016 Sheet 32 of 37 US 9,455,680 B2

« % % 16
4
U1 N B } TANT
\o (L) M Ri12) |3 | RON

- =
A
| W
A
...E..
AR
A 1

i , %
== PR ‘ '""'“':l _______ I."'""' TANT2
R2A) R | ~ | RN
‘o 21 B Re2) oo e
N ATETA A
i s

A

! T N\, T 246

U S (R == A <t TANTS
o mw%ﬂ%ﬁmw%kﬂﬂmw

|
| | %] i~ S(6)
112 | _si. ... O.. 5‘ | ..o o.. E\ 247
TU4 S I N TANT4
\C ROM,1) 1|7H/_T RMM,2) ,«H/... RIMN)

FIG. 31



U.S. Patent

TU1

TU2

TU3

TU4

US 9,455,680 B2

Sep. 27, 2016 Sheet 33 of 37
60\‘
s(1) 52)
66 \ \
.
L J R ) TANT
R He—— R 3 s R(N)
| I ! !
5 VLA Y Y :
1 7] /P . TS
68 | 5 /| Je i
< == ate mhutede? el il TANT2
.l_ ............. |I Il ....... |:
R21) H——= R22) ﬁ[’,?-lr RE2N) od
CTLTTRIIN I AT Ny T
LR AR [
110 :_5‘ !_ E\:‘.~_ . ] I (250
SR - < O
REA) 4 R(32) T' ,'”m: REN)
C & 4 1 ‘\ .
S@ | |
XL XL x| i~ 56)
| ™ & N\ T | Y, N :\
M2 | | Q > . 3
v | ' N TANT4
R(M,1) 17|/|’_T R(M2) Aaeet RMN) o/

FIG. 32



US 9,455,680 B2

Sheet 34 of 37

Sep. 27, 2016

U.S. Patent

m._.z<._.w

¢l z{._.m

ent

F._.z{._..mU

anl

€€ OI4
===~ B - ==
(e ﬂ|\_\_\|4 (e'ehd e (z'e) ﬂ|\Ix|4 (1'e)y
“| l I'= T 1 ._\NN _|=| " — K1
_ _
I A - Ob 13- -
T RN AL
= — ¥ _ T y_ F 7 _ ¥ _
_ _ 750 _ _
o 1| oy SHF @2y | Lo
_— —— M. - —_ — — M. -
s e ef] \ (¥)s
\
(
89 092
mwo% ZAN
/
Vo, VI
(F1)y Ai\_w|v (€)Y J,_ @1y Aﬂ‘\ﬁ|v (1))
450 - A 1S9
yez 47
(
99



U.S. Patent Sep. 27, 2016 Sheet 35 of 37 US 9,455,680 B2

/60
6 rl-l———-c =———— f ———— - - ——--|
|| Iy
| I | |
| : R(1,1) S(X) R(1,2) S(Y) R(1,3) ! |
i ) ) 1l
U |+ e—a b —t e —ah—— 1
68-———:-———— —w-——-v—r————:——-|
~ 3 1N
| E rR21) | 270 RR2 | 272 R@3) |1 :
| 1 1 I
I_ —_ l_ e I_ - |
(

FIG. 34



U.S. Patent Sep. 27, 2016 Sheet 36 of 37 US 9,455,680 B2

/60
66 ~|— o - - f___ S R
N~ N
I | | I
| ! R(1.1) S(X) R(1,2) S(Y) R(1,3) ! |
1Nk ? : ]
Y_|+s — N ——fFc—t—— 1 1
68 —|—|= — — — Jlpi Nk = — Nl = — = H -
~ —— —— 1nl
I | I
| V| oRey | 274 R22) | 24 R23) |1 :
| | 1 |
I_ — l_ T - - —-—_-_ ___:___I_ -1
|

FIG. 35



U.S. Patent

Sep. 27, 2016

Sheet 37 of 37

US 9,455,680 B2

cC CC
R R1 R1
CC é CcC : cC .
cC CC
R R1 R1
plane k
AN \ ~
cC cC cC
CC
R2 R? R2
CC é CC | cC l :
cC CC
R? R? R2
plane m
oot '
7] cC cC
R3 R3 R3
= coF
cC CC
R3 R3 R3
plane n

FIG. 36



US 9,455,680 B2

1

TUNABLE RF FILTER STRUCTURE
FORMED BY A MATRIX OF WEAKLY
COUPLED RESONATORS

RELATED APPLICATIONS

The present application claims priority to U.S. Provisional
Patent Application No. 61/831,666, filed Jun. 6, 2013; U.S.
Provisional Patent Application No. 61/860,932, filed Aug. 1,
2013; U.S. Provisional Patent Application No. 61/909,028,
filed Nov. 26, 2013; U.S. Provisional Patent Application No.
61/938,884, filed Feb. 12, 2014; U.S. Provisional Patent
Application No. 61/949,581, filed Mar. 7, 2014; U.S. Pro-
visional Patent Application No. 61/951,844, filed Mar. 12,
2014; U.S. Provisional Patent Application No. 61/982,946,
filed Apr. 23, 2014; U.S. Provisional Patent Application No.
61/982,952, filed Apr. 23, 2014; U.S. Provisional Patent
Application No. 61/982,971, filed Apr. 23, 2014; and U.S.
Provisional Patent Application No. 62/008,192, filed Jun. 5,
2014.

The present application is related to concurrently filed
U.S. patent application Ser. No. 14/298,830, entitled “TUN-
ABLE RF FILTER PATHS FOR TUNABLE RF FILTER
STRUCTURES;” concurrently filed U.S. patent application
Ser. No. 14/298,834, entitled “HIGH QUALITY FACTOR
INTERCONNECT FOR RF CIRCUITS;” concurrently filed
U.S. patent application Ser. No. 14/298,872, entitled “NON-
LINEAR CAPACITANCE LINEARIZATION;” concur-
rently filed U.S. patent application Ser. No. 14/298,863,
entitled “TUNABLE RF FILTER BASED RF COMMUNI-
CATIONS SYSTEM;” and concurrently filed patent appli-
cation Ser. No. 14/298,852, entitled “MULTI-BAND
INTERFERENCE OPTIMIZATION.”

All of the applications listed above are hereby incorpo-
rated herein by reference in their entireties.

FIELD OF THE DISCLOSURE

Embodiments of the present disclosure relate to radio
frequency (RF) communications systems, which may
include RF front-end circuitry, RF transceiver circuitry, RF
amplifiers, direct current (DC)-DC converters, RF filters, RF
antennas, RF switches, RF combiners, RF splitters, the like,
or any combination thereof.

BACKGROUND

As wireless communications technologies evolve, wire-
less communications systems become increasingly sophis-
ticated. As such, wireless communications protocols con-
tinue to expand and change to take advantage of the
technological evolution. As a result, to maximize flexibility,
many wireless communications devices must be capable of
supporting any number of wireless communications proto-
cols, each of which may have certain performance require-
ments, such as specific out-of-band emissions requirements,
linearity requirements, or the like. Further, portable wireless
communications devices are typically battery powered and
need to be relatively small, and have low cost. As such, to
minimize size, cost, and power consumption, RF circuitry in
such a device needs to be as simple, small, flexible, and
efficient as is practical. Thus, there is a need for RF circuitry
in a communications device that is low cost, small, simple,
flexible, and efficient.

SUMMARY

This disclosure relates generally to radio frequency (RF)
filter structures. The RF filter structures may have multiple
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filter paths, which are provided by weakly coupled resona-
tors. The filter paths may be interconnected so that addi-
tional filter paths may be realized between input and output
terminals of the RF filter structures. In this manner, the
weakly coupled resonators from the filter paths may be
arranged in a matrix. In one embodiment, an RF filter
structure includes a first filter path and a second filter path.
The first filter path includes (at least) a first pair of weakly
coupled resonators, while the second filter path includes (at
least) a second pair of weakly coupled resonators. To inter-
connect the first filter path and the second filter path, a
cross-coupling capacitive structure is electrically connected
between the first filter path and the second filter path. As
such, an additional filter path may be realized through the
interconnection provided by the cross-coupling capacitive
structure.

Those skilled in the art will appreciate the scope of the
present disclosure and realize additional aspects thereof after
reading the following detailed description of the preferred
embodiments in association with the accompanying drawing
figures.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings incorporated in and forming
a part of this specification illustrate several aspects of the
disclosure, and together with the description serve to explain
the principles of the disclosure.

FIG. 1 shows traditional communications circuitry
according to the prior art.

FIG. 2 shows the traditional communications circuitry
according to the prior art.

FIG. 3 shows the traditional communications circuitry
according to the prior art.

FIG. 4 shows RF communications circuitry according to
one embodiment of the RF communications circuitry.

FIG. 5 is a graph illustrating filtering characteristics of a
first tunable RF filter path and a second tunable RF filter path
illustrated in FIG. 4 according to one embodiment of the first
tunable RF filter path and the second tunable RF filter path.

FIGS. 6A and 6B are graphs illustrating filtering charac-
teristics of the first tunable RF filter path and the second
tunable RF filter path, respectively, illustrated in FIG. 4
according to an alternate embodiment of the first tunable RF
filter path and the second tunable RF filter path, respectively.

FIG. 7 shows the RF communications circuitry according
to one embodiment of the RF communications circuitry.

FIG. 8 shows the RF communications circuitry according
to an alternate embodiment of the RF communications
circuitry.

FIGS. 9A and 9B are graphs illustrating filtering charac-
teristics of the first tunable RF filter path and the second
tunable RF filter path, respectively, illustrated in FIG. 8
according to an additional embodiment of the first tunable
RF filter path and the second tunable RF filter path.

FIGS. 10A and 10B are graphs illustrating filtering char-
acteristics of a first traditional RF duplexer and a second
traditional RF duplexer, respectively, illustrated in FIG. 3
according to the prior art.

FIG. 11 shows the RF communications circuitry accord-
ing to one embodiment of the RF communications circuitry.

FIG. 12 shows the RF communications circuitry accord-
ing to an alternate embodiment of the RF communications
circuitry.

FIG. 13 shows the RF communications circuitry accord-
ing to an additional embodiment of the RF communications
circuitry.
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FIG. 14 shows the RF communications circuitry accord-
ing to another embodiment of the RF communications
circuitry.

FIG. 15 shows the RF communications circuitry accord-
ing to a further embodiment of the RF communications
circuitry.

FIG. 16 shows the RF communications circuitry accord-
ing to one embodiment of the RF communications circuitry.

FIG. 17 shows the RF communications circuitry accord-
ing to an alternate embodiment of the RF communications
circuitry.

FIG. 18 shows the RF communications circuitry accord-
ing to an additional embodiment of the RF communications
circuitry.

FIG. 19 shows the RF communications circuitry accord-
ing to another embodiment of the RF communications
circuitry.

FIG. 20 shows the RF communications circuitry accord-
ing to a further embodiment of the RF communications
circuitry.

FIG. 21 illustrates one embodiment of a tunable radio
frequency (RF) filter structure that defines multiple tunable
RF filtering paths that are independent of each other.

FIG. 22 illustrates one embodiment of a tunable RF filter
path shown in FIG. 21 having cross-coupling capacitors
arranged in a V-bridge structure.

FIG. 23 illustrates another embodiment of the tunable RF
filter path shown in FIG. 21 having cross-coupling capaci-
tors arranged in an X-bridge structure.

FIG. 24 illustrates another embodiment of the tunable RF
filter path shown in FIG. 21 having a cross-coupling capaci-
tor arranged in a single positive bridge structure.

FIG. 25 illustrates another embodiment of the tunable RF
filter path shown in FIG. 21 having cross-coupling capaci-
tors arranged in an H-bridge structure.

FIG. 26 illustrates another embodiment of the tunable RF
filter path shown in FIG. 21 having cross-coupling capaci-
tors arranged in a double H-bridge structure.

FIG. 27 illustrates another embodiment of the tunable RF
filter path shown in FIG. 21 having four weakly coupled
resonators with magnetic and electric couplings between
them.

FIGS. 28A-28D disclose different embodiments of a
tunable RF filter structure, each with a different number of
input terminals and output terminals.

FIG. 29 illustrates one embodiment of a tunable radio
frequency (RF) filter structure having four resonators and
cross-coupling capacitive structures electrically connected
between the four resonators so as to form a 2x2 matrix with
the four resonators. In alternative embodiments, fewer (e.g.,
three) resonators or more (e.g., five or more) resonators may
be provided.

FIG. 30 illustrates another embodiment of a tunable RF
filter structure having M number of rows and N number of
columns of resonators that are electrically connected by
cross-coupling capacitive structures so that the tunable RF
filter structure is arranged so as to form an MxN two-
dimensional matrix of the resonators.

FIG. 31 illustrates the tunable RF filter structure shown in
FIG. 30 electrically connected to various RF antennas.

FIG. 32 illustrates the tunable RF filter structure shown in
FIG. 30 with two tunable RF filter paths highlighted for
performing Multiple Input Multiple Output (MIMO), Single
Input Multiple Output (SIMO), Multiple Input Single Out-
put (MISO), and Single Input Single Output (SISO) opera-
tions.
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FIG. 33 illustrates another embodiment of a tunable RF
filter structure with amplifier stages electrically connected
within and between tunable RF filter paths.

FIG. 34 illustrates an embodiment of a tunable RF filter
structure integrated into an integrated circuit (IC) package
with multiple and separate semiconductor dies.

FIG. 35 illustrates an embodiment of the same tunable RF
filter structure shown in FIG. 34, but now integrated into an
IC package with a single semiconductor die.

FIG. 36 illustrates one embodiment of a tunable RF filter
structure having resonators and cross-coupling capacitive
structures electrically connected between the resonators so
as to form a three-dimensional matrix of the resonators.

DETAILED DESCRIPTION

The embodiments set forth below represent the necessary
information to enable those skilled in the art to practice the
disclosure and illustrate the best mode of practicing the
disclosure. Upon reading the following description in light
of the accompanying drawings, those skilled in the art will
understand the concepts of the disclosure and will recognize
applications of these concepts not particularly addressed
herein. It should be understood that these concepts and
applications fall within the scope of the disclosure and the
accompanying claims.

RF communications circuitry, which includes a first RF
filter structure, is disclosed according to a first embodiment
of the present disclosure. The first RF filter structure
includes a first tunable RF filter path and a second tunable
RF filter path. The first tunable RF filter path includes a pair
of weakly coupled resonators. Additionally, a first filter
parameter of the first tunable RF filter path is tuned based on
a first filter control signal. A first filter parameter of the
second tunable RF filter path is tuned based on a second
filter control signal.

In one embodiment of the first RF filter structure, the first
tunable RF filter path is directly coupled between a first
common connection node and a first connection node. The
second tunable RF filter path is directly coupled between a
second connection node and the first common connection
node.

In one embodiment of the RF communications system,
the first tunable RF filter path and the second tunable RF
filter path do not significantly load one another at frequen-
cies of interest. As such, by directly coupling the first tunable
RF filter path and the second tunable RF filter path to the first
common connection node; front-end RF switching elements
may be avoided, thereby reducing cost, size, and non-
linearity; and increasing efficiency and flexibility of the RF
communications system. In one embodiment of the RF
communications system, the first common connection node
is coupled to an antenna.

Embodiments of the RF communications system include
frequency division duplex (FDD) applications, time division
duplex (TDD) applications, carrier-aggregation (CA) appli-
cations, multiple antenna applications, MIMO applications,
hybrid applications, applications supporting multiple com-
munications bands, the like, or any combination thereof.

FIG. 1 shows traditional communications circuitry 10
according to the prior art. The traditional communications
circuitry 10 illustrated in FIG. 1 is a time-division duplex
(TDD) system, which is capable of transmitting and receiv-
ing RF signals, but not simultaneously. Such a system may
also be called a half-duplex system. Additionally, the tradi-
tional communications circuitry 10 may be used as a sim-
plex system, which is a system that only transmits RF
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signals or only receives RF signals. Traditional communi-
cations systems often use fixed frequency filters. As a result,
to cover multiple communications bands, switching ele-
ments are needed to select between different signal paths.

The traditional communications circuitry 10 includes tra-
ditional RF system control circuitry 12, traditional RF
front-end circuitry 14, and a first RF antenna 16. The
traditional RF front-end circuitry 14 includes traditional RF
front-end control circuitry 18, first traditional antenna
matching circuitry 20, first traditional RF receive circuitry
22, first traditional RF transmit circuitry 24, a first traditional
RF switch 26, and a second traditional RF switch 28. The
first traditional RF switch 26 is coupled between the first
traditional antenna matching circuitry 20 and the first tradi-
tional RF receive circuitry 22. The second traditional RF
switch 28 is coupled between the first traditional antenna
matching circuitry 20 and the first traditional RF transmit
circuitry 24. The first RF antenna 16 is coupled to the first
traditional antenna matching circuitry 20. The first tradi-
tional antenna matching circuitry 20 provides at least partial
impedance matching between the first RF antenna 16 and
either the first traditional RF receive circuitry 22 or the first
traditional RF transmit circuitry 24.

The traditional RF system control circuitry 12 provides
the necessary control functions needed to facilitate RF
communications between the traditional communications
circuitry 10 and other RF devices. The traditional RF system
control circuitry 12 processes baseband signals needed for
the RF communications. As such, the traditional RF system
control circuitry 12 provides a first traditional upstream
transmit signal TUT1 to the first traditional RF transmit
circuitry 24. The first traditional upstream transmit signal
TUT1 may be a baseband transmit signal, an intermediate
frequency (IF) transmit signal, or an RF transmit signal.
Conversely, the traditional RF system control circuitry 12
receives a first traditional downstream receive signal TDR1
from the first traditional RF receive circuitry 22. The first
traditional downstream receive signal TDR1 may be a
baseband receive signal, an IF receive signal, or an RF
receive signal.

The first traditional RF transmit circuitry 24 may include
up-conversion circuitry, amplification circuitry, power sup-
ply circuitry, filtering circuitry, switching circuitry, combin-
ing circuitry, splitting circuitry, dividing circuitry, clocking
circuitry, the like, or any combination thereof. Similarly, the
first traditional RF receive circuitry 22 may include down-
conversion circuitry, amplification circuitry, power supply
circuitry, filtering circuitry, switching circuitry, combining
circuitry, splitting circuitry, dividing circuitry, clocking cir-
cuitry, the like, or any combination thereof.

The traditional RF system control circuitry 12 provides a
traditional front-end control signal TFEC to the traditional
RF front-end control circuitry 18. The traditional RF front-
end control circuitry 18 provides a first traditional switch
control signal TCS1 and a second traditional switch control
signal TCS2 to the first traditional RF switch 26 and the
second traditional RF switch 28, respectively, based on the
traditional front-end control signal TFEC. As such, the
traditional RF system control circuitry 12 controls the first
traditional RF switch 26 and the second traditional RF
switch 28 via the traditional front-end control signal TFEC.
The first traditional RF switch 26 is in one of an ON state
and an OFF state based on the first traditional switch control
signal TCS1. The second traditional RF switch 28 is in one
of an ON state and an OFF state based on the second
traditional switch control signal TCS2.
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Half-duplex operation of the traditional communications
circuitry 10 is accomplished using the first traditional RF
switch 26 and the second traditional RF switch 28. When the
traditional communications circuitry 10 is transmitting RF
signals via the first RF antenna 16, the first traditional RF
switch 26 is in the OFF state and the second traditional RF
switch 28 is in the ON state. As such, the first traditional
antenna matching circuitry 20 is electrically isolated from
the first traditional RF receive circuitry 22 and the first
traditional antenna matching circuitry 20 is electrically
coupled to the first traditional RF transmit circuitry 24. In
this regard, the traditional RF system control circuitry 12
provides the first traditional upstream transmit signal TUT1
to the first traditional RF transmit circuitry 24, which
provides a traditional transmit signal TTX to the first RF
antenna 16 via the second traditional RF switch 28 and the
first traditional antenna matching circuitry 20 based on the
first traditional upstream transmit signal TUTT.

When the traditional communications circuitry 10 is
receiving RF signals via the first RF antenna 16, the first
traditional RF switch 26 is in the ON state and the second
traditional RF switch 28 is in the OFF state. As such, the first
traditional antenna matching circuitry 20 is isolated from the
first traditional RF transmit circuitry 24 and the first tradi-
tional antenna matching circuitry 20 is electrically coupled
to the first traditional RF receive circuitry 22. In this regard,
the first traditional antenna matching circuitry 20 receives
the RF signals from the first RF antenna 16 and forwards the
RF signals via the first traditional RF switch 26 to the first
traditional RF receive circuitry 22. The first traditional RF
switch 26 provides a traditional receive signal TRX to the
first traditional RF receive circuitry 22, which provides a
first traditional downstream receive signal TDR1 to the
traditional RF system control circuitry 12 based on the
traditional receive signal TRX.

Since the traditional communications circuitry 10 illus-
trated in FIG. 1 is a half-duplex system, during operation,
the first traditional RF switch 26 and the second traditional
RF switch 28 are not simultaneously in the ON state.
Therefore, the first traditional RF receive circuitry 22 and
the first traditional RF transmit circuitry 24 are isolated from
one another. As such, the first traditional RF receive circuitry
22 and the first traditional RF transmit circuitry 24 are
prevented from interfering with one another.

FIG. 2 shows the traditional communications circuitry 10
according to the prior art. The traditional communications
circuitry 10 illustrated in FIG. 2 is similar to the traditional
communications circuitry 10 illustrated in FIG. 1, except in
the traditional communications circuitry 10 illustrated in
FIG. 2, the traditional RF front-end control circuitry 18, the
first traditional RF switch 26, and the second traditional RF
switch 28 are omitted, and the traditional RF front-end
circuitry 14 further includes a first traditional RF duplexer
30. The first traditional RF duplexer 30 is coupled between
the first traditional antenna matching circuitry 20 and the
first traditional RF receive circuitry 22, and is further
coupled between the first traditional antenna matching cir-
cuitry 20 and the first traditional RF transmit circuitry 24.

The traditional communications circuitry 10 illustrated in
FIG. 2 may be used as a TDD system or a simplex system.
However, the traditional communications circuitry 10 illus-
trated in FIG. 2 may also be used as a frequency-division
duplex (FDD) system, which is capable of transmitting and
receiving RF signals simultaneously. Such a system may
also be called a full-duplex system.

When the traditional communications circuitry 10 is
transmitting RF signals via the first RF antenna 16, the
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traditional RF system control circuitry 12 provides the first
traditional upstream transmit signal TUT1 to the first tradi-
tional RF transmit circuitry 24, which provides the tradi-
tional transmit signal TTX to the first RF antenna 16 via first
traditional RF duplexer 30 based on the first traditional
upstream transmit signal TUTI.

When the traditional communications circuitry 10 is
receiving RF signals via the first RF antenna 16, the first
traditional antenna matching circuitry 20 receives the RF
signals from the first RF antenna 16 and forwards the RF
signals via the first traditional RF duplexer 30 to the first
traditional RF receive circuitry 22. As such, the first tradi-
tional RF duplexer 30 provides the traditional receive signal
TRX to the first traditional RF receive circuitry 22, which
provides the first traditional downstream receive signal
TDR1 to the traditional RF system control circuitry 12 based
on the traditional receive signal TRX.

The first traditional RF duplexer 30 provides filtering,
such that the first traditional RF receive circuitry 22 and the
first traditional RF transmit circuitry 24 are substantially
isolated from one another. As such, the first traditional RF
receive circuitry 22 and the first traditional RF transmit
circuitry 24 are prevented from interfering with one another.
Traditional FDD systems using duplexers with high rejec-
tion ratios have a fixed frequency transfer. Covering mul-
tiple communications bands requires multiple duplexers and
switches to route RF signals through appropriate signal
paths.

FIG. 3 shows the traditional communications circuitry 10
according to the prior art. The traditional communications
circuitry 10 illustrated in FIG. 3 is a carrier aggregation
(CA) based system, which is capable of transmitting or
receiving multiple simultaneous transmit signals or multiple
simultaneous receive signals, respectively, or both. Each of
the simultaneous transmit signals is in a frequency band that
is different from each frequency band of a balance of the
simultaneous transmit signals. Similarly, each of the simul-
taneous receive signals is in a frequency band that is
different from each frequency band of a balance of the
simultaneous receive signals. The traditional communica-
tions circuitry 10 may operate as a simplex system, a
half-duplex system, or a full-duplex system.

The traditional communications circuitry 10 includes the
traditional RF system control circuitry 12, the traditional RF
front-end circuitry 14, the first RF antenna 16, and a second
RF antenna 32. The traditional RF front-end circuitry 14
includes the first traditional antenna matching circuitry 20,
the first traditional RF receive circuitry 22, the first tradi-
tional RF transmit circuitry 24, the first traditional RF
duplexer 30, first traditional antenna switching circuitry 34,
a second traditional RF duplexer 36, a third traditional RF
duplexer 38, second traditional antenna matching circuitry
40, second traditional antenna switching circuitry 42, a
fourth traditional RF duplexer 44, a fifth traditional RF
duplexer 46, a sixth traditional RF duplexer 48, second
traditional RF receive circuitry 50, and second traditional
RF transmit circuitry 52. Traditional CA systems use fixed
frequency filters and diplexers, triplexers, or both to com-
bine signal paths, which increases complexity. Alternatively,
additional switch paths may be used, but may degrade
performance.

The first traditional antenna matching circuitry 20 is
coupled between the first RF antenna 16 and the first
traditional antenna switching circuitry 34. The second tra-
ditional antenna matching circuitry 40 is coupled between
the second RF antenna 32 and the second traditional antenna
switching circuitry 42. The first traditional RF duplexer 30
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is coupled between the first traditional antenna switching
circuitry 34 and the first traditional RF receive circuitry 22,
and is further coupled between the first traditional antenna
switching circuitry 34 and the first traditional RF transmit
circuitry 24. The second traditional RF duplexer 36 is
coupled between the first traditional antenna switching cir-
cuitry 34 and the first traditional RF receive circuitry 22, and
is further coupled between the first traditional antenna
switching circuitry 34 and the first traditional RF transmit
circuitry 24. The third traditional RF duplexer 38 is coupled
between the first traditional antenna switching circuitry 34
and the first traditional RF receive circuitry 22, and is further
coupled between the first traditional antenna switching cir-
cuitry 34 and the first traditional RF transmit circuitry 24.

The fourth traditional RF duplexer 44 is coupled between
the second traditional antenna switching circuitry 42 and the
second traditional RF receive circuitry 50, and is further
coupled between the second traditional antenna switching
circuitry 42 and the second traditional RF transmit circuitry
52. The fifth traditional RF duplexer 46 is coupled between
the second traditional antenna switching circuitry 42 and the
second traditional RF receive circuitry 50, and is further
coupled between the second traditional antenna switching
circuitry 42 and the second traditional RF transmit circuitry
52. The sixth traditional RF duplexer 48 is coupled between
the second traditional antenna switching circuitry 42 and the
second traditional RF receive circuitry 50, and is further
coupled between the second traditional antenna switching
circuitry 42 and the second traditional RF transmit circuitry
52.

The first traditional RF duplexer 30 is associated with a
first aggregated receive band, a first aggregated transmit
band, or both. The second traditional RF duplexer 36 is
associated with a second aggregated receive band, a second
aggregated transmit band, or both. The third traditional RF
duplexer 38 is associated with a third aggregated receive
band, a third aggregated transmit band, or both. The fourth
traditional RF duplexer 44 is associated with a fourth
aggregated receive band, a fourth aggregated transmit band,
or both. The fifth traditional RF duplexer 46 is associated
with a fifth aggregated receive band, a fifth aggregated
transmit band, or both. The sixth traditional RF duplexer 48
is associated with a sixth aggregated receive band, a sixth
aggregated transmit band, or both.

The first traditional antenna switching circuitry 34
couples a selected one of the first traditional RF duplexer 30,
the second traditional RF duplexer 36, and the third tradi-
tional RF duplexer 38 to the first traditional antenna match-
ing circuitry 20. Therefore, the first RF antenna 16 is
associated with a selected one of the first aggregated receive
band, the second aggregated receive band, and the third
aggregated receive band; with a selected one of the first
aggregated transmit band, the second aggregated transmit
band, and the third aggregated transmit band; or both.

Similarly, the second traditional antenna switching cir-
cuitry 42 couples a selected one of the fourth traditional RF
duplexer 44, the fifth traditional RF duplexer 46, and the
sixth traditional RF duplexer 48 to the second traditional
antenna matching circuitry 40. Therefore, the second RF
antenna 32 is associated with a selected one of the fourth
aggregated receive band, the fifth aggregated receive band,
and the sixth aggregated receive band; with a selected one of
the fourth aggregated transmit band, the fifth aggregated
transmit band, and the sixth aggregated transmit band; or
both.

During transmit CA, the traditional RF system control
circuitry 12 provides the first traditional upstream transmit
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signal TUT1 to the first traditional RF transmit circuitry 24,
which forwards the first traditional upstream transmit signal
TUT1 to the first RF antenna 16 for transmission via the
selected one of the first traditional RF duplexer 30, the
second traditional RF duplexer 36, and the third traditional
RF duplexer 38; via the first traditional antenna switching
circuitry 34; and via the first traditional antenna matching
circuitry 20.

Additionally, during transmit CA, the traditional RF sys-
tem control circuitry 12 provides a second traditional
upstream transmit signal TUT2 to the second traditional RF
transmit circuitry 52, which forwards the second traditional
upstream transmit signal TUT2 to the second RF antenna 32
for transmission via the selected one of the fourth traditional
RF duplexer 44, the fifth traditional RF duplexer 46, and the
sixth traditional RF duplexer 48; via the second traditional
antenna switching circuitry 42; and via the second tradi-
tional antenna matching circuitry 40.

During receive CA, the first RF antenna 16 forwards a
received RF signal to the first traditional RF receive circuitry
22 via the first traditional antenna matching circuitry 20, the
first traditional antenna switching circuitry 34, and the
selected one of the first traditional RF duplexer 30, the
second traditional RF duplexer 36, and the third traditional
RF duplexer 38. The first traditional RF receive circuitry 22
provides the first traditional downstream receive signal
TDR1 to the traditional RF system control circuitry 12 based
on the received RF signal.

Additionally, during receive CA, the second RF antenna
32 forwards a received RF signal to the second traditional
RF receive circuitry 50 via the second traditional antenna
matching circuitry 40, the second traditional antenna switch-
ing circuitry 42, and the selected one of the fourth traditional
RF duplexer 44, the fifth traditional RF duplexer 46, and the
sixth traditional RF duplexer 48. The second traditional RF
receive circuitry 50 provides a second traditional down-
stream receive signal TDR2 to the traditional RF system
control circuitry 12 based on the received RF signal.

Since only the selected one of the first traditional RF
duplexer 30, the second traditional RF duplexer 36, and the
third traditional RF duplexer 38 is coupled to the first
traditional antenna matching circuitry 20; the first traditional
antenna switching circuitry 34 isolates each of the first
traditional RF duplexer 30, the second traditional RF
duplexer 36, and the third traditional RF duplexer 38 from
one another; and prevents each of the first traditional RF
duplexer 30, the second traditional RF duplexer 36, and the
third traditional RF duplexer 38 from interfering with one
another.

Similarly, since only the selected one of the fourth tradi-
tional RF duplexer 44, the fifth traditional RF duplexer 46,
and the sixth traditional RF duplexer 48 is coupled to the
second traditional antenna matching circuitry 40; the second
traditional antenna matching circuitry 40 isolates each of the
fourth traditional RF duplexer 44, the fifth traditional RF
duplexer 46, and the sixth traditional RF duplexer 48 from
one another; and prevents each of the fourth traditional RF
duplexer 44, the fifth traditional RF duplexer 46, and the
sixth traditional RF duplexer 48 from interfering with one
another.

FIG. 4 shows RF communications circuitry 54 according
to one embodiment of the RF communications circuitry 54.
The RF communications circuitry 54 includes RF system
control circuitry 56, RF front-end circuitry 58, and the first
RF antenna 16. The RF front-end circuitry 58 includes a first
RF filter structure 60, RF receive circuitry 62, and RF
transmit circuitry 64. The first RF filter structure 60 includes
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a first tunable RF filter path 66 and a second tunable RF filter
path 68. Additionally, the first RF filter structure 60 has a
first connection node 70, a second connection node 72, and
a first common connection node 74. In one embodiment of
the RF system control circuitry 56, the RF system control
circuitry 56 is an RF transceiver. In one embodiment of the
first tunable RF filter path 66, the first tunable RF filter path
66 includes a pair of weakly coupled resonators R(1,1),
R(1,2) (FIG. 22). As such, in one embodiment of the first RF
filter structure 60, the RF filter structure 60 includes the pair
of weakly coupled resonators R(1,1), R(1,2) (FIG. 21).

In alternate embodiments of the first RF filter structure 60,
any or all of the first connection node 70, the second
connection node 72, and the first common connection node
74 are external to the first RF filter structure 60. In one
embodiment of the first tunable RF filter path 66, the first
tunable RF filter path 66 includes a first pair (not shown) of
weakly coupled resonators. In one embodiment of the sec-
ond tunable RF filter path 68, the second tunable RF filter
path 68 includes a second pair (not shown) of weakly
coupled resonators.

In one embodiment of the first RF filter structure 60, the
first tunable RF filter path 66 is directly coupled between the
first common connection node 74 and the first connection
node 70, the second tunable RF filter path 68 is directly
coupled between the second connection node 72 and the first
common connection node 74, and the first RF antenna 16 is
directly coupled to the first common connection node 74. In
another embodiment of the RF communications circuitry 54,
the first RF antenna 16 is omitted. Additionally, the RF
receive circuitry 62 is coupled between the first connection
node 70 and the RF system control circuitry 56, and the RF
transmit circuitry 64 is coupled between the second connec-
tion node 72 and the RF system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 is a first RF receive
filter, such that the first RF antenna 16 forwards a received
RF signal via the first common connection node 74 to
provide a first upstream RF receive signal RU1 to the first
tunable RF filter path 66, which receives and filters the first
upstream RF receive signal RU1 to provide a first filtered RF
receive signal RF1 to the RF receive circuitry 62. The RF
receive circuitry 62 may include down-conversion circuitry,
amplification circuitry, power supply circuitry, filtering cir-
cuitry, switching circuitry, combining circuitry, splitting
circuitry, dividing circuitry, clocking circuitry, the like, or
any combination thereof. The RF receive circuitry 62 pro-
cesses the first filtered RF receive signal RF1 to provide a
first receive signal RX1 to the RF system control circuitry
56.

In one embodiment of the RF communications circuitry
54, the second tunable RF filter path 68 is a first RF transmit
filter, such that the RF system control circuitry 56 provides
a first transmit signal TX1 to the RF transmit circuitry 64,
which processes the first transmit signal TX1 to provide a
first upstream RF transmit signal TU1 to the second tunable
RF filter path 68. The RF transmit circuitry 64 may include
up-conversion circuitry, amplification circuitry, power sup-
ply circuitry, filtering circuitry, switching circuitry, combin-
ing circuitry, splitting circuitry, dividing circuitry, clocking
circuitry, the like, or any combination thereof. The second
tunable RF filter path 68 receives and filters the first
upstream RF transmit signal TU1 to provide a first filtered
RF transmit signal TF1, which is transmitted via the first
common connection node 74 by the first RF antenna 16.

The RF system control circuitry 56 provides a first filter
control signal FCS1 to the first tunable RF filter path 66 and
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provides a second filter control signal FCS2 to the second
tunable RF filter path 68. As such, in one embodiment of the
RF communications circuitry 54, the RF system control
circuitry 56 tunes a first filter parameter of the first tunable
RF filter path 66 using the first filter control signal FCS1.
Additionally, the RF system control circuitry 56 tunes a first
filter parameter of the second tunable RF filter path 68 using
the second filter control signal FCS2.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 and the second tunable
RF filter path 68 do not significantly load one another at
frequencies of interest. As such, by directly coupling the first
tunable RF filter path 66 and the second tunable RF filter
path 68 to the first common connection node 74; front-end
RF switching elements may be avoided, thereby reducing
cost, size, and non-linearity; and increasing efficiency and
flexibility of the RF communications circuitry 54. Since
tunable RF filters can support multiple communications
bands using a single signal path, they can simplify front-end
architectures by eliminating switching and duplexing com-
ponents.

In one embodiment of the RF communications circuitry
54, the RF communications circuitry 54 is used as an FDD
communications system, such that the first upstream RF
receive signal RU1 and the first filtered RF transmit signal
TF1 are full-duplex signals. In an alternate embodiments of
the RF communications circuitry 54, the RF communica-
tions circuitry 54 is used as a TDD communications system,
such that the first upstream RF receive signal RU1 and the
first filtered RF transmit signal TF1 are half-duplex signals.
In additional embodiments of the RF communications cir-
cuitry 54, the RF communications circuitry 54 is used as a
simplex communications system, such that the first upstream
RF receive signal RU1 is a simplex signal and the first
filtered RF transmit signal TF1 is not present. In other
embodiments of the RF communications circuitry 54, the RF
communications circuitry 54 is used as a simplex commu-
nications system, such that the first upstream RF receive
signal RU1 is not present and the first filtered RF transmit
signal TF1 is a simplex signal.

FIG. 5 is a graph illustrating filtering characteristics of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 illustrated in FIG. 4 according to one embodi-
ment of the first tunable RF filter path 66 and the second
tunable RF filter path 68. The first tunable RF filter path 66
is a first RF bandpass filter, which functions as the first RF
receive filter, and the second tunable RF filter path 68 is a
second RF bandpass filter, which functions as the first RF
transmit filter. A bandwidth 76 of the first RF bandpass filter,
a center frequency 78 of the first RF bandpass filter, a
bandwidth 80 of the second RF bandpass filter, a center
frequency 82 of the second RF bandpass filter, a frequency
84 of the first upstream RF receive signal RU1 (FIG. 4), and
a frequency 86 of the first filtered RF transmit signal TF1
(FIG. 4) are shown. Operation of the first RF bandpass filter
and the second RF bandpass filter is such that the first RF
bandpass filter and the second RF bandpass filter do not
significantly interfere with one another. In this regard, the
bandwidth 76 of the first RF bandpass filter does not overlap
the bandwidth 80 of the second RF bandpass filter.

In one embodiment of the first RF receive filter and the
first RF transmit filter, the first RF receive filter and the first
RF transmit filter in combination function as an RF duplexer.
As such, a duplex frequency 88 of the RF duplexer is about
equal to a difference between the frequency 84 of the first
upstream RF receive signal RU1 (FIG. 4) and the frequency
86 of the first filtered RF transmit signal TF1 (FIG. 4).
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In one embodiment of the first tunable RF filter path 66,
the first filter parameter of the first tunable RF filter path 66
is tunable based on the first filter control signal FCS1. In an
alternate embodiment of the first tunable RF filter path 66,
both the first filter parameter of the first tunable RF filter
path 66 and a second filter parameter of the first tunable RF
filter path 66 are tunable based on the first filter control
signal FCS1. Similarly, in one embodiment of the second
tunable RF filter path 68, the first filter parameter of the
second tunable RF filter path 68 is tunable based on the
second filter control signal FCS2. In an alternate embodi-
ment of the second tunable RF filter path 68, both the first
filter parameter of the second tunable RF filter path 68 and
a second filter parameter of the second tunable RF filter path
68 are tunable based on the second filter control signal
FCS2.

The first filter parameter of the first tunable RF filter path
66 is the center frequency 78 of the first RF bandpass filter.
The second filter parameter of the first tunable RF filter path
66 is the bandwidth 76 of the first RF bandpass filter. The
first filter parameter of the second tunable RF filter path 68
is the center frequency 82 of the second RF bandpass filter.
The second filter parameter of the second tunable RF filter
path 68 is the bandwidth 80 of the second RF bandpass filter.

FIGS. 6A and 6B are graphs illustrating filtering charac-
teristics of the first tunable RF filter path 66 and the second
tunable RF filter path 68, respectively, illustrated in FIG. 4
according to an alternate embodiment of the first tunable RF
filter path 66 and the second tunable RF filter path 68,
respectively. The first tunable RF filter path 66 is an RF
lowpass filter and the second tunable RF filter path 68 is an
RF highpass filter. FIG. 6A shows a frequency response
curve 90 of the RF lowpass filter and FIG. 6B shows a
frequency response curve 92 of the RF highpass filter.
Additionally FIG. 6 A shows a break frequency 94 of the RF
lowpass filter and FIG. 6B shows a break frequency 96 of the
RF highpass filter. Both FIGS. 6A and 6B show the fre-
quency 84 of the first upstream RF receive signal RU1 (FIG.
4), the frequency 86 of the first filtered RF transmit signal
TF1 (FIG. 4), and the duplex frequency 88 of the RF
duplexer for clarification. However, the RF lowpass filter
and the RF highpass filter in combination function as an RF
diplexer. The first filter parameter of the first tunable RF
filter path 66 is the break frequency 94 of the RF lowpass
filter. In one embodiment of the RF lowpass filter, the RF
lowpass filter has bandpass filter characteristics. The first
filter parameter of the second tunable RF filter path 68 is the
break frequency 96 of the RF highpass filter. In one embodi-
ment of the RF highpass filter, the RF highpass filter has
bandpass filter characteristics. In one embodiment of the RF
diplexer, the break frequency 96 of the RF highpass filter is
about equal to the break frequency 94 of the RF lowpass
filter.

FIG. 7 shows the RF communications circuitry 54 accord-
ing to one embodiment of the RF communications circuitry
54. The RF communications circuitry 54 illustrated in FIG.
7 is similar to the RF communications circuitry 54 illustrated
in FIG. 4, except in the RF front-end circuitry 58 illustrated
in FIG. 7, the RF transmit circuitry 64 (FIG. 4) is omitted
and the RF front-end circuitry 58 further includes RF
front-end control circuitry 98.

The RF system control circuitry 56 provides a front-end
control signal FEC to the RF front-end control circuitry 98.
The RF front-end control circuitry 98 provides the first filter
control signal FCS1 and the second filter control signal
FCS2 based on the front-end control signal FEC. In the RF
communications circuitry 54 illustrated in FIG. 4, the RF
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system control circuitry 56 provides the first filter control
signal FCS1 and the second filter control signal FCS2
directly. In general, the RF communications circuitry 54
includes control circuitry, which may be either the RF
system control circuitry 56 or the RF front-end control
circuitry 98, that provides the first filter control signal FCS1
and the second filter control signal FCS2. As such, in one
embodiment of the RF communications circuitry 54, the
control circuitry tunes a first filter parameter of the first
tunable RF filter path 66 using the first filter control signal
FCS1. Additionally, the control circuitry tunes a first filter
parameter of the second tunable RF filter path 68 using the
second filter control signal FCS2. In an additional embodi-
ment of the RF communications circuitry 54, the control
circuitry further tunes a second filter parameter of the first
tunable RF filter path 66 using the first filter control signal
FCS1; and the control circuitry further tunes a second filter
parameter of the second tunable RF filter path 68 using the
second filter control signal FCS2.

In alternate embodiments of the first RF filter structure 60,
any or all of the first connection node 70, the second
connection node 72, and the first common connection node
74 are external to the first RF filter structure 60. In one
embodiment of the first tunable RF filter path 66, the first
tunable RF filter path 66 includes a first pair (not shown) of
weakly coupled resonators. In one embodiment of the sec-
ond tunable RF filter path 68, the second tunable RF filter
path 68 includes a second pair (not shown) of weakly
coupled resonators.

In one embodiment of the first RF filter structure 60, the
first tunable RF filter path 66 is directly coupled between the
first common connection node 74 and the first connection
node 70, the second tunable RF filter path 68 is directly
coupled between the second connection node 72 and the first
common connection node 74, and the first RF antenna 16 is
directly coupled to the first common connection node 74. In
another embodiment of the RF communications circuitry 54,
the first RF antenna 16 is omitted. Additionally, the RF
receive circuitry 62 is coupled between the first connection
node 70 and the RF system control circuitry 56, and the RF
receive circuitry 62 is further coupled between the second
connection node 72 and the RF system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 is a first RF receive
filter, such that the first RF antenna 16 forwards a first
received RF signal via the first common connection node 74
to provide a first upstream RF receive signal RU1 to the first
tunable RF filter path 66, which receives and filters the first
upstream RF receive signal RU1 to provide a first filtered RF
receive signal RF1 to the RF receive circuitry 62. Addition-
ally, the second tunable RF filter path 68 is a second RF
receive filter, such that the first RF antenna 16 forwards a
second received RF signal via the first common connection
node 74 to provide a second upstream RF receive signal
RU2 to the second tunable RF filter path 68, which receives
and filters the second upstream RF receive signal RU2 to
provide a second filtered RF receive signal RF2 to the RF
receive circuitry 62.

The RF receive circuitry 62 may include down-conver-
sion circuitry, amplification circuitry, power supply cir-
cuitry, filtering circuitry, switching circuitry, combining cir-
cuitry, splitting circuitry, dividing circuitry, clocking
circuitry, the like, or any combination thereof. The RF
receive circuitry 62 processes the first filtered RF receive
signal RF1 to provide a first receive signal RX1 to the RF
system control circuitry 56. Additionally, the RF receive
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circuitry 62 processes the second filtered RF receive signal
RF2 to provide a second receive signal RX2 to the RF
system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 and the second tunable
RF filter path 68 do not significantly load one another at
frequencies of interest. As such, by directly coupling the first
tunable RF filter path 66 and the second tunable RF filter
path 68 to the first common connection node 74; front-end
RF switching elements may be avoided, thereby reducing
cost, size, and non-linearity; and increasing efficiency and
flexibility of the RF communications circuitry 54.

In this regard, in one embodiment of the first tunable RF
filter path 66 and the second tunable RF filter path 68, each
of the first tunable RF filter path 66 and the second tunable
RF filter path 68 is a bandpass filter having a unique center
frequency. As such, the first filter parameter of each of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a unique center frequency.

In an alternate embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a lowpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a highpass filter. As such, the first filter parameter
of each of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a break frequency.

In an additional embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a lowpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a bandpass filter. As such, the first filter parameter
of one of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a center frequency, and the first
filter parameter of another of the first tunable RF filter path
66 and the second tunable RF filter path 68 is a break
frequency.

In an additional embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a highpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a bandpass filter. As such, the first filter parameter
of one of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a center frequency, and the first
filter parameter of another of the first tunable RF filter path
66 and the second tunable RF filter path 68 is a break
frequency.

In one embodiment of the RF communications circuitry
54, the RF communications circuitry 54 is a receive only CA
system, such that the first tunable RF filter path 66, which is
the first RF receive filter, and the second tunable RF filter
path 68, which is the second RF receive filter, simultane-
ously receive and filter the first upstream RF receive signal
RU1 and the second upstream RF receive signal RU2,
respectively, via the first common connection node 74. As
such, the first RF filter structure 60 functions as a de-
multiplexer. In this regard, each of the first upstream RF
receive signal RU1 and the second upstream RF receive
signal RU2 has a unique carrier frequency. Using receive
CA may increase an effective receive bandwidth of the RF
communications circuitry 54.

In another embodiment of the RF communications cir-
cuitry 54, the RF communications circuitry 54 is a receive
only communications system, such that the first tunable RF
filter path 66, which is the first RF receive filter, and the
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second tunable RF filter path 68, which is the second RF
receive filter, do not simultaneously receive and filter the
first upstream RF receive signal RU1 and the second
upstream RF receive signal RU2, respectively. As such, the
first upstream RF receive signal RU1 and the second
upstream RF receive signal RU2 are nonsimultaneous sig-
nals. Each of the first upstream RF receive signal RU1 and
the second upstream RF receive signal RU2 may be asso-
ciated with a unique RF communications band.

FIG. 8 shows the RF communications circuitry 54 accord-
ing to an alternate embodiment of the RF communications
circuitry 54. The RF communications circuitry 54 illustrated
in FIG. 8 is similar to the RF communications circuitry 54
illustrated in FIG. 7, except in the RF front-end circuitry 58
illustrated in FIG. 8, the RF receive circuitry 62 is omitted
and the RF transmit circuitry 64 is included.

The RF system control circuitry 56 provides the front-end
control signal FEC to the RF front-end control circuitry 98.
The RF front-end control circuitry 98 provides the first filter
control signal FCS1 and the second filter control signal
FCS2 based on the front-end control signal FEC. In the RF
communications circuitry 54 illustrated in FIG. 4, the RF
system control circuitry 56 provides the first filter control
signal FCS1 and the second filter control signal FCS2
directly. In general, the RF communications circuitry 54
includes control circuitry, which may be either the RF
system control circuitry 56 or the RF front-end control
circuitry 98, that provides the first filter control signal FCS1
and the second filter control signal FCS2. As such, in one
embodiment of the RF communications circuitry 54, the
control circuitry tunes a first filter parameter of the first
tunable RF filter path 66 using the first filter control signal
FCS1. Additionally, the control circuitry tunes a first filter
parameter of the second tunable RF filter path 68 using the
second filter control signal FCS2. In an additional embodi-
ment of the RF communications circuitry 54, the control
circuitry further tunes a second filter parameter of the first
tunable RF filter path 66 using the first filter control signal
FCS1; and the control circuitry further tunes a second filter
parameter of the second tunable RF filter path 68 using the
second filter control signal FCS2.

In alternate embodiments of the first RF filter structure 60,
any or all of the first connection node 70, the second
connection node 72, and the first common connection node
74 are external to the first RF filter structure 60. In one
embodiment of the first tunable RF filter path 66, the first
tunable RF filter path 66 includes a first pair (not shown) of
weakly coupled resonators. In one embodiment of the sec-
ond tunable RF filter path 68, the second tunable RF filter
path 68 includes a second pair (not shown) of weakly
coupled resonators.

In one embodiment of the first RF filter structure 60, the
first tunable RF filter path 66 is directly coupled between the
first common connection node 74 and the first connection
node 70, the second tunable RF filter path 68 is directly
coupled between the second connection node 72 and the first
common connection node 74, and the first RF antenna 16 is
directly coupled to the first common connection node 74. In
another embodiment of the RF communications circuitry 54,
the first RF antenna 16 is omitted. Additionally, the RF
transmit circuitry 64 is coupled between the first connection
node 70 and the RF system control circuitry 56, and the RF
transmit circuitry 64 is further coupled between the second
connection node 72 and the RF system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 is a first RF transmit
filter, such that the RF system control circuitry 56 provides
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the first transmit signal TX1 to the RF transmit circuitry 64,
which processes the first transmit signal TX1 to provide a
first upstream RF transmit signal TU1 to the first tunable RF
filter path 66. Similarly, the second tunable RF filter path 68
is a second RF transmit filter, such that the RF system
control circuitry 56 provides a second transmit signal TX2
to the RF transmit circuitry 64, which processes the second
transmit signal TX2 to provide a second upstream RF
transmit signal TU2 to the second tunable RF filter path 68.

The RF transmit circuitry 64 may include up-conversion
circuitry, amplification circuitry, power supply circuitry,
filtering circuitry, switching circuitry, combining circuitry,
splitting circuitry, dividing circuitry, clocking circuitry, the
like, or any combination thereof. The first tunable RF filter
path 66 receives and filters the first upstream RF transmit
signal TU1 to provide the first filtered RF transmit signal
TF1, which is transmitted via the first common connection
node 74 by the first RF antenna 16. Similarly, the second
tunable RF filter path 68 receives and filters the second
upstream RF transmit signal TU2 to provide a second
filtered RF transmit signal TF2, which is transmitted via the
first common connection node 74 by the first RF antenna 16.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66 and the second tunable
RF filter path 68 do not significantly load one another at
frequencies of interest. As such, by directly coupling the first
tunable RF filter path 66 and the second tunable RF filter
path 68 to the first common connection node 74; front-end
RF switching elements may be avoided, thereby reducing
cost, size, and non-linearity; and increasing efficiency and
flexibility of the RF communications circuitry 54.

In this regard, in one embodiment of the first tunable RF
filter path 66 and the second tunable RF filter path 68, each
of the first tunable RF filter path 66 and the second tunable
RF filter path 68 is a bandpass filter having a unique center
frequency. As such, the first filter parameter of each of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a unique center frequency.

In an alternate embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a lowpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a highpass filter. As such, the first filter parameter
of each of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a break frequency.

In an additional embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a lowpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a bandpass filter. As such, the first filter parameter
of one of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a center frequency, and the first
filter parameter of another of the first tunable RF filter path
66 and the second tunable RF filter path 68 is a break
frequency.

In an additional embodiment of the first tunable RF filter
path 66 and the second tunable RF filter path 68, one of the
first tunable RF filter path 66 and the second tunable RF
filter path 68 is a highpass filter, and another of the first
tunable RF filter path 66 and the second tunable RF filter
path 68 is a bandpass filter. As such, the first filter parameter
of one of the first tunable RF filter path 66 and the second
tunable RF filter path 68 is a center frequency, and the first
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filter parameter of another of the first tunable RF filter path
66 and the second tunable RF filter path 68 is a break
frequency.

In one embodiment of the RF communications circuitry
54, the RF communications circuitry 54 is a transmit only
CA system, such that the first tunable RF filter path 66,
which is the first RF transmit filter, and the second tunable
RF filter path 68, which is the second RF transmit filter,
simultaneously receive and filter the first upstream RF
transmit signal TU1 and the second upstream RF transmit
signal TU2, respectively, to simultaneously provide the first
filtered RF transmit signal TF1 and the second filtered RF
transmit signal TF2, respectively, via the first common
connection node 74. As such, the first RF filter structure 60
functions as a multiplexer. In this regard, each of the first
filtered RF transmit signal TF1 and the second filtered RF
transmit signal TF2 has a unique carrier frequency. Using
transmit CA may increase an effective transmit bandwidth of
the RF communications circuitry 54.

In another embodiment of the RF communications cir-
cuitry 54, the RF communications circuitry 54 is a transmit
only communications system, such that the first tunable RF
filter path 66, which is the first RF transmit filter, and the
second tunable RF filter path 68, which is the second RF
transmit filter, do not simultaneously receive and filter the
first upstream RF transmit signal TU1 and the second
upstream RF transmit signal TU2, respectively. As such, the
first filtered RF transmit signal TF1 and the second filtered
RF transmit signal TF2 are nonsimultaneous signals. Each of
the first filtered RF transmit signal TF1 and the second
filtered RF transmit signal TF2 may be associated with a
unique RF communications band.

FIGS. 9A and 9B are graphs illustrating filtering charac-
teristics of the first tunable RF filter path 66 and the second
tunable RF filter path 68, respectively, illustrated in FIG. 8
according to an additional embodiment of the first tunable
RF filter path 66 and the second tunable RF filter path 68,
respectively. FIG. 9A shows a frequency response curve 100
of the first tunable RF filter path 66 and FIG. 9B shows a
frequency response curve 102 of the second tunable RF filter
path 68. The first tunable RF filter path 66 and the second
tunable RF filter path 68 are both bandpass filters having the
frequency response curves 100, 102 illustrated in FIGS. 9A
and 9B, respectively. In this regard, the first tunable RF filter
path 66 and the second tunable RF filter path 68 can be
directly coupled to one another via the first common con-
nection node 74 (FIG. 8) without interfering with one
another.

FIGS. 10A and 10B are graphs illustrating filtering char-
acteristics of the first traditional RF duplexer 30 and the
second traditional RF duplexer 36, respectively, illustrated
in FIG. 3 according to the prior art. FIG. 10A shows a
frequency response curve 104 of the first traditional RF
duplexer 30 and FIG. 10B shows a frequency response curve
106 of the second traditional RF duplexer 36. There is
interference 108 between the frequency response curve 104
of the first traditional RF duplexer 30 and the frequency
response curve 106 of the second traditional RF duplexer 36
as shown in FIGS. 10A and 10B. In this regard, the first
traditional RF duplexer 30 and the second traditional RF
duplexer 36 cannot be directly coupled to one another
without interfering with one another. To avoid interference
between different filters, traditional systems use RF switches
to disconnect unused filters.

FIG. 11 shows the RF communications circuitry 54
according to one embodiment of the RF communications
circuitry 54. The RF communications circuitry 54 illustrated
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in FIG. 11 is similar to the RF communications circuitry 54
illustrated in FIG. 8, except in the RF communications
circuitry 54 illustrated in FIG. 11, the RF front-end circuitry
58 further includes the RF receive circuitry 62 and the first
RF filter structure 60 further includes a third tunable RF
filter path 110 and a fourth tunable RF filter path 112.
Additionally, the RF front-end circuitry 58 has the first
connection node 70, the second connection node 72, the first
common connection node 74, a third connection node 114
and a fourth connection node 116, such that all of the first
connection node 70, the second connection node 72, the first
common connection node 74, the third connection node 114
and the fourth connection node 116 are external to the first
RF filter structure 60. In an alternate of the RF front-end
circuitry 58, any or all of the first connection node 70, the
second connection node 72, the first common connection
node 74, a third connection node 114 and a fourth connec-
tion node 116 are internal to the first RF filter structure 60.

The RF front-end control circuitry 98 further provides a
third filter control signal FCS3 to the third tunable RF filter
path 110 and a fourth filter control signal FCS4 to the fourth
tunable RF filter path 112 based on the front-end control
signal FEC. In one embodiment of the RF communications
circuitry 54, the control circuitry tunes a first filter parameter
of the third tunable RF filter path 110 using the third filter
control signal FCS3. Additionally, the control circuitry tunes
a first filter parameter of the fourth tunable RF filter path 112
using the fourth filter control signal FCS4. In an additional
embodiment of the RF communications circuitry 54, the
control circuitry further tunes a second filter parameter of
the third tunable RF filter path 110 using the third filter
control signal FCS3; and the control circuitry further tunes
a second filter parameter of the fourth tunable RF filter path
112 using the fourth filter control signal FCS4.

In one embodiment of the third tunable RF filter path 110,
the third tunable RF filter path 110 includes a third pair (not
shown) of weakly coupled resonators. In one embodiment of
the fourth tunable RF filter path 112, the fourth tunable RF
filter path 112 includes a fourth pair (not shown) of weakly
coupled resonators.

In one embodiment of the third tunable RF filter path 110
and the fourth tunable RF filter path 112, the third tunable
RF filter path 110 is directly coupled between the first
common connection node 74 and the third connection node
114, and the fourth tunable RF filter path 112 is directly
coupled between the fourth connection node 116 and the first
common connection node 74. In another embodiment of the
RF communications circuitry 54, the first RF antenna 16 is
omitted. Additionally, the RF receive circuitry 62 is coupled
between the third connection node 114 and the RF system
control circuitry 56, and the RF receive circuitry 62 is
further coupled between the fourth connection node 116 and
the RF system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the third tunable RF filter path 110 is the first RF receive
filter, such that the first RF antenna 16 forwards a first
received RF signal via the first common connection node 74
to provide the first upstream RF receive signal RU1 to the
third tunable RF filter path 110, which receives and filters
the first upstream RF receive signal RU1 to provide the first
filtered RF receive signal RF1 to the RF receive circuitry 62.
Additionally, the fourth tunable RF filter path 112 is a
second RF receive filter, such that the first RF antenna 16
forwards a second received RF signal via the first common
connection node 74 to provide the second upstream RF
receive signal RU2 to the fourth tunable RF filter path 112,
which receives and filters the second upstream RF receive
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signal RU2 to provide the second filtered RF receive signal
RF2 to the RF receive circuitry 62.

The RF receive circuitry 62 may include down-conver-
sion circuitry, amplification circuitry, power supply cir-
cuitry, filtering circuitry, switching circuitry, combining cir-
cuitry, splitting circuitry, dividing circuitry, clocking
circuitry, the like, or any combination thereof. The RF
receive circuitry 62 processes the first filtered RF receive
signal RF1 to provide the first receive signal RX1 to the RF
system control circuitry 56. Additionally, the RF receive
circuitry 62 processes the second filtered RF receive signal
RF2 to provide the second receive signal RX2 to the RF
system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66, the second tunable RF
filter path 68, the third tunable RF filter path 110, and the
fourth tunable RF filter path 112 do not significantly load
one another at frequencies of interest. As such, by directly
coupling the first tunable RF filter path 66, the second
tunable RF filter path 68, the third tunable RF filter path 110,
and the fourth tunable RF filter path 112 to the first common
connection node 74; front-end RF switching elements may
be avoided, thereby reducing cost, size, and non-linearity;
and increasing efficiency and flexibility of the RF commu-
nications circuitry 54.

In this regard, in one embodiment of the third tunable RF
filter path 110 and the fourth tunable RF filter path 112, each
of the third tunable RF filter path 110 and the fourth tunable
RF filter path 112 is a bandpass filter having a unique center
frequency. As such, the first filter parameter of each of the
third tunable RF filter path 110 and the fourth tunable RF
filter path 112 is a unique center frequency.

In an alternate embodiment of the third tunable RF filter
path 110 and the fourth tunable RF filter path 112, one of the
third tunable RF filter path 110 and the fourth tunable RF
filter path 112 is a lowpass filter, and another of the third
tunable RF filter path 110 and the fourth tunable RF filter
path 112 is a highpass filter. As such, the first filter parameter
of each of the third tunable RF filter path 110 and the fourth
tunable RF filter path 112 is a break frequency.

In an additional embodiment of the third tunable RF filter
path 110 and the fourth tunable RF filter path 112, one of the
third tunable RF filter path 110 and the fourth tunable RF
filter path 112 is a lowpass filter, and another of the third
tunable RF filter path 110 and the fourth tunable RF filter
path 112 is a bandpass filter. As such, the first filter param-
eter of one of the third tunable RF filter path 110 and the
fourth tunable RF filter path 112 is a center frequency, and
the first filter parameter of another of the third tunable RF
filter path 110 and the fourth tunable RF filter path 112 is a
break frequency.

In an additional embodiment of the third tunable RF filter
path 110 and the fourth tunable RF filter path 112, one of the
third tunable RF filter path 110 and the fourth tunable RF
filter path 112 is a highpass filter, and another of the third
tunable RF filter path 110 and the fourth tunable RF filter
path 112 is a bandpass filter. As such, the first filter param-
eter of one of the third tunable RF filter path 110 and the
fourth tunable RF filter path 112 is a center frequency, and
the first filter parameter of another of the third tunable RF
filter path 110 and the fourth tunable RF filter path 112 is a
break frequency.

In one embodiment of the RF communications circuitry
54, the RF communications circuitry 54 is a CA system, such
that the third tunable RF filter path 110, which is the first RF
receive filter, and the fourth tunable RF filter path 112,
which is the second RF receive filter, simultaneously receive
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and filter the first upstream RF receive signal RU1 and the
second upstream RF receive signal RU2, respectively, via
the first common connection node 74. As such, the first RF
filter structure 60 functions as a de-multiplexer using the
third tunable RF filter path 110 and the fourth tunable RF
filter path 112. In one embodiment of the first RF filter
structure 60, the first RF filter structure 60 further functions
as a multiplexer using the first tunable RF filter path 66 and
the second tunable RF filter path 68. In this regard, each of
the first upstream RF receive signal RU1 and the second
upstream RF receive signal RU2 has a unique carrier fre-
quency.

In another embodiment of the RF communications cir-
cuitry 54, the RF communications circuitry 54 is a receive
communications system, such that the third tunable RF filter
path 110, which is the first RF receive filter, and the fourth
tunable RF filter path 112, which is the second RF receive
filter, do not simultaneously receive and filter the first
upstream RF receive signal RU1 and the second upstream
RF receive signal RU2, respectively. As such, the first
upstream RF receive signal RU1 and the second upstream
RF receive signal RU2 are nonsimultaneous signals. Each of
the first upstream RF receive signal RU1 and the second
upstream RF receive signal RU2 may be associated with a
unique RF communications band.

FIG. 12 shows the RF communications circuitry 54
according to an alternate embodiment of the RF communi-
cations circuitry 54. The RF communications circuitry 54
illustrated in FIG. 12 is similar to the RF communications
circuitry 54 illustrated in FIG. 11, except the RF commu-
nications circuitry 54 illustrated in FIG. 12 further includes
the second RF antenna 32. Additionally, the RF front-end
circuitry 58 further includes a second common connection
node 118 and a second RF filter structure 120. The third
tunable RF filter path 110 and the fourth tunable RF filter
path 112 are included in the second RF filter structure 120
instead of being included in the first RF filter structure 60.
Instead of being coupled to the first common connection
node 74, the third tunable RF filter path 110 and the fourth
tunable RF filter path 112 are coupled to the second common
connection node 118. In one embodiment of the third tunable
RF filter path 110 and the fourth tunable RF filter path 112,
the third tunable RF filter path 110 and the fourth tunable RF
filter path 112 are directly coupled to the second common
connection node 118. In one embodiment of the RF com-
munications circuitry 54, the second RF antenna 32 is
coupled to the second common connection node 118.

FIG. 13 shows the RF communications circuitry 54
according to an additional embodiment of the RF commu-
nications circuitry 54. The RF communications circuitry 54
illustrated in FIG. 13 is similar to the RF communications
circuitry 54 illustrated in FIG. 12, except in the RF com-
munications circuitry 54 illustrated in FIG. 13, the RF
front-end control circuitry 98 provides a front-end status
signal FES to the RF system control circuitry 56. Addition-
ally, the RF front-end control circuitry 98 provides a first
calibration control signal CCS1 and up to and including an
N calibration control signal CCSN to the first RF filter
structure 60. The RF front-end control circuitry 98 provides
a P™ calibration control signal CCSP and up to and includ-
ing an X calibration control signal CCSX to the second RF
filter structure 120. Details of the first RF filter structure 60
and the second RF filter structure 120 are not shown to
simplify FIG. 13.

The first RF filter structure 60 provides a first calibration
status signal CSS1 and up to and including a Q™ calibration
status signal CSSQ to the RF front-end control circuitry 98.
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The second RF filter structure 120 provides an R calibra-
tion status signal CSSR and up to and including a Y™
calibration status signal CSSY to the RF front-end control
circuitry 98. In an alternate embodiment of the RF front-end
circuitry 58, any or all of the N™ calibration control signal
CCSN, the Q™ calibration status signal CSSQ, the X
calibration control signal CCSX, and the Y™ calibration
status signal CSSY are omitted.

In one embodiment of the RF front-end circuitry 58, the
RF front-end circuitry 58 operates in one of a normal
operating mode and a calibration mode. During the calibra-
tion mode, the RF front-end control circuitry 98 performs a
calibration of the first RF filter structure 60, the second RF
filter structure 120, or both. As such, the RF front-end
control circuitry 98 provides any or all of the filter control
signals FCS1, FCS2, FCS3, FCS4 and any or all of the
calibration control signals CCS1, CCSN, CCSP, CCSX
needed for calibration. Further, the RF front-end control
circuitry 98 receives any or all of the calibration status
signals CSS1, CSSQ, CSSR, CSSY needed for calibration.

During the normal operating mode, the RF front-end
control circuitry 98 provides any or all of the filter control
signals FCS1, FCS2, FCS3, FCS4 and any or all of the
calibration control signals CCS1, CCSN, CCSP, CCSX
needed for normal operation. Further, the RF front-end
control circuitry 98 receives any or all of the calibration
status signals CSS1, CSSQ, CSSR, CSSY needed for normal
operation. Any or all of the calibration control signals CCS1,
CCSN, CCSP, CCSX may be based on the front-end control
signal FEC. The front-end status signal FES may be based
on any or all of the calibration status signals CSS1, CSSQ,
CSSR, CSSY. Further, during the normal operating mode,
the RF front-end circuitry 58 processes signals as needed for
normal operation. Other embodiments described in the pres-
ent disclosure may be associated with normal operation.

The RF communications circuitry 54 illustrated in FIG.
13 includes the first RF antenna 16 and the second RF
antenna 32. In general, the RF communications circuitry 54
is a multiple antenna system. A single-input single-output
(SISO) antenna system is a system in which RF transmit
signals may be transmitted from the first RF antenna 16 and
RF receive signals may be received via the second RF
antenna 32. In one embodiment of the RF communications
circuitry 54, the antenna system in the RF communications
circuitry 54 is a SISO antenna system, as illustrated in FIG.
13.

A single-input multiple-output (SIMO) antenna system is
a system in which RF transmit signals may be simultane-
ously transmitted from the first RF antenna 16 and the
second RF antenna 32, and RF receive signals may be
received via the second RF antenna 32. In an alternate
embodiment of the RF communications circuitry 54, the
second RF filter structure 120 is coupled to the RF transmit
circuitry 64, such that the antenna system in the RF com-
munications circuitry 54 is a SIMO antenna system.

A multiple-input single-output (MISO) antenna system is
a system in which RF transmit signals may be transmitted
from the first RF antenna 16, and RF receive signals may be
simultaneously received via the first RF antenna 16 and the
second RF antenna 32. In an additional embodiment of the
RF communications circuitry 54, the first RF filter structure
60 is coupled to the RF receive circuitry 62, such that the
antenna system in the RF communications circuitry 54 is a
MISO antenna system.

A multiple-input multiple-output (MIMO) antenna system
is a system in which RF transmit signals may be simulta-
neously transmitted from the first RF antenna 16 and the
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second RF antenna 32, and RF receive signals may be
simultaneously received via the first RF antenna 16 and the
second RF antenna 32. In another embodiment of the RF
communications circuitry 54, the second RF filter structure
120 is coupled to the RF transmit circuitry 64 and the first
RF filter structure 60 is coupled to the RF receive circuitry
62, such that the antenna system in the RF communications
circuitry 54 is a MIMO antenna system.

FIG. 14 shows the RF communications circuitry 54
according to another embodiment of the RF communications
circuitry 54. The RF communications circuitry 54 illustrated
in FIG. 14 is similar to the RF communications circuitry 54
illustrated in FIG. 11, except in the RF communications
circuitry 54 illustrated in FIG. 14, the first RF filter structure
60 further includes a fifth tunable RF filter path 122 and a
sixth tunable RF filter path 124, and the RF front-end
circuitry 58 further includes a fifth connection node 126 and
a sixth connection node 128. Additionally, the RF front-end
control circuitry 98 shown in FIG. 11 is not shown in FIG.
14 to simplity FIG. 14.

In one embodiment of the fifth tunable RF filter path 122,
the fifth tunable RF filter path 122 includes a fifth pair (not
shown) of weakly coupled resonators. In one embodiment of
the sixth tunable RF filter path 124, the sixth tunable RF
filter path 124 includes a sixth pair (not shown) of weakly
coupled resonators.

In one embodiment of the fifth tunable RF filter path 122
and the sixth tunable RF filter path 124, the fifth tunable RF
filter path 122 is directly coupled between the first common
connection node 74 and the fifth connection node 126, and
the sixth tunable RF filter path 124 is directly coupled
between the sixth connection node 128 and the first common
connection node 74. In another embodiment of the RF
communications circuitry 54, the first RF antenna 16 is
omitted. Additionally, the RF receive circuitry 62 is further
coupled between the sixth connection node 128 and the RF
system control circuitry 56, and the RF transmit circuitry 64
is further coupled between the fifth connection node 126 and
the RF system control circuitry 56.

In one embodiment of the RF communications circuitry
54, the sixth tunable RF filter path 124 is a third RF receive
filter, such that the first RF antenna 16 forwards a third
received RF signal via the first common connection node 74
to provide a third upstream RF receive signal RU3 to the
sixth tunable RF filter path 124, which receives and filters
the third upstream RF receive signal RU3 to provide a third
filtered RF receive signal RF3 to the RF receive circuitry 62,
which processes the third filtered RF receive signal RF3 to
provide the third receive signal RX3 to the RF system
control circuitry 56.

In one embodiment of the RF communications circuitry
54, the fifth tunable RF filter path 122 is a third RF transmit
filter, such that the RF system control circuitry 56 provides
a third transmit signal TX3 to the RF transmit circuitry 64,
which processes the third transmit signal TX3 to provide a
third upstream RF transmit signal TU3 to the fifth tunable
RF filter path 122. The fifth tunable RF filter path 122
receives and filters the third upstream RF transmit signal
TU3 to provide a third filtered RF transmit signal TF3,
which is transmitted via the first common connection node
74 by the first RF antenna 16.

In one embodiment of the RF communications circuitry
54, the first tunable RF filter path 66, the second tunable RF
filter path 68, the third tunable RF filter path 110, the fourth
tunable RF filter path 112, the fifth tunable RF filter path
122, and the sixth tunable RF filter path 124 do not signifi-
cantly load one another at frequencies of interest. Therefore,
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antenna switching circuitry 34, 42 (FIG. 3) may be avoided.
As such, by directly coupling the first tunable RF filter path
66, the second tunable RF filter path 68, the third tunable RF
filter path 110, the fourth tunable RF filter path 112, the fifth
tunable RF filter path 122 and the sixth tunable RF filter path
124 to the first common connection node 74; front-end RF
switching elements may be avoided, thereby reducing cost,
size, and non-linearity; and increasing efficiency and flex-
ibility of the RF communications circuitry 54.

In one embodiment of the RF communications circuitry
54, the RF communications circuitry 54 is an FDD commu-
nications system, such that each of the first tunable RF filter
path 66, the second tunable RF filter path 68, the third
tunable RF filter path 110, the fourth tunable RF filter path
112, the fifth tunable RF filter path 122, and the sixth tunable
RF filter path 124 is a bandpass filter having a unique center
frequency. As such, in one embodiment of the RF system
control circuitry 56, the first filter parameter of each of the
first tunable RF filter path 66, the second tunable RF filter
path 68, the third tunable RF filter path 110, the fourth
tunable RF filter path 112, the fifth tunable RF filter path
122, and the sixth tunable RF filter path 124 is a unique
center frequency.

FIG. 15 shows the RF communications circuitry 54
according to a further embodiment of the RF communica-
tions circuitry 54. The RF communications circuitry 54
illustrated in FIG. 15 is similar to the RF communications
circuitry 54 illustrated in FIG. 4, except in the RF commu-
nications circuitry 54 illustrated in FIG. 15, the RF front-end
circuitry 58 further includes an RF antenna switch 130 and
the third connection node 114. Additionally, the first RF
filter structure 60 further includes the third tunable RF filter
path 110. Instead of the first RF antenna 16 being directly
coupled to the first common connection node 74, as illus-
trated in FIG. 4, the RF antenna switch 130 is coupled
between the first RF antenna 16 and the first common
connection node 74. As such, the first common connection
node 74 is coupled to the first RF antenna 16 via the RF
antenna switch 130. In this regard, the RF communications
circuitry 54 is a hybrid RF communications system.

The RF antenna switch 130 has an antenna switch com-
mon connection node 132, an antenna switch first connec-
tion node 134, an antenna switch second connection node
136, and an antenna switch third connection node 138. The
antenna switch common connection node 132 is coupled to
the first RF antenna 16. In one embodiment of the RF
antenna switch 130, the antenna switch common connection
node 132 is directly coupled to the first RF antenna 16. The
antenna switch first connection node 134 is coupled to the
first common connection node 74. In one embodiment of the
RF antenna switch 130, the antenna switch first connection
node 134 is directly coupled to the first common connection
node 74. The antenna switch second connection node 136
may be coupled to other circuitry (not shown). The antenna
switch third connection node 138 may be coupled to other
circuitry (not shown). In another embodiment of the RF
antenna switch 130, the antenna switch third connection
node 138 is omitted. In a further embodiment of the RF
antenna switch 130, the RF antenna switch 130 has at least
one additional connection node.

The RF system control circuitry 56 provides a switch
control signal SCS to the RF antenna switch 130. As such,
the RF system control circuitry 56 selects one of the antenna
switch first connection node 134, the antenna switch second
connection node 136, and the antenna switch third connec-
tion node 138 to be coupled to the antenna switch common
connection node 132 using the switch control signal SCS.
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The third tunable RF filter path 110 is directly coupled
between the first common connection node 74 and the third
connection node 114. In one embodiment of the RF com-
munications circuitry 54, the third tunable RF filter path 110
is a second RF receive filter, such that the first RF antenna
16 forwards a received RF signal via the RF antenna switch
130 and the first common connection node 74 to provide the
second upstream RF receive signal RU2 to the third tunable
RF filter path 110, which receives and filters the second
upstream RF receive signal RU2 to provide the second
filtered RF receive signal RF2 to the RF receive circuitry 62.
The RF receive circuitry 62 processes the second filtered RF
receive signal RF2 to provide a second receive signal RX2
to the RF system control circuitry 56.

The RF system control circuitry 56 further provides the
third filter control signal FCS3. As such, in one embodiment
of the RF communications circuitry 54, the RF system
control circuitry 56 tunes a first filter parameter of the third
tunable RF filter path 110 using the third filter control signal
FCS3. In one embodiment of the RF communications cir-
cuitry 54, the RF communications circuitry 54 uses the
second tunable RF filter path 68 and the third tunable RF
filter path 110 to provide receive CA. In an alternate
embodiment of the RF communications circuitry 54, tunable
RF filters allow for sharing a signal path to provide both an
FDD signal path and a TDD signal path, thereby lowering
front-end complexity.

FIG. 16 shows the RF communications circuitry 54
according to one embodiment of the RF communications
circuitry 54. The RF communications circuitry 54 illustrated
in FIG. 16 is similar to the RF communications circuitry 54
illustrated in FIG. 15, except in the RF communications
circuitry 54 illustrated in FIG. 16, the third tunable RF filter
path 110 is omitted. Additionally, in one embodiment of the
RF communications circuitry 54, the RF receive circuitry
62, the RF transmit circuitry 64, and the first RF filter
structure 60 are all broadband devices. As such, the RF
communications circuitry 54 is broadband circuitry capable
of processing RF signals having wide frequency ranges.

FIG. 17 shows the RF communications circuitry 54
according to an alternate embodiment of the RF communi-
cations circuitry 54. The RF communications circuitry 54
illustrated in FIG. 17 is similar to the RF communications
circuitry 54 illustrated in FIG. 16, except in the RF com-
munications circuitry 54 illustrated in FIG. 17, the RF
receive circuitry 62 is omitted and the RF front-end circuitry
58 further includes a first RF front-end circuit 140, a second
RF front-end circuit 142, and a third RF front-end circuit
144.

The first RF front-end circuit 140 includes the RF transmit
circuitry 64. The second RF front-end circuit 142 includes
the first RF filter structure 60, the first connection node 70,
the second connection node 72, and the first common
connection node 74. The third RF front-end circuit 144
includes the RF antenna switch 130. In one embodiment of
the first RF front-end circuit 140, the first RF front-end
circuit 140 is a first RF front-end integrated circuit (IC). In
one embodiment of the second RF front-end circuit 142, the
second RF front-end circuit 142 is a second RF front-end IC.
In one embodiment of the third RF front-end circuit 144, the
third RF front-end circuit 144 is a third RF front-end IC.

FIG. 18 shows the RF communications circuitry 54
according to an additional embodiment of the RF commu-
nications circuitry 54. The RF communications circuitry 54
illustrated in FIG. 18 is similar to the RF communications
circuitry 54 illustrated in FIG. 16, except in the RF com-
munications circuitry 54 illustrated in FIG. 18, the RF
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receive circuitry 62 is omitted and the RF front-end circuitry
58 further includes the first RF front-end circuit 140 and the
second RF front-end circuit 142.

The first RF front-end circuit 140 includes the RF transmit
circuitry 64. The second RF front-end circuit 142 includes
the first RF filter structure 60, the RF antenna switch 130, the
first connection node 70, the second connection node 72, and
the first common connection node 74. In one embodiment of
the first RF front-end circuit 140, the first RF front-end
circuit 140 is the first RF front-end IC. In one embodiment
of the second RF front-end circuit 142, the second RF
front-end circuit 142 is the second RF front-end IC.

FIG. 19 shows the RF communications circuitry 54
according to another embodiment of the RF communications
circuitry 54. The RF communications circuitry 54 illustrated
in FIG. 19 is similar to the RF communications circuitry 54
illustrated in FIG. 16, except in the RF communications
circuitry 54 illustrated in FIG. 19, the RF receive circuitry 62
is omitted and the RF front-end circuitry 58 further includes
the first RF front-end circuit 140.

The first RF front-end circuit 140 includes the RF transmit
circuitry 64, the first RF filter structure 60, the RF antenna
switch 130, the first connection node 70, the second con-
nection node 72, and the first common connection node 74.
In one embodiment of the first RF front-end circuit 140, the
first RF front-end circuit 140 is the first RF front-end IC.

FIG. 20 shows the RF communications circuitry 54
according to a further embodiment of the RF communica-
tions circuitry 54. The RF communications circuitry 54
illustrated in FIG. 20 is a TDD system, which is capable of
transmitting and receiving RF signals, but not simultane-
ously. As such, the RF communications circuitry 54 illus-
trated in FIG. 20 is similar to the RF communications
circuitry 54 illustrated in FIG. 4, except in the RF commu-
nications circuitry 54 illustrated in FIG. 20, the second
tunable RF filter path 68 and the second connection node 72
are omitted, and the RF front-end circuitry 58 further
includes an RF transmit/receive switch 146 coupled between
the first tunable RF filter path 66 and the RF receive circuitry
62, and further coupled between the first tunable RF filter
path 66 and the RF transmit circuitry 64.

Since the RF communications circuitry 54 does not simul-
taneously transmit and receive RF signals, the first tunable
RF filter path 66 provides front-end transmit filtering when
the RF communications circuitry 54 is transmitting RF
signals and the first tunable RF filter path 66 provides
front-end receive filtering when the RF communications
circuitry 54 is receiving RF signals. In this regard, the first
tunable RF filter path 66 processes half-duplex signals.

The RF transmit/receive switch 146 has a transmit/receive
switch common connection node 148, a transmit/receive
switch first connection node 150, and a transmit/receive
switch second connection node 152. The RF receive cir-
cuitry 62 is coupled between the RF system control circuitry
56 and the transmit/receive switch second connection node
152. The RF transmit circuitry 64 is coupled between the RF
system control circuitry 56 and the transmit/receive switch
first connection node 150. The first connection node 70 is
coupled to the transmit/receive switch common connection
node 148.

The RF system control circuitry 56 provides a switch
control signal SCS to the RF transmit/receive switch 146. As
such, the RF system control circuitry 56 selects either the
transmit/receive switch first connection node 150 or the
transmit/receive switch second connection node 152 to be
coupled to the transmit/receive switch common connection
node 148 using the switch control signal SCS. Therefore,
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when the RF communications circuitry 54 is transmitting RF
signals, the RF transmit circuitry 64 is coupled to the first
tunable RF filter path 66 and the RF receive circuitry 62 is
not coupled to the first tunable RF filter path 66. Conversely,
when the RF communications circuitry 54 is receiving RF
signals, the RF receive circuitry 62 is coupled to the first
tunable RF filter path 66 and the RF transmit circuitry 64 is
not coupled to the first tunable RF filter path 66.

FIG. 21 illustrates an exemplary embodiment of the first
RF filter structure 60. The first RF filter structure 60 includes
a plurality of resonators (referred to generically as elements
R and specifically as elements R(i,j), where an integer i
indicates a row position and an integer j indicates a column
position, where 1=i<M, 1=j=<N and M is any integer greater
than 1 and N is any integer greater than to 1. It should be
noted that in alternative embodiments the number of reso-
nators R in each row and column may be the same or
different). The first tunable RF filter path 66 includes row 1
of weakly coupled resonators R(1,1), R(1,2) through (R(1,
N). All of the weakly coupled resonators R(1,1), R(1,2)
through (R(1,N) are weakly coupled to one another. Fur-
thermore, the first tunable RF filter path 66 is electrically
connected between terminal 200 and terminal 202. In this
manner, the first tunable RF filter path 66 is configured to
receive RF signals and output filtered RF signals. The
second tunable RF filter path 68 includes row M of weakly
coupled resonators R(M,1), R(M,2) through R(M,N). All of
the weakly coupled resonators R(M,1), R(M,2) through
R(M,N) are weakly coupled to one another. Furthermore, the
second tunable RF filter path 68 is electrically connected
between terminal 204 and terminal 206. In this manner, the
second tunable RF filter path 68 is configured to receive RF
signals and output filtered RF signals. It should be noted that
the first RF filter structure 60 may include any number of
tunable RF filter paths, such as, for example, the third
tunable RF filter path 110, the fourth tunable RF filter path
112, the fifth tunable RF filter path 122, and the sixth tunable
RF filter path 124, described above with respect to FIGS.
11-14. Each of the resonators R may be a tunable resonator,
which allows for a resonant frequency of each of the
resonators R to be varied to along a frequency range. In
some embodiments, not all of the couplings between the
resonators R are weak. A hybrid architecture having at least
one pair of weakly coupled resonators R and strongly or
moderately coupled resonators R is also possible.

Cross-coupling capacitive structures C are electrically
connected to and between the resonators R. In this embodi-
ment, each of the cross-coupling capacitive structures C is a
variable cross-coupling capacitive structure, such as a varac-
tor or an array of capacitors. To be independent, the mag-
netic couplings may be negligible. Alternatively, the cross-
coupling capacitive structures C may simply be provided by
a capacitor with a fixed capacitance. With regard to the
exemplary embodiment shown in FIG. 21, the tunable RF
filter paths of the first RF filter structure 60 are independent
of'one another. As such, the first tunable RF filter path 66 and
the second tunable RF filter path 68 are independent of one
another and thus do not have cross-coupling capacitive
structures C between their resonators. Thus, in this embodi-
ment, the cross-coupling capacitive structures C do not
connect any of the weakly coupled resonators R(1,1), R(1,2)
through (R(1,N) to any of the weakly coupled resonators
R(M,1), R(M,2) through (R(M,N). This provides increased
isolation between the first tunable RF filter path 66 and the
second tunable RF filter path 68. In general, energy transfer
between two weakly coupled resonators R in the first tunable
RF filter path 66 and the second tunable RF filter path 68
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may be provided by multiple energy transfer components.
For example, energy may be transferred between the reso-
nators R only through mutual magnetic coupling, only
through mutual electric coupling, or through both mutual
electric coupling and mutual magnetic coupling. Ideally, all
of'the mutual coupling coeflicients are provided as designed,
but in practice, the mutual coupling coeflicients also be the
result of parasitics. The inductors of the resonators R may
also have magnetic coupling between them. A total coupling
between the resonators R is given by the sum of magnetic
and electric coupling.

In order to provide the transfer functions of the tunable RF
filter paths 66, 68 with high out-of-band attenuation and a
relatively low filter order, the tunable RF filter paths 66, 68
are configured to adjust notches in the transfer function,
which are provided by the resonators R within the tunable
RF filter paths 66, 68. The notches can be provided using
parallel tanks connected in series or in shunt along a signal
path of the first tunable RF filter path 66. To provide the
notches, the parallel tanks operate approximately as an open
circuit or as short circuits at certain frequencies. The notches
can also be provided using multi-signal path cancellation. In
this case, the tunable RF filter paths 66, 68 may be smaller
and/or have fewer inductors. To tune the total mutual cou-
pling coeflicients between the resonators R towards a
desired value, the tunable RF filter paths 66, 68 are config-
ured to vary variable electric coupling coefficients so that
parasitic couplings between the resonators R in the tunable
RF filter paths 66, 68 are absorbed into a desired frequency
transfer function.

FIG. 22 illustrates an exemplary embodiment of the first
tunable RF filter path 66 in the first RF filter structure 60
shown in FIG. 21. While the exemplary embodiment shown
in FIG. 22 is of the first tunable RF filter path 66, any of the
tunable RF filter paths shown in the first RF filter structure
60 of FIG. 21 may be arranged in accordance with the
exemplary embodiment shown in FIG. 22. The first tunable
RF filter path 66 shown in FIG. 22 includes an embodiment
of the resonator R(1,1) and an embodiment of the resonator
R(1,2). The resonator R(1,1) and the resonator R(1,2) are
weakly coupled to one another. More specifically, the reso-
nator R(1,1) includes an inductor 208 and a capacitive
structure 210. The resonator R(1,2) includes an inductor
212, a capacitive structure 214, and a capacitive structure
216.

The resonator R(1,1) and the resonator R(1,2) are a pair
of weakly coupled resonators. The resonator R(1,1) and the
resonator R(1,2) are weakly coupled by providing the induc-
tor 208 and the inductor 212 such that the inductor 208 and
the inductor 212 are weakly magnetically coupled. Although
the resonator R(1,1) and the resonator R(1,2) are weakly
coupled, the inductor 212 has a maximum lateral width and
a displacement between the inductor 208 and the inductor
212 is less than or equal to half the maximum lateral width
of the inductor 212. As such, the inductor 208 and the
inductor 212 are relatively close to one another. The dis-
placement between the inductor 208 and the inductor 212
may be measured from a geometric centroid of the inductor
208 to a geometric centroid of the inductor 212. The
maximum lateral width may be a maximum dimension of
the inductor 212 along a plane defined by its largest winding.
The weak coupling between the inductor 208 and the
inductor 212 is obtained through topological techniques. For
example, the inductor 208 and the inductor 212 may be fully
or partially aligned, where winding(s) of the inductor 208
and winding(s) of the inductor 212 are configured to provide
weak coupling through cancellation. Alternatively or addi-
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tionally, a plane defining an orientation of the winding(s) of
the inductor 208 and a plane defining an orientation of the
winding(s) of the inductor 212 may be fully or partially
orthogonal to one another. Some of the magnetic couplings
between the resonators R can be unidirectional (passive or
active). This can significantly improve isolation (e.g., trans-
mit and receive isolation in duplexers).

To maximize the quality (Q) factor of the tunable RF filter
paths 66 through 68, most of the total mutual coupling
should be realized magnetically, and only fine-tuning is
provided electrically. This also helps to reduce common-
mode signal transfer in the differential resonators and thus
keeps the Q factor high. While the magnetic coupling can be
adjusted only statically, with a new layout design, the
electric coupling can be tuned on the fly (after fabrication).
The filter characteristics (e.g., bias network structure, reso-
nator capacitance) can be adjusted based on given coupling
coeflicients to maximize filter performance.

To provide a tuning range to tune a transfer function of the
first tunable RF filter path 66 and provide a fast roll-off from
a low-frequency side to a high-frequency side of the transfer
function, the first tunable RF filter path 66 is configured to
change a sign of a total mutual coupling coeflicient between
the resonator R(1,1) and the resonator R(1,2). Accordingly,
the first tunable RF filter path 66 includes a cross-coupling
capacitive structure C(P1) and a cross-coupling capacitive
structure C(N1). The cross-coupling capacitive structure
C(P1) and the cross-coupling capacitive structure C(N1) are
embodiments of the cross-coupling capacitive structures C
described above with regard to FIG. 21. As shown in FIG.
22, the cross-coupling capacitive structure C(P1) is electri-
cally connected between the resonator R(1,1) and the reso-
nator R(1,2) so as to provide a positive coupling coeflicient
between the resonator R(1,1) and the resonator R(1,2). The
cross-coupling capacitive structure C(P1) is a variable cross-
coupling capacitive structure configured to vary the positive
coupling coefficient provided between the resonator R(1,1)
and the resonator R(1,2). The cross-coupling capacitive
structure C(N1) is electrically connected between the reso-
nator R(1,1) and the resonator R(1,2) so as to provide a
negative coupling coefficient between the resonator R(1,1)
and the resonator R(1,2). The cross-coupling capacitive
structure C(N1) is a variable cross-coupling capacitive struc-
ture configured to vary the negative coupling coeflicient
provided between the resonator R(1,1) and the resonator
R(1,2). The arrangement of the cross-coupling capacitive
structure C(P1) and the cross-coupling capacitive structure
C(N1) shown in FIG. 22 is a V-bridge structure. In alterna-
tive embodiments, some or all of the cross-coupling capaci-
tive structures is fixed (not variable).

In the resonator R(1,1), the inductor 208 and the capaci-
tive structure 210 are electrically connected in parallel. More
specifically, the inductor 208 has an end 217 and an end 218,
which are disposed opposite to one another. The ends 217,
218 are each electrically connected to the capacitive struc-
ture 210, which is grounded. Thus, the resonator R(1,1) is a
single-ended resonator. On the other hand, the inductor 212
is electrically connected between the capacitive structure
214 and the capacitive structure 216. More specifically, the
inductor 212 has an end 220 and an end 222, which are
disposed opposite to one another. The end 220 is electrically
connected to the capacitive structure 214 and the end 222 is
electrically connected to the capacitive structure 216. Both
the capacitive structure 214 and the capacitive structure 216
are grounded. Thus, the resonator R(1,2) is a differential
resonator. In an alternative, an inductor with a center tap can
be used. The tap can be connected to ground and only a
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single capacitive structure can be used. In yet another
embodiment, both an inductor and a capacitive structure
may have a center tap that is grounded. In still another
embodiment, neither the inductor nor the capacitive struc-
ture may have a grounded center tap.

The inductor 208 is magnetically coupled to the inductor
212 such that an RF signal received at the end 217 of the
inductor 208 with a voltage polarity (i.e., either a positive
voltage polarity or a negative voltage polarity) results in a
filtered RF signal being transmitted out the end 220 of the
inductor 212 with the same voltage polarity. Also, the
inductor 212 is magnetically coupled to the inductor 208
such that an RF signal received at the end 220 of the inductor
212 with a voltage polarity (i.e., either a positive voltage
polarity or a negative voltage polarity) results in a filtered
RF signal being transmitted out the end 217 of the inductor
208 with the same voltage polarity. This is indicated in FIG.
22 by the dot convention where a dot is placed at the end 217
of the inductor 208 and a dot is placed at the end 220 of the
inductor 212. By using two independent and adjustable
coupling coefficients (i.e., the positive coupling coeflicient
and the negative coupling coefficient) with the resonator
R(1,2) (i.e., the differential resonator), the transfer function
of the first tunable RF filter path 66 is provided so as to be
fully adjustable. More specifically, the inductors 208, 212
may be magnetically coupled so as to have a low magnetic
coupling coeflicient through field cancellation, with the
variable positive coupling coefficient and the variable nega-
tive coupling coefficient. In this case, the inductor 208 and
the inductor 212 are arranged such that a mutual magnetic
coupling between the inductor 208 and the inductor 212
cancel. Alternatively, the inductor 208 and the inductor 212
are arranged such that the inductor 212 reduces a mutual
magnetic coupling coefficient of the inductor 208. With
respect to the magnetic coupling coefficient, the variable
positive coupling coefficient is a variable positive electric
coupling coefficient and the variable negative coupling
coeflicient is a variable negative electric coupling coeffi-
cient. The variable positive electric coupling coefficient and
the variable negative electric coupling coefficient oppose
each other to create a tunable filter characteristic.

The resonator R(1,2) is operably associated with the
resonator R(1,1) such that an energy transfer factor between
the resonator R(1,1) and the resonator R(1,2) is less than
10%. A total mutual coupling between the resonator R(1,1)
and the resonator R(1,2) is provided by a sum total of the
mutual magnetic factor between the resonator R(1,1) and the
resonator R(1,2) and the mutual electric coupling coeffi-
cients between the resonator R(1,1) and the resonator R(1,
2). In this embodiment, the mutual magnetic coupling coef-
ficient between the inductor 208 and the inductor 212 is a
fixed mutual magnetic coupling coefficient. Although
embodiments of the resonators R(1,1), R(1,2) may be pro-
vided so as to provide a variable magnetic coupling coeffi-
cient between the resonators R(1,1), R(1,2), embodiments of
the resonators R(1,1), R(1,2) that provide variable magnetic
couplings can be costly and difficult to realize. However,
providing variable electric coupling coefficients (i.e., the
variable positive electric coupling coefficient and the vari-
able electric negative coupling coefficient) is easier and
more economical. Thus, using the cross-coupling capacitive
structure C(P1) and the cross-coupling capacitive structure
C(N1) to provide the variable positive electric coupling
coeflicient and the variable electric negative coupling coef-
ficient is an economical technique for providing a tunable
filter characteristic between the resonators R(1,1), R(1,2).
Furthermore, since the mutual magnetic coupling coeflicient
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between the inductor 208 and the inductor 212 is fixed, the
first tunable RF filter path 66 has lower insertion losses.

In the embodiment shown in FIG. 22, the inductor 208
and the 212 inductor are the same size. Alternatively, the
inductor 208 and the inductor 212 may be different sizes. For
example, the inductor 212 may be smaller than the inductor
208. By determining a distance between the inductor 208
and the inductor 212, the magnetic coupling coeflicient
between the inductor 208 and the inductor 212 can be set.
With regard to the inductors 208, 212 shown in FIG. 22, the
inductor 208 may be a folded inductor configured to gen-
erate a first confined magnetic field, while the inductor 212
may be a folded inductor configured to generate a second
confined magnetic field. Magnetic field lines of the first
confined magnetic field and of the second confined magnetic
field that are external to the inductor 208 and inductor 212
are cancelled by opposing magnetic field lines in all direc-
tions. When the inductor 208 and the inductor 212 are folded
inductors, the folded inductors can be stacked. This allows
building the first tunable RF filter path 66 such that several
inductors 208, 212 are stacked. Furthermore, this arrange-
ment allows for a specially sized interconnect structure that
electrically connects the inductors 208, 212 to the capacitive
structure 210, the capacitive structure 214, the capacitive
structure 216, the cross-coupling capacitive structure C(P1),
and the cross-coupling capacitive structure C(N1). The
specially sized interconnect increases the Q factor of the
capacitive structure 210, the capacitive structure 214, the
capacitive structure 216, the cross-coupling capacitive struc-
ture C(P1), and the cross-coupling capacitive structure
C(N1), and allows for precise control of their variable
capacitances. Weakly coupled filters can also be realized
with planar field cancellation structures.

FIG. 23 illustrates an exemplary embodiment of the first
tunable RF filter path 66 in the first RF filter structure 60
shown in FIG. 21. While the exemplary embodiment shown
in FIG. 23 is of the first tunable RF filter path 66, any of the
tunable RF filter paths shown in the first RF filter structure
60 of FIG. 21 may be arranged in accordance with the
exemplary embodiment shown in FIG. 23. The first tunable
RF filter path 66 shown in FIG. 23 includes an embodiment
of the resonator R(1,1) and an embodiment of the resonator
R(1,2). The resonator R(1,1) and the resonator R(1,2) are
weakly coupled to one another. The embodiment of the
resonator R(1,2) is the same as the embodiment of the
resonator R(1,2) shown in FIG. 22. Thus, the resonator
R(1,2) shown in FIG. 23 is a differential resonator that
includes the inductor 212, the capacitive structure 214, and
the capacitive structure 216. Additionally, like the embodi-
ment of the resonator R(1,1) shown in FIG. 22, the embodi-
ment of the resonator R(1,1) shown in FIG. 23 includes the
inductor 208 and the capacitive structure 210. However, in
this embodiment, the resonator R(1,1) shown in FIG. 23 is
a differential resonator and further includes a capacitive
structure 224. More specifically, the end 217 of the inductor
208 is electrically connected to the capacitive structure 210
and the end 218 of the inductor 208 is electrically connected
to the capacitive structure 224. Both the capacitive structure
210 and the capacitive structure 224 are grounded. Like the
capacitive structure 210, the capacitive structure 224 is also
a variable capacitive structure, such as a programmable
array of capacitors or a varactor. Alternatively, a center tap
of'an inductor may be grounded. In yet another embodiment,
the inductor and a capacitive structure may be RF floating (a
low-resistance connection to ground).

The resonator R(1,1) and the resonator R(1,2) are a pair
of weakly coupled resonators. Like the first tunable RF filter
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path 66 shown in FIG. 22, the resonator R(1,1) and the
resonator R(1,2) are weakly coupled by providing the induc-
tor 208 and the inductor 212 such that the inductor 208 and
the inductor 212 are weakly coupled. Thus, the inductor 208
and the inductor 212 may have a magnetic coupling coef-
ficient that is less than or equal to approximately 0.3.
Although the resonator R(1,1) and the resonator R(1,2) are
weakly coupled, a displacement between the inductor 208
and the inductor 212 is less than or equal to half the
maximum lateral width of the inductor 212. As such, the
inductor 208 and the inductor 212 are relatively close to one
another. The displacement between the inductor 208 and the
inductor 212 may be measured from a geometric centroid of
the inductor 208 to a geometric centroid of the inductor 212.
The maximum lateral width may be a maximum dimension
of the inductor 212 along a plane defined by its largest
winding.

The weak coupling between the inductor 208 and the
inductor 212 is obtained through topological techniques. For
example, the inductor 208 and the inductor 212 may be fully
or partially aligned, where winding(s) of the inductor 208
and winding(s) of the inductor 212 are configured to provide
weak coupling through cancellation. Alternatively or addi-
tionally, a plane defining an orientation of the windings of
the inductor 208 and a plane defining an orientation of the
windings of the inductor 212 may be fully or partially
orthogonal to one another.

The resonator R(1,2) is operably associated with the
resonator R(1,1) such that an energy transfer factor between
the resonator R(1,1) and the resonator R(1,2) is less than
10%. To provide a tuning range to tune a transfer function
of the first tunable RF filter path 66 such to provide a fast
roll-off from a low-frequency side to a high-frequency side
requires changing a sign of the total mutual coupling coef-
ficient between the resonator R(1,1) and the resonator R(1,
2). Like the embodiment of the first tunable RF filter path 66
shown in FIG. 22, the first tunable RF filter path 66 shown
in FIG. 23 includes the cross-coupling capacitive structure
C(P1) and the cross-coupling capacitive structure C(N1).
The cross-coupling capacitive structure C(P1) and the cross-
coupling capacitive structure C(N1) are arranged in the same
manner described above with respect to FIG. 22. However,
in this embodiment, the first tunable RF filter path 66 shown
in FIG. 23 also includes a cross-coupling capacitive struc-
ture C(P2) and a cross-coupling capacitive structure C(N2).
The cross-coupling capacitive structure C(P2) and the cross-
coupling capacitive structure C(N2) are also embodiments
of the cross-coupling capacitive structures C described
above with regard to FIG. 21.

As described above with respect to FIG. 22, the cross-
coupling capacitive structure C(P1) is electrically connected
between the resonator R(1,1) and the resonator R(1,2) so as
to provide the positive coupling coeflicient (i.e., the variable
positive electric coupling coefficient) between the resonator
R(1,1) and the resonator R(1,2). Also as described above
with respect to FIG. 22, the cross-coupling capacitive struc-
ture C(N1) is electrically connected between the resonator
R(1,1) and the resonator R(1,2) so as to provide the negative
coupling coeflicient (i.e., the variable negative electric cou-
pling coeflicient) between the resonator R(1,1) and the
resonator R(1,2). With regard to the cross-coupling capaci-
tive structure C(P2), the cross-coupling capacitive structure
C(P2) is electrically connected between the resonator R(1,1)
and the resonator R(1,2) so as to provide another positive
coupling coefficient (i.e., another variable positive electric
coupling coefficient) between the resonator R(1,1) and the
resonator R(1,2). In this embodiment, the cross-coupling
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capacitive structure C(P2) is electrically connected between
the end 218 of the inductor 208 and the end 222 of the
inductor 212. The cross-coupling capacitive structure C(P2)
is a variable cross-coupling capacitive structure configured
to vary the other positive coupling coefficient (i.e., the other
variable positive electric coupling coeflicient) provided
between the resonator R(1,1) and the resonator R(1,2). With
regard to the cross-coupling capacitive structure C(N2), the
cross-coupling capacitive structure C(N2) is electrically
connected between the resonator R(1,1) and the resonator
R(1,2) so as to provide another negative coupling coeflicient
(i.e., another variable negative electric coupling coefficient)
between the resonator R(1,1) and the resonator R(1,2). In
this embodiment, the cross-coupling capacitive structure
C(N2) is electrically connected between the end 218 of the
inductor 208 and the end 220 of the inductor 212. The
cross-coupling capacitive structure C(N2) is a variable
cross-coupling capacitive structure configured to vary the
negative coupling coefficient (i.e., the other variable nega-
tive electric coupling coefficient) provided between the
resonator R(1,1) and the resonator R(1,2). The arrangement
of the cross-coupling capacitive structure C(P1), the cross-
coupling capacitive structure C(N1), the cross-coupling
capacitive structure C(P2), and the cross-coupling capacitive
structure C(N2) shown in FIG. 23 is an X-bridge structure.

As shown in FIG. 23, the resonator R(1,2) is operably
associated with the resonator R(1,1) such that an energy
transfer factor between the resonator R(1,1) and the reso-
nator R(1,2) is less than 10%. The total mutual coupling
between the resonator R(1,1) and the resonator R(1,2) is
provided by a sum total of the mutual magnetic factor
between the resonator R(1,1) and the resonator R(1,2) and
the mutual electric coupling coefficients between the reso-
nator R(1,1) and the resonator R(1,2). Thus, in this embodi-
ment, the total mutual coupling between the resonator R(1,1)
and the resonator R(1,2) is provided by the sum total of the
mutual magnetic coupling coefficient, the variable positive
electric coupling coefficient provided by the cross-coupling
capacitive structure C(P1), the variable negative electric
coupling coefficient provided by the cross-coupling capaci-
tive structure C(N1), the other variable positive electric
coupling coefficient provided by the cross-coupling capaci-
tive structure C(P2), and the other variable negative electric
coupling coefficient provided by the cross-coupling capaci-
tive structure C(N2).

FIG. 24 illustrates an exemplary embodiment of the first
tunable RF filter path 66 in the first RF filter structure 60
shown in FIG. 21. While the exemplary embodiment shown
in FIG. 24 is of the first tunable RF filter path 66, any of the
tunable RF filter paths shown in the first RF filter structure
60 of FIG. 21 may be arranged in accordance with the
exemplary embodiment shown in FIG. 24. The first tunable
RF filter path 66 shown in FIG. 24 includes an embodiment
of the resonator R(1,1) and an embodiment of the resonator
R(1,2). The resonator R(1,1) and the resonator R(1,2) are
weakly coupled to one another. The embodiment of the
resonator R(1,1) is the same as the embodiment of the
resonator R(1,1) shown in FIG. 22. Thus, the resonator
R(1,1) shown in FIG. 24 is a single-ended resonator that
includes the inductor 208 and the capacitive structure 210.
Additionally, like the embodiment of the resonator R(1,2)
shown in FIG. 22, the embodiment of the resonator R(1,2)
shown in FIG. 24 includes the inductor 212 and the capaci-
tive structure 214. However, in this embodiment, the reso-
nator R(1,2) shown in FIG. 24 is a single-ended resonator.
More specifically, the end 220 and the end 222 of the
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inductor 212 are each electrically connected to the capaci-
tive structure 214, which is grounded.

The resonator R(1,1) and the resonator R(1,2) are a pair
of weakly coupled resonators. Like the first tunable RF filter
path 66 shown in FIG. 22, the resonator R(1,1) and the
resonator R(1,2) are weakly coupled by providing the induc-
tor 208 and the inductor 212 such that the inductor 208 and
the inductor 212 are weakly coupled. Thus, the inductor 208
and the inductor 212 may have a magnetic coupling coef-
ficient that is less than or equal to approximately 0.3.
Although the resonator R(1,1) and the resonator R(1,2) are
weakly coupled, the displacement between the inductor 208
and the inductor 212 is less than or equal to half the
maximum lateral width of the inductor 212. As such, the
inductor 208 and the inductor 212 are relatively close to one
another. The displacement between the inductor 208 and the
inductor 212 may be measured from the geometric centroid
of the inductor 208 to the geometric centroid of the inductor
212. The maximum lateral width may be a maximum
dimension of the inductor 212 along a plane defined by its
largest winding. The weak coupling between the inductor
208 and the inductor 212 is obtained through topological
techniques. For example, the inductor 208 and the inductor
212 may be fully or partially aligned, where winding(s) of
the inductor 208 and winding(s) of the inductor 212 are
configured to provide weak coupling through cancellation.
Alternatively or additionally, a plane defining an orientation
of the windings of the inductor 208 and a plane defining an
orientation of the windings of the inductor 212 may be fully
or partially orthogonal to one another.

The resonator R(1,2) is operably associated with the
resonator R(1,1) such that an energy transfer factor between
the resonator R(1,1) and the resonator R(1,2) is less than
10%. To provide a tuning range to tune a transfer function
of'the first tunable RF filter path 66 and provide a fast roll-off
from a low-frequency side to a high-frequency side of the
transfer function, the first tunable RF filter path 66 is
configured to change a sign of a total mutual coupling
coeflicient between the resonator R(1,1) and the resonator
R(1,2). However, in this embodiment, the first tunable RF
filter path 66 shown in FIG. 24 only includes the cross-
coupling capacitive structure C(P1), which is electrically
connected between the end 217 of the inductor 208 and the
end 220 of the inductor 212. As discussed above with respect
to FIGS. 22 and 23, the cross-coupling capacitive structure
C(P1) is a variable cross-coupling capacitive structure con-
figured to vary the positive coupling coefficient (i.e., the
variable positive electric coupling coefficient) provided
between the resonator R(1,1) and the resonator R(1,2). Thus,
in order to allow for the sign of the total mutual coupling
coeflicient between the resonator R(1,1) and the resonator
R(1,2) to be changed, the inductor 208 and the inductor 212
are arranged so as to provide a fixed negative mutual
magnetic coupling coefficient between the inductor 208 of
the resonator R(1,1) and the inductor 212 of the resonator
R(1,2). As such, varying the variable positive electric cou-
pling coefficient allows for the sign of the total mutual
coupling coefficient between the resonator R(1,1) and the
resonator R(1,2) to be changed using only the cross-cou-
pling capacitive structure C(P1).

As such, in this embodiment, the inductor 208 is mag-
netically coupled to the inductor 212 such that an RF signal
received at the end 217 of the inductor 208 with a voltage
polarity (i.e., either a positive voltage polarity or a negative
voltage polarity) results in a filtered RF signal with the same
voltage polarity being transmitted out the end 222 of the
inductor 212. In addition, the inductor 212 is magnetically
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coupled to the inductor 208 such that an RF signal received
at the end 222 of the inductor 212 with a voltage polarity
(i.e., either a positive voltage polarity or a negative voltage
polarity) results in a filtered RF signal with the same voltage
polarity being transmitted out the end 217 of the inductor
208. This is indicated in FIG. 24 by the dot convention
where a dot is placed at the end 217 of the inductor 208 and
a dot is placed at the end 222 of the inductor 212. By using
the fixed negative mutual magnetic coupling coeflicient and
the variable positive electric coupling coefficient, the trans-
fer function of the first tunable RF filter path 66 is provided
so to be fully adjustable. The arrangement of the cross-
coupling capacitive structure C(P1) shown in FIG. 24 is a
single positive bridge structure.

FIG. 25 illustrates another exemplary embodiment of the
first tunable RF filter path 66 in the first RF filter structure
60 shown in FIG. 21. While the exemplary embodiment
shown in FIG. 25 is of the first tunable RF filter path 66, any
of the tunable RF filter paths shown in the first RF filter
structure 60 of FIG. 21 may be arranged in accordance with
the exemplary embodiment shown in FIG. 25. The first
tunable RF filter path 66 shown in FIG. 25 includes an
embodiment of the resonator R(1,1) and an embodiment of
the resonator R(1,2). The resonator R(1,1) and the resonator
R(1,2) are weakly coupled to one another. The embodiment
of'the resonator R(1,1) is the same as the embodiment of the
resonator R(1,1) shown in FIG. 22. Thus, the resonator
R(1,1) shown in FIG. 25 is a single-ended resonator that
includes the inductor 208 and the capacitive structure 210,
which are arranged in the same manner described above
with respect to FIG. 22. Like the resonator R(1,2) shown in
FIG. 24, the resonator R(1,2) shown in FIG. 25 is a single-
ended resonator that includes the inductor 212 and the
capacitive structure 214. However, the inductor 208 shown
in FIG. 25 is magnetically coupled to the inductor 212 such
that an RF signal received at the end 217 of the inductor 208
with a voltage polarity (i.e., either a positive voltage polarity
or a negative voltage polarity) results in a filtered RF signal
with the same voltage polarity being transmitted out the end
220 of the inductor 212. Also, the inductor 212 shown in
FIG. 25 is magnetically coupled to the inductor 208 such
that an RF signal received at the end 220 of the inductor 212
with a voltage polarity (i.e., either a positive voltage polarity
or a negative voltage polarity) results in a filtered RF signal
with the same voltage polarity being transmitted out the end
217 of the inductor 208. This is indicated in FIG. 25 by the
dot convention where a dot is placed at the end 217 of the
inductor 208 and a dot is placed at the end 220 of the
inductor 212. In alternative embodiments, the resonator
R(1,2) is a differential resonator. In yet another alternative
embodiment, the resonator R(1,1) is a single-ended resona-
tor while the resonator R(1,2) is a differential resonator.

The resonator R(1,1) and the resonator R(1,2) are a pair
of weakly coupled resonators. Like the first tunable RF filter
path 66 shown in FIG. 22, the resonator R(1,1) and the
resonator R(1,2) are weakly coupled by providing the induc-
tor 208 and the inductor 212 such that the inductor 208 and
the inductor 212 are weakly coupled. Thus, the inductor 208
and the inductor 212 may have a fixed magnetic coupling
coeflicient that is less than or equal to approximately 0.3.
Although the resonator R(1,1) and the resonator R(1,2) are
weakly coupled, a displacement between the inductor 208
and the inductor 212 is less than or equal to half the
maximum lateral width of the inductor 212. As such, the
inductor 208 and the inductor 212 are relatively close to one
another. The displacement between the inductor 208 and the
inductor 212 may be measured from a geometric centroid of
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the inductor 208 to a geometric centroid of the inductor 212.
The maximum lateral width may be a maximum dimension
of the inductor 212 along a plane defined by its largest
winding.

The weak coupling between the inductor 208 and the
inductor 212 is obtained through topological techniques. For
example, the inductor 208 and the inductor 212 may be fully
or partially aligned, where winding(s) of the inductor 208
and winding(s) of the inductor 212 are configured to provide
weak coupling through cancellation. Alternatively or addi-
tionally, a plane defining an orientation of the windings of
the inductor 208 and a plane defining an orientation of the
windings of the inductor 212 may be fully or partially
orthogonal to one another.

The resonator R(1,2) is operably associated with the
resonator R(1,1) such that an energy transfer factor between
the resonator R(1,1) and the resonator R(1,2) is less than
10%. To provide a tuning range to tune the transfer function
of the first tunable RF filter path 66 and to provide a fast
roll-off from the low-frequency side to the high-frequency
side of the transfer function, the first tunable RF filter path
66 is configured to change the sign of the total mutual
coupling coefficient between the resonator R(1,1) and the
resonator R(1,2). In this embodiment, the first tunable RF
filter path 66 shown in FIG. 25 includes a cross-coupling
capacitive structure C(PH1), a cross-coupling capacitive
structure (CNH1), a cross-coupling capacitive structure
C(I1), a cross-coupling capacitive structure C(PH2), and a
cross-coupling capacitive structure C(NH2). The cross-cou-
pling capacitive structure C(PH1), the cross-coupling
capacitive structure (CNH1), the cross-coupling capacitive
structure C(I1), the cross-coupling capacitive structure
C(PH2), and the cross-coupling capacitive structure C(INH2)
are also embodiments of the cross-coupling capacitive struc-
tures C described above with regard to FIG. 21.

The cross-coupling capacitive structure C(PH1) and the
cross-coupling capacitive structure C(NH1) are arranged to
form a first capacitive voltage divider. The first capacitive
voltage divider is electrically connected to the resonator
R(1,1). More specifically, the cross-coupling capacitive
structure C(PH1) is electrically connected between the end
217 of the inductor 208 and a common connection node H1.
The cross-coupling capacitive structure C(NH1) is electri-
cally connected between the end 218 of the inductor 208 and
the common connection node H1. Additionally, the cross-
coupling capacitive structure C(PH2) and the cross-coupling
capacitive structure C(NH2) are arranged to form a second
capacitive voltage divider. The second capacitive voltage
divider is electrically connected to the resonator R(1,2).
More specifically, the cross-coupling capacitive structure
C(PH2) is electrically connected between the end 220 of the
inductor 212 and a common connection node H2. The
cross-coupling capacitive structure C(NH2) is electrically
connected between the end 222 of the inductor 212 and the
common connection node H2. As shown in FIG. 25, the
cross-coupling capacitive structure C(I1) is electrically con-
nected between the first capacitive voltage divider and the
second capacitive voltage divider. More specifically, the
cross-coupling capacitive structure C(I1) is electrically con-
nected between the common connection node H1 and the
common connection node H2. The arrangement of the
cross-coupling capacitive structure C(PH1), the cross-cou-
pling capacitive structure C(NH1), the cross-coupling
capacitive structure C(PH2), the cross-coupling capacitive
structure C(NH2), and the cross-coupling capacitive struc-
ture C(I1) shown in FIG. 25 is an H-bridge structure. In an
alternative H-bridge structure, the cross-coupling capacitive
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structure C(I1) is not provided and instead there is a short
between the common connection node H1 and the common
connection node H2. In addition, a center tap of the inductor
208 may be grounded and/or the common connection node
H1 may be grounded. Finally, a high impedance to ground
may be provided at the common connection node H1.

With regard to the first capacitive voltage divider, the
cross-coupling capacitive structure C(PH1) is a variable
cross-coupling capacitive structure configured to vary a first
variable positive electric coupling coefficient provided
between the resonator R(1,1) and the common connection
node H1. The cross-coupling capacitive structure C(NH1) is
a variable cross-coupling capacitive structure configured to
vary a first variable negative electric coupling coefficient
provided between the resonator R(1,1) and the common
connection node H1. Thus, a mutual electric coupling coef-
ficient of the resonator R(1,1) is approximately equal to the
first variable positive electric coupling coefficient and the
first variable negative electric coupling coefficient.

With regard to the second capacitive voltage divider, the
cross-coupling capacitive structure C(PH2) is a variable
cross-coupling capacitive structure configured to vary a
second variable positive electric coupling coefficient pro-
vided between the resonator R(1,2) and the common con-
nection node H2. The cross-coupling capacitive structure
C(NH2) is a variable cross-coupling capacitive structure
configured to vary a second variable negative electric cou-
pling coefficient provided between the resonator R(1,2) and
the common connection node H2. Thus, a mutual electric
coupling coefficient of the resonator R(1,2) is approximately
equal to the second variable positive electric coupling coef-
ficient and the second variable negative electric coupling
coefficient. Furthermore, the cross-coupling capacitive
structure C(I1) is a variable cross-coupling capacitive struc-
ture configured to vary a first variable intermediate electric
coupling coeflicient provided between the common connec-
tion node H1 and the common connection node H2. The first
tunable RF filter path 66 shown in FIG. 25 thus has a total
mutual coupling coefficient between the resonator R(1,1)
and the resonator R(1,2) equal to the sum total of the mutual
magnetic coupling coefficient between the inductor 208 and
the inductor 212, the mutual electric coupling coefficient of
the resonator R(1,1), the mutual electric coupling coefficient
of the resonator R(1,2), and the first variable intermediate
electric coupling coefficient provided between the common
connection node H1 and the common connection node H2.
In alternative embodiments, cross-coupling capacitive struc-
tures with fixed capacitances are provided.

In one embodiment, the cross-coupling capacitive struc-
ture C(PH1), the cross-coupling capacitive structure
C(NH1), the cross-coupling capacitive structure C(PH2), the
cross-coupling capacitive structure C(NH2), and the cross-
coupling capacitive structure C(I1) may each be provided as
a varactor. However, the cross-coupling capacitive structure
C(PH1), the cross-coupling capacitive structure C(INH1), the
cross-coupling capacitive structure C(PH2), the cross-cou-
pling capacitive structure C(NH2), and the cross-coupling
capacitive structure C(I1) may each be provided as a pro-
grammable array of capacitors in order to reduce insertion
losses and improve linearity. The cross-coupling capacitive
structure C(PH1), the cross-coupling capacitive structure
C(NH1), the cross-coupling capacitive structure C(PH2), the
cross-coupling capacitive structure C(NH2), and the cross-
coupling capacitive structure C(I1) can also be any combi-
nation of suitable variable cross-coupling capacitive struc-
tures, such as combinations of varactors and programmable
arrays of capacitors. Although the H-bridge structure can
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provide good linearity and low insertion losses, the H-bridge
structure can also suffer from common-mode signal transfer.

FIG. 26 illustrates yet another exemplary embodiment of
the first tunable RF filter path 66 in the first RF filter
structure 60 shown in FIG. 21. While the exemplary embodi-
ment shown in FIG. 26 is of the first tunable RF filter path
66, any of the tunable RF filter paths shown in the first RF
filter structure 60 of FIG. 21 may be arranged in accordance
with the exemplary embodiment shown in FIG. 26. The first
tunable RF filter path 66 shown in FIG. 26 can be used to
ameliorate the common-mode signal transfer of the H-bridge
structure shown in FIG. 25. More specifically, the first
tunable RF filter path 66 shown in FIG. 26 includes the same
embodiment of the resonator R(1,1) and the same embodi-
ment of the resonator R(1,2) described above with respect to
FIG. 25. Furthermore, the first tunable RF filter path 66
shown in FIG. 26 includes the first capacitive voltage divider
with the cross-coupling capacitive structure C(PH1) and the
cross-coupling capacitive structure C(NH1) described above
with respect to FIG. 25, the second capacitive voltage
divider with the cross-coupling capacitive structure C(PH2)
and the cross-coupling capacitive structure (CNH2)
described above with respect to FIG. 25, and the cross-
coupling capacitive structure C(I1) described above with
respect to FIG. 25. However, in this embodiment, the first
tunable RF filter path 66 shown in FIG. 26 also includes a
cross-coupling capacitive structure C(PH3), a cross-cou-
pling capacitive structure (CNH3), a cross-coupling capaci-
tive structure C(12), a cross-coupling capacitive structure
C(PH4), and a cross-coupling capacitive structure C(NH4).
The cross-coupling capacitive structure C(PH3), the cross-
coupling capacitive structure (CNH3), the cross-coupling
capacitive structure C(I2), the cross-coupling capacitive
structure C(PH4), and the cross-coupling capacitive struc-
ture C(NH4) are also embodiments of the cross-coupling
capacitive structures C described above with regard to FIG.
21.

As shown in FIG. 26, the cross-coupling capacitive struc-
ture C(PH3) and the cross-coupling capacitive structure
C(NH3) are arranged to form a third capacitive voltage
divider. The third capacitive voltage divider is electrically
connected to the resonator R(1,1). More specifically, the
cross-coupling capacitive structure C(PH3) is electrically
connected between the end 217 of the inductor 208 and a
common connection node H3. The cross-coupling capacitive
structure C(NH3) is electrically connected between the end
218 of the inductor 208 and the common connection node
H3. Additionally, the cross-coupling capacitive structure
C(PH4) and the cross-coupling capacitive structure C(NH4)
are arranged to form a fourth capacitive voltage divider. The
fourth capacitive voltage divider is electrically connected to
the resonator R(1,2). More specifically, the cross-coupling
capacitive structure C(PH4) is electrically connected
between the end 220 of the inductor 212 and a common
connection node H4. The cross-coupling capacitive structure
C(NH4) is electrically connected between the end 222 of the
inductor 212 and the common connection node H4. As
shown in FIG. 26, the cross-coupling capacitive structure
C(12) is electrically connected between first capacitive volt-
age divider and the second capacitive voltage divider. More
specifically, the cross-coupling capacitive structure C(12) is
electrically connected between the common connection
node H3 and the common connection node H4. Alterna-
tively, the cross-coupling capacitive structure C(I1) and the
cross-coupling capacitive structure C(I2) can be replaced
with shorts. The arrangement of the cross-coupling capaci-
tive structure C(PH1), the cross-coupling capacitive struc-
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ture C(NH1), the cross-coupling capacitive structure
C(PH2), the cross-coupling capacitive structure C(NH2), the
cross-coupling capacitive structure C(I1), the cross-coupling
capacitive structure C(PH3), the cross-coupling capacitive
structure C(NH3), the cross-coupling capacitive structure
C(PH4), the cross-coupling capacitive structure C(NH4),
and the cross-coupling capacitive structure C(12) shown in
FIG. 26 is a double H-bridge structure.

With regard to the third capacitive voltage divider, the
cross-coupling capacitive structure C(PH3) is a variable
cross-coupling capacitive structure configured to vary a third
variable positive electric coupling coefficient provided
between the resonator R(1,1) and the common connection
node H3. The cross-coupling capacitive structure C(NH3) is
a variable cross-coupling capacitive structure configured to
vary a third variable negative electric coupling coeflicient
provided between the resonator R(1,1) and the common
connection node H3. Thus, a mutual electric coupling coef-
ficient of the resonator R(1,1) is approximately equal to the
first variable positive electric coupling coefficient, the third
variable positive electric coupling coefficient, the first vari-
able negative electric coupling coefficient and the third
variable negative electric coupling coefficient.

With regard to the fourth capacitive voltage divider, the
cross-coupling capacitive structure C(PH4) is a variable
cross-coupling capacitive structure configured to vary a
fourth variable positive electric coupling coefficient pro-
vided between the resonator R(1,2) and the common con-
nection node H4. The cross-coupling capacitive structure
C(NH4) is a variable cross-coupling capacitive structure
configured to vary a fourth variable negative electric cou-
pling coefficient provided between the resonator R(1,2) and
the common connection node H4. Thus, a mutual electric
coupling coefficient of the resonator R(1,2) is approximately
equal to the second variable positive electric coupling coef-
ficient, the fourth variable positive coupling coefficient, the
second variable negative coupling coefficient, and the fourth
variable negative electric coupling coefficient. Furthermore,
the cross-coupling capacitive structure C(I2) is a variable
cross-coupling capacitive structure configured to vary a
second variable intermediate electric coupling coefficient
provided between the common connection node H3 and the
common connection node H4. The first tunable RF filter path
66 shown in FIG. 26 thus has a total mutual coupling
coeflicient between the resonator R(1,1) and the resonator
R(1,2) equal to the sum total of the mutual magnetic
coupling coeflicient between the inductor 208 and the induc-
tor 212, the mutual electric coupling coefficient of the
resonator R(1,1), the mutual electric coupling coefficient of
the resonator R(1,2), the first variable intermediate electric
coupling coeflicient provided between the common connec-
tion node H1 and the common connection node H2 and the
second variable intermediate electric coupling coefficient
provided between the common connection node H3 and the
common connection node H4. The double H-bridge struc-
ture thus includes two H-bridge structures. The two
H-bridge structures allow for common-mode signal transfers
of the two H-bridge structures to oppose one another and
thereby be reduced and even cancelled.

FIG. 27 illustrates still another exemplary embodiment of
the first tunable RF filter path 66 in the first RF filter
structure 60 shown in FIG. 21. While the exemplary embodi-
ment shown in FIG. 27 is of the first tunable RF filter path
66, any of the tunable RF filter paths shown in the first RF
filter structure 60 of FIG. 21 may be arranged in accordance
with the exemplary embodiment shown in FIG. 27. The first
tunable RF filter path 66 shown in FIG. 27 includes the same



US 9,455,680 B2

39

embodiment of the resonator R(1,1) and the same embodi-
ment of the resonator R(1,2) described above with respect to
FIG. 22. In addition, the first tunable RF filter path 66 shown
in FIG. 27 includes the cross-coupling capacitive structure
C(P1) and the cross-coupling capacitive structure (CN1) that
form the V-bridge structure described above with respect to
FIG. 22. However, the first tunable RF filter path 66 shown
in FIG. 27 further includes a resonator R(1,3) and a reso-
nator R(1,4). More specifically, the resonator R(1,3)
includes an inductor 226, a capacitive structure 228, and a
capacitive structure 230. The resonator R(1,4) includes an
inductor 232 and a capacitive structure 234.

With regard to the resonator R(1,3), the inductor 226 is
electrically connected between the capacitive structure 228
and the capacitive structure 230. More specifically, the
inductor 226 has an end 236 and an end 238, which are
disposed opposite to one another. The end 236 is electrically
connected to the capacitive structure 228 and the end 238 is
electrically connected to the capacitive structure 230. Both
the capacitive structure 228 and the capacitive structure 230
are grounded. Thus, the resonator R(1,3) is a differential
resonator. In this embodiment, each of the capacitive struc-
ture 228 and the capacitive structure 230 is a variable
capacitive structure.

With regard to the resonator R(1,4), the inductor 232 and
the capacitive structure 234 are electrically connected in
parallel. More specifically, the inductor 232 has an end 240
and an end 242, which are disposed opposite to one another.
The ends 240, 242 are each electrically connected to the
capacitive structure 234, which is grounded. Thus, the
resonator R(1,4) is a single-ended resonator.

In this embodiment, the resonator R(1,1), the resonator
R(1,2), the resonator R(1,3), and the resonator R(1,4) are all
weakly coupled to one another. The resonator R(1,3) and the
resonator R(1,4) are weakly coupled by providing the induc-
tor 226 and the inductor 232 such that the inductor 226 and
the inductor 232 are weakly coupled. The resonators R(1,1),
R(1,2), R(1,3), and R(1,4) are each operably associated with
one another such that energy transfer factors between the
resonators R(1,1), R(1,2), R(1,3), and R(1,4) are less than
10%. Although the resonator R(1,3) and the resonator R(1,4)
are weakly coupled, the inductor 232 has a maximum lateral
width and a displacement between the inductor 226 and the
inductor 232 is less than or equal to half the maximum
lateral width of the inductor 232. As such, the inductor 226
and the inductor 232 are relatively close to one another. The
displacement between the inductor 226 and the inductor 232
may be measured from a geometric centroid of the inductor
226 to a geometric centroid of the inductor 232. The
maximum lateral width may be a maximum dimension of
the inductor 232 along a plane defined by its largest winding.
The weak coupling between the inductor 226 and the
inductor 232 is obtained through topological techniques. For
example, the inductor 226 and the inductor 232 may be fully
or partially aligned, where winding(s) of the inductor 226
and winding(s) of the inductor 232 are configured to provide
weak coupling through cancellation. Alternatively or addi-
tionally, a plane defining an orientation of the windings of
the inductor 226 and a plane defining an orientation of the
windings of the inductor 232 may be fully or partially
orthogonal to one another.

In some embodiments, all of the inductors 208, 212, 226,
232 are provided such that displacements between each of
the inductors 208, 212, 226, 232 are less than or equal to half
the maximum lateral width of the inductor 212. Alterna-
tively, in other embodiments, only a proper subset of the
inductors 208, 212, 226, 232 has displacements that are less
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than or equal to half the maximum lateral width of the
inductor 212. For example, while the displacement between
the inductor 208 and the inductor 212 may be less than or
equal to half the maximum lateral width of the inductor 212
and the displacement between the inductor 226 and the
inductor 232 may be less than or equal to half the maximum
lateral width of the inductor 232, the displacements from the
inductor 208 and the inductor 212 to the inductor 226 and
the inductor 232 may each be greater than half the maximum
lateral width of the inductor 212 and half the maximum
lateral width of the inductor 232.

The inductors 208, 212, 226, and 232 are magnetically
coupled to the each other such that an RF signal received at
the end 217 of the inductor 208 with a voltage polarity (i.e.,
either a positive voltage polarity or a negative voltage
polarity) results in filtered RF signals with the same voltage
polarity being transmitted out the end 220 of the inductor
212, the end 236 of the inductor 226, and the end 240 of the
inductor 232. Also, the inductors 208, 212, 226, and 232 are
magnetically coupled to the each other such that an RF
signal received at the end 240 of the inductor 232 with a
voltage polarity (i.e., either a positive voltage polarity or a
negative voltage polarity) results in filtered RF signals with
the same voltage polarity being transmitted out the end 217
of the inductor 208, the end 220 of the inductor 212, and the
end 236 of the inductor 226. This is indicated in FIG. 27 by
the dot convention where a dot is placed at the end 217 of
the inductor 208, a dot is placed at the end 220 of the
inductor 212, a dot is placed at the end 236 of the inductor
226, and a dot is placed at the end 240 of the inductor 232.

The first tunable RF filter path 66 shown in FIG. 27
includes a cross-coupling capacitive structure C(P3), a
cross-coupling capacitive structure C(N3), a cross-coupling
capacitive structure C(P4), and a cross-coupling capacitive
structure C(N4) electrically connected between the resona-
tor R(1,2) and the resonator R(1,3). With respect to the
resonator R(1,2) and the resonator R(1,3), the cross-cou-
pling capacitive structure C(P3), the cross-coupling capaci-
tive structure C(N3), the cross-coupling capacitive structure
C(P4) and the cross-coupling capacitive structure C(N4) are
arranged to have the X-bridge structure described above
with respect to FIG. 23. Thus, the cross-coupling capacitive
structure C(P3) is electrically connected between the end
220 and the end 236 so as to provide a variable positive
electric coupling coefficient between the resonator R(1,2)
and the resonator R(1,3). The cross-coupling capacitive
structure C(P3) is a variable cross-coupling capacitive struc-
ture configured to vary the variable positive electric cou-
pling coefficient provided between the resonator R(1,2) and
the resonator R(1,3). Also, the cross-coupling capacitive
structure C(N3) is electrically connected between the end
220 and the end 238 so as to provide a variable negative
electric coupling coefficient between the resonator R(1,2)
and the resonator R(1,3). The cross-coupling capacitive
structure C(N3) is a variable cross-coupling capacitive struc-
ture configured to vary the variable negative electric cou-
pling coefficient provided between the resonator R(1,2) and
the resonator R(1,3).

Additionally, the cross-coupling capacitive structure
C(P4) is electrically connected between the end 222 and the
end 238 so as to provide another variable positive electric
coupling coeflicient between the resonator R(1,2) and the
resonator R(1,3). The cross-coupling capacitive structure
C(P4) is a variable cross-coupling capacitive structure con-
figured to vary the other variable positive electric coupling
coeflicient provided between the resonator R(1,2) and the
resonator R(1,3). Finally, the cross-coupling capacitive
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structure C(N4) is electrically connected between the end
222 and the end 236 so as to provide another variable
negative electric coupling coefficient between the resonator
R(1,2) and the resonator R(1,3). The cross-coupling capaci-
tive structure C(N4) is a variable cross-coupling capacitive
structure configured to vary the other variable negative
electric coupling coefficient provided between the resonator
R(1,2) and the resonator R(1,3).

With respect to the resonator R(1,3) and the resonator
R(1,4), the first tunable RF filter path 66 shown in FIG. 27
includes a cross-coupling capacitive structure C(P5) and a
cross-coupling capacitive structure C(N5) electrically con-
nected between the resonator R(1,3) and the resonator
R(1,4). With respect to the resonator R(1,3) and the reso-
nator R(1,4), the cross-coupling capacitive structure C(P5)
and the cross-coupling capacitive structure C(N5) are
arranged to have the V-bridge structure described above with
respect to FIG. 22. Thus, the cross-coupling capacitive
structure C(P5) is electrically connected between the end
236 and the end 240 so as to provide a variable positive
electric coupling coefficient between the resonator R(1,3)
and the resonator R(1,4). The cross-coupling capacitive
structure C(P5) is a variable cross-coupling capacitive struc-
ture configured to vary the variable positive electric cou-
pling coefficient provided between the resonator R(1,3) and
the resonator R(1,4). Also, the cross-coupling capacitive
structure C(N5) is electrically connected between the end
238 and the end 240 so as to provide a variable negative
electric coupling coefficient between the resonator R(1,3)
and the resonator R(1,4). The cross-coupling capacitive
structure C(N5) is a variable cross-coupling capacitive struc-
ture configured to vary the variable negative electric cou-
pling coefficient provided between the resonator R(1,3) and
the resonator R(1,4).

The embodiment of first RF filter structure 60 shown in
FIG. 27 also includes a cross-coupling capacitive structure
C(P$6), a cross-coupling capacitive structure C(N6), a cross-
coupling capacitive structure C(P7), a cross-coupling
capacitive structure C(N7), and a cross-coupling capacitive
structure C(P8). With respect to the resonator R(1,1) and the
resonator R(1,3), the cross-coupling capacitive structure
C(P6) and the cross-coupling capacitive structure C(N6) are
each electrically connected between the resonator R(1,1)
and the resonator R(1,3). The cross-coupling capacitive
structure C(P6) is electrically connected between the end
217 and the end 236 so as to provide a variable positive
electric coupling coefficient between the resonator R(1,1)
and the resonator R(1,3). The cross-coupling capacitive
structure C(P6) is a variable cross-coupling capacitive struc-
ture configured to vary the variable positive electric cou-
pling coefficient provided between the resonator R(1,1) and
the resonator R(1,3). Also, the cross-coupling capacitive
structure C(N6) is electrically connected between the end
217 and the end 238 so as to provide a variable negative
electric coupling coefficient between the resonator R(1,1)
and the resonator R(1,3). The cross-coupling capacitive
structure C(N6) is a variable cross-coupling capacitive struc-
ture configured to vary the variable negative electric cou-
pling coefficient provided between the resonator R(1,1) and
the resonator R(1,3).

With respect to the resonator R(1,2) and the resonator
R(1,4), the cross-coupling capacitive structure C(P7) and the
cross-coupling capacitive structure C(N7) are each electri-
cally connected between the resonator R(1,2) and the reso-
nator R(1,4). The cross-coupling capacitive structure C(P7)
is electrically connected between the end 220 and the end
240 so as to provide a variable positive electric coupling
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coeflicient between the resonator R(1,2) and the resonator
R(1,4). The cross-coupling capacitive structure C(P7) is a
variable cross-coupling capacitive structure configured to
vary the variable positive electric coupling coefficient pro-
vided between the resonator R(1,2) and the resonator R(1,4).
Also, the cross-coupling capacitive structure C(N7) is elec-
trically connected between the end 222 and the end 240 so
as to provide a variable negative electric coupling coeflicient
between the resonator R(1,2) and the resonator R(1,4). The
cross-coupling capacitive structure C(N7) is a variable
cross-coupling capacitive structure configured to vary the
variable negative electric coupling coefficient provided
between the resonator R(1,2) and the resonator R(1,4).

With respect to the resonator R(1,1) and the resonator
R(1,4), the cross-coupling capacitive structure C(P8) is
electrically connected between the resonator R(1,1) and the
resonator R(1,4). The cross-coupling capacitive structure
C(P8) is electrically connected between the end 217 and the
end 240 so as to provide a variable positive electric coupling
coeflicient between the resonator R(1,1) and the resonator
R(1,4). The cross-coupling capacitive structure C(P8) is a
variable cross-coupling capacitive structure configured to
vary the variable positive electric coupling coefficient pro-
vided between the resonator R(1,1) and the resonator R(1,4).

Furthermore, in this embodiment, a variable capacitive
structure 244 is electrically connected in series between the
terminal 200 and the resonator R(1,1). The variable capaci-
tive structure 244 is configured to vary a variable impedance
of the first tunable RF filter path 66 as measured into the
terminal 200 in order to match a source or a load impedance
at the terminal 200. In addition, a variable capacitive struc-
ture 245 is electrically connected in series between the
resonator R(1,4) and the terminal 202. The variable capaci-
tive structure 245 is configured to vary a variable impedance
of' the first tunable RF filter path 66 as seen into the terminal
202 in order to match a source or a load impedance at the
terminal 202.

FIGS. 28A through 28D illustrate different embodiments
of the first RF filter structure 60, wherein each of the
embodiments has different combinations of input terminals
and output terminals. The first RF filter structure 60 can have
various topologies. For example, the embodiment of the first
RF filter structure 60 shown in FIG. 28A has a single input
terminal IN and an integer number i of output terminals
OUT,;-OUT,. As will be discussed below, the first RF filter
structure 60 may define various tunable RF filter paths (e.g.,
the first tunable RF filter path 66, the second tunable RF
filter path 68, the third tunable RF filter path 110, the fourth
tunable RF filter path 112, the fifth tunable RF filter path
122, and the sixth tunable RF filter path 124 shown in FIGS.
4, 8,11, 12, and 14-20) that may be used to receive different
RF signals at the input terminal IN and transmit a different
filtered RF signal from each of the output terminals OUT, -
OUT,. As such, the first RF filter structure 60 shown in FIG.
28A may be specifically configured to provide Single Input
Multiple Output (SIMO) operations.

With regard to the embodiment of the first RF filter
structure 60 shown in FIG. 28B, the first RF filter structure
60 has an integer number j of input terminals IN,-IN; and a
single output terminal OUT. As will be discussed below, the
first RF filter structure 60 may define various tunable RF
filter paths (e.g., the first tunable RF filter path 66, the
second tunable RF filter path 68, the third tunable RF filter
path 110, the fourth tunable RF filter path 112, the fifth
tunable RF filter path 122, and the sixth tunable RF filter
path 124 shown in FIGS. 4, 8, 11, 12, and 14-20) that may
be used to receive a different RF signal at each of the input
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terminals IN,-IN, and transmit different filtered RF signals
from the single output terminal OUT. As such, the first RF
filter structure 60 shown in FIG. 28B may be specifically
configured to provide Multiple Input Single Output (MISO)
operations.

With regard to the embodiment of the first RF filter
structure 60 shown in FIG. 28C, the first RF filter structure
60 has a single input terminal IN and a single output terminal
OUT. As will be discussed below, the first RF filter structure
60 may define various tunable RF filter paths (e.g., the first
tunable RF filter path 66, the second tunable RF filter path
68, the third tunable RF filter path 110, the fourth tunable RF
filter path 112, the fifth tunable RF filter path 122, and the
sixth tunable RF filter path 124 shown in FIGS. 4, 8, 11, 12,
and 14-20) that may be used to receive different RF signals
at the single input terminal IN and transmit different filtered
RF signals from the output terminal OUT. As such, the first
RF filter structure 60 shown in FIG. 28 A may be specifically
configured to provide Single Input Single Output (SISO)
operations.

With regard to the embodiment of the first RF filter
structure 60 shown in FIG. 28D, the first RF filter structure
60 has the input terminals IN,-IN; and the output terminals
OUT,-OUT,. As will be discussed below, the first RF filter
structure 60 may define various tunable RF filter paths (e.g.,
the first tunable RF filter path 66, the second tunable RF
filter path 68, the third tunable RF filter path 110, the fourth
tunable RF filter path 112, the fifth tunable RF filter path
122, and the sixth tunable RF filter path 124 shown in FIGS.
4, 8, 11, 12, and 14-20) that may be used to receive a
different RF signal at each of the input terminal IN,-IN, and
transmit a different filtered RF signal from each of the output
terminals OUT,-OUT,.

FIG. 29 illustrates another embodiment of the first RF
filter structure 60. The first RF filter structure 60 shown in
FIG. 29 includes one embodiment of the first tunable RF
filter path 66 and one embodiment of the second tunable RF
filter path 68. The first tunable RF filter path 66 includes the
resonator R(1,1) and the resonator R(1,2). The resonator
R(1,1) and the resonator R(1,2) are thus a first pair of weakly
coupled resonators in the first tunable RF filter path 66. The
second tunable RF filter path 68 includes the resonator
R(2,1) and the resonator R(2,2). The resonator R(2,1) and
the resonator R(2,2) are thus a second pair of weakly
coupled resonators in the second tunable RF filter path 68.

As explained in further detail below, a set S of cross-
coupling capacitive structures is electrically connected
between the resonator R(1,1), the resonator R(1,2), the
resonator R(2,1), and the resonator R(2,2) in the first tunable
RF filter path 66 and the second tunable RF filter path 68.
More specifically, the set S includes a cross-coupling capaci-
tive structure C(PM1), a cross-coupling capacitive structure
C(PM2), a cross-coupling capacitive structure C(PM3), a
cross-coupling capacitive structure C(PM4), a cross-cou-
pling capacitive structure C(NM1), and a cross-coupling
capacitive structure C(NM2). The set S of cross-coupling
capacitive structures interconnects the resonator R(1,1), the
resonator R(1,2), the resonator R(2,1), and the resonator
R(2,2) so that the first RF filter structure 60 shown in FIG.
29 is a matrix (in this embodiment, a 2x2 matrix) of the
resonators R. In alternative embodiments, some of the
cross-coupling capacitive structures C(PM1), C(PM2),
C(PM3), C(PM4), C(NM1), and C(NM2) may be omitted
depending on the filter transfer function to be provided.

Unlike in the embodiment of the first RF filter structure 60
shown in FIG. 21, in this embodiment, the first tunable RF
filter path 66 and the second tunable RF filter path 68 are not
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independent of one another. The set S of cross-coupling
capacitive structures thus provides for additional tunable RF
filter paths to be formed from the resonator R(1,1), the
resonator R(1,2), the resonator R(2,1), and the resonator
R(2,2). As discussed in further detail below, the arrangement
of the first RF filter structure 60 shown in FIG. 29 can be
used to realize examples of each of the embodiments of the
first RF filter structure 60 shown in FIGS. 28A-28D.

The cross-coupling capacitive structure C(PM1) is elec-
trically connected within the first tunable RF filter path 66,
while the cross-coupling capacitive structure C(PM4) is
electrically connected within the second tunable RF filter
path 68. More specifically, the cross-coupling capacitive
structure C(PM1) is electrically connected between the
resonator R(1,1) and the resonator R(1,2) in the first tunable
RF filter path 66. The cross-coupling capacitive structure
C(PM1) is a variable cross-coupling capacitive structure
configured to provide and vary a (e.g., positive or negative)
electric coupling coefficient between the resonator R(1,1)
and the resonator R(1,2). The cross-coupling capacitive
structure C(PM4) is a variable cross-coupling capacitive
structure configured to provide and vary a (e.g., positive or
negative) electric coupling coefficient between the resonator
R(2,1) and the resonator R(2,2) in the second tunable RF
filter path 68.

To provide additional tunable RF filter paths, the cross-
coupling capacitive structure C(PM2), the cross-coupling
capacitive structure C(PM3), the cross-coupling capacitive
structure C(NM1), and the cross-coupling capacitive struc-
ture C(NM2) are each electrically connected between the
first tunable RF filter path 66 and the second tunable RF
filter path 68. The cross-coupling capacitive structure
C(PM2) is a variable cross-coupling capacitive structure
configured to provide and vary a (e.g., positive or negative)
electric coupling coefficient between the resonator R(1,2)
and the resonator R(2,2). The cross-coupling capacitive
structure C(PM3) is a variable cross-coupling capacitive
structure configured to provide and vary a (e.g., positive or
negative) electric coupling coefficient between the resonator
R(1,1) and the resonator R(2,1). The cross-coupling capaci-
tive structure C(NM1) is a variable cross-coupling capaci-
tive structure configured to provide and vary a (e.g., positive
or negative) electric coupling coefficient between the reso-
nator R(1,1) and the resonator R(2,2). The cross-coupling
capacitive structure C(NM2) is a variable cross-coupling
capacitive structure configured to provide and vary a (e.g.,
positive or negative) electric coupling coefficient between
the resonator R(1,2) and the resonator R(2,1).

The first tunable RF filter path 66 is electrically connected
between the input terminal IN, and the output terminal
OUT,. In addition, the second tunable RF filter path 68 is
electrically connected between an input terminal IN, and an
output terminal OUT,. Accordingly, the first RF filter struc-
ture 60 shown in FIG. 29 is an embodiment of the first RF
filter structure 60 shown in FIG. 28D. However, the input
terminal IN, and the output terminal OUT, are optional and
may be excluded in other embodiments. For example, if the
input terminal IN, were not provided, but the output terminal
OUT, and the output terminal OUT, were provided, the first
RF filter structure 60 shown in FIG. 29 would be provided
as an embodiment of the first RF filter structure 60 shown in
FIG. 28A. It might, for example, provide a diplexing or a
duplexing function. Furthermore, more than two input ter-
minals or output terminals can be provided. Some examples
include embodiments of the first RF filter structure 60 used
for triplexing, quadplexing, herplexing, and providing FDD
and carrier aggregation.
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The first tunable RF filter path 66 still provides a path
between the input terminal IN,; and the output terminal
OUT,. However, assuming that the input terminal IN, is not
provided for SIMO operation, the cross-coupling capacitive
structure C(NM1) is electrically connected between the first
tunable RF filter path 66 and the second tunable RF filter
path 68 to define a first additional tunable RF filter path
between the input terminal IN,; and the output terminal
OUT,. The first additional tunable RF filter path is thus
provided by a portion of the first tunable RF filter path 66
and a portion of the second tunable RF filter path 68. More
specifically, the first additional tunable RF filter path
includes the resonator R(1,1) and the resonator R(2,2). The
first additional tunable RF filter path also includes the
cross-coupling capacitive structure C(NM1) that is electri-
cally connected between the resonator R(1,1) and the reso-
nator R(1,2). A second additional tunable RF filter path, a
third additional tunable RF filter path, a fourth additional
tunable RF filter path, and a fifth additional tunable RF filter
path are also defined from the input terminal IN; to the
output terminal OUT,. The second additional tunable RF
filter path includes the resonator R(1,1), the cross-coupling
capacitive structure C(PM1), the resonator R(1,2), the cross-
coupling capacitive C(PM2), and the resonator R(2,2). Addi-
tionally, the third additional tunable RF filter path includes
the resonator R(1,1), the cross-coupling capacitive structure
C(PM3), the resonator R(2,1), the cross-coupling capacitive
C(PM4), and the resonator R(2,2). The fourth additional
tunable RF filter path includes the resonator R(1,1), the
cross-coupling capacitive structure C(PM1), the resonator
R(1,2), the cross-coupling capacitive C(NM2), the resonator
R(2,1), the cross-coupling capacitive structure C(PM4), and
the resonator R(2,2). Finally, the fifth additional tunable RF
filter path includes the resonator R(1,1), the cross-coupling
capacitive structure C(PM3), the resonator R(2,1), the cross-
coupling capacitive C(NM2), the resonator R(1,2), the
cross-coupling capacitive structure C(PM2), and the reso-
nator R(2,2).

If the output terminal OUT, were not provided, but the
input terminal IN, and the input terminal IN, were provided,
the first RF filter structure 60 shown in FIG. 29 would be
provided as an embodiment of the first RF filter structure 60
shown in FIG. 28B. In this case, the second tunable RF filter
path 68 still provides a path between the input terminal IN,
and the output terminal OUT,. However, assuming that the
output terminal OUT), is not provided for MISO operation,
the first additional tunable RF filter path, the second addi-
tional tunable RF filter path, the third additional tunable RF
filter path, the fourth additional tunable RF filter path, and
the fifth additional tunable RF filter path would provide the
paths from the input terminal IN; to the output terminal
OUT,.

Finally, if the input terminal IN, and the output terminal
OUT, were not provided, the first RF filter structure 60
shown in FIG. 29 would be provided as an embodiment of
the first RF filter structure 60 shown in FIG. 28C. In this
case, the second tunable RF filter path 68 still provides a
path between the input terminal IN, and the output terminal
OUT,. However, assuming that the output terminal IN, is
not provided for MISO operation, the first additional tunable
RF filter path, the second additional tunable RF filter path,
the third additional tunable RF filter path, the fourth addi-
tional tunable RF filter path, and the fifth additional tunable
RF filter path would provide the paths from the input
terminal IN,; to the output terminal OUT,. This may con-
stitute a SISO filter implemented with an array to allow for

40

45

55

46

a large number of signal paths and thus create one or more
notches in the transfer function.

With regard to the resonators R(1,1), R(1,2), R(2,1),
R(2,2) shown in FIG. 29, the resonators R(1,1), R(1,2),
R(2,1), R(2,2) may each be single-ended resonators, differ-
ential resonators, or different combinations of single-ended
resonators and differential resonators. The resonator R(1,1)
and the resonator R(1,2) in the first tunable RF filter path 66
may each be provided in accordance with any of the embodi-
ments of the resonator R(1,1) and the resonator R(1,2)
described above with respect to FIGS. 22-27. For example,
the resonator R(1,1) may include the inductor 208 (see FIG.
24) and the capacitive structure 210 (see FIG. 24). The
resonator R(1,2) may include the inductor 212 and the
capacitive structure 214 (see FI1G. 24). The resonator R(2,1)
may include an inductor (like the inductor 208 in FIG. 24)
and a capacitive structure (like the capacitive structure 210
shown in FIG. 24). The resonator R(2,2) may include an
inductor (like the inductor 212 in FIG. 24) and a capacitive
structure (like the capacitive structure 214 shown in FIG.
24).

Additionally, one or more of the resonators R(1,1), R(1,2)
in the first tunable RF filter path 66 and one or more of the
resonators R(2,1), R(2,2) in the second tunable RF filter path
68 may be weakly coupled. Thus, the resonators R(1,1),
R(1,2), R(2,1), R(2,2) may be operably associated with one
another such that an energy transfer factor between each of
the resonators R(1,1), R(1,2), R(2,1), R(2,2) is less than
10%. Alternatively, the energy transfer factor between only
a subset of the resonators R(1,1), R(1,2), R(2,1), R(2,2) is
less than 10%. In addition, in at least some embodiments,
not all of the resonators R(1,1), R(1,2), R(2,1), R(2,2) are
weakly coupled to one another.

In this embodiment, the inductor 208 (see FIG. 24) of the
resonator R(1,1), the inductor 212 (see FIG. 24) of the
resonator R(1,2), the inductor of the resonator R(2,1), and
the inductor of the resonator R(2,2) may all be weakly
coupled to one another. In some embodiments, displace-
ments between the inductor 208 (see FIG. 24) of the
resonator R(1,1), the inductor 212 (see FIG. 24) of the
resonator R(1,2), the inductor of the resonator R(2,1), and
the inductor of the resonator R(2,2) may all be less than or
equal to half the maximum lateral width of the inductor 212.
Alternatively, in other embodiments, only a proper subset of
the inductor 208 (see FIG. 24) of the resonator R(1,1), the
inductor 212 (see FIG. 24) of the resonator R(1,2), the
inductor of the resonator R(2,1), and the inductor of the
resonator R(2,2) may have displacements that are less than
or equal to half the maximum lateral width of the inductor
212.

FIG. 30 illustrates yet another embodiment of the first RF
filter structure 60. The first RF filter structure 60 includes the
resonators R described above with respect to FIG. 21. The
resonators R of the first RF filter structure 60 shown in FIG.
30 are arranged as a two-dimensional matrix of the resona-
tors R. In this embodiment, the first RF filter structure 60
includes an embodiment of the first tunable RF filter path 66,
an embodiment of the second tunable RF filter path 68, an
embodiment of the third tunable RF filter path 110, and an
embodiment of the fourth tunable RF filter path 112. Thus,
the integer M for the first RF filter structure 60 shown in
FIG. 30 is four (4) or greater. Additionally, the integer N for
the first RF filter structure 60 shown in FIG. 30 is 3 or
greater. Note that in alternative embodiments, the integer M
may be two (2) or greater and the integer N may be two (2)
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or greater. It should be noted that in alternative embodiments
the number of resonators R in each row and column may be
the same or different.

In the embodiment of'the first RF filter structure 60 shown
in FIG. 30, the first tunable RF filter path 66 includes the
resonator R(1,1), the resonator R(1,2), and one or more
additional resonators R, such as the resonator R(1,N), since
the integer N is 3 or greater. All of the weakly coupled
resonators R(1,1) through R(1,N) are weakly coupled to one
another. Furthermore, the first tunable RF filter path 66 is
electrically connected between a terminal TU1 and a termi-
nal TANT1. With regard to the second tunable RF filter path
68, the second tunable RF filter path 68 includes the reso-
nator R(2,1), the resonator R(2,2), and one or more addi-
tional resonators R, such as the resonator R(2,N), since the
integer N is 3 or greater. All of the weakly coupled resona-
tors R(2,1) through R(2,N) are weakly coupled to one
another. Furthermore, the second tunable RF filter path 68 is
electrically connected between a terminal TU2 and a termi-
nal TANT2.

With regard to the third tunable RF filter path 110, the
third tunable RF filter path 110 includes a resonator R(3,1),
a resonator R(3,2), and one or more additional resonators R,
such as a resonator R(3,N), since the integer N is 3 or
greater. All of the weakly coupled resonators R(3,1) through
R(3,N) are weakly coupled to one another. Alternatively,
only a proper subset of them may be weakly coupled to one
another. Furthermore, the third tunable RF filter path 110 is
electrically connected between a terminal TU3 and a termi-
nal TANT3. With regard to the fourth tunable RF filter path
112, the fourth tunable RF filter path 112 includes the
resonator R(M,1), the resonator R(M,2), and one or more
additional resonators R, such as the resonator R(M,N), since
the integer N is 3 or greater. All of the weakly coupled
resonators R(M,1) through R(M,N) are weakly coupled to
one another. Alternatively, only a proper subset of them may
be weakly coupled to one another. Furthermore, the fourth
tunable RF filter path 112 is electrically connected between
a terminal TU4 and a terminal TANT4.

The first tunable RF filter path 66 is configured to receive
RF signals and output filtered RF signals. It should be noted
that the first RF filter structure 60 may include any number
of tunable RF filter paths, such as, for example, the third
tunable RF filter path 110, the fourth tunable RF filter path
112, the fifth tunable RF filter path 122, and the sixth tunable
RF filter path 124, described above with respect to FIGS.
11-14. Each of the resonators R may be a tunable resonator,
which allows for a resonant frequency of each of the
resonators to be varied to along a frequency range. In
alternative embodiments, only a proper subset of the reso-
nators R may be tunable. In still another embodiment, all of
the resonators R are not tunable, but rather have a fixed
transfer function.

In some embodiments, all of the resonators R in the first
RF filter structure 60 shown in FIG. 30 are weakly coupled
to one another. Thus, the resonators R may all be operably
associated with one another such that energy transfer factors
between the resonators R are less than 10%. Alternatively,
the energy transfer factor is less than 10% only among a
proper subset of the resonators R. In other embodiments,
only the resonators R in adjacent tunable RF filter paths 66,
68, 110, 112 are weakly coupled to one another. For
example, all the resonators R(1,1) through R(1,N) may be
weakly coupled to all the resonators R(2,1) through R(2,N).
In still other embodiments, only subsets of adjacent resona-
tors R may be weakly coupled to each other. For example,
the resonators R(1,1), R(1,2) may be weakly coupled to the

20

40

45

48
resonators R(2,1), R(2,2), while the resonators R(3,1), R(3,
2) may be weakly coupled to the resonators R(M,1), R(M,2).
These and other combinations would be apparent to one of
ordinary skill in the art in light of this disclosure.

Sets S(1), S(2), S(3), S(4), S(5), and S(6) of cross-coupled
capacitive structures are electrically connected between the
resonators R. Each of the sets S(1), S(2), S(3), S(4), S(5),
and S(6) is arranged like the set S of cross-coupled capaci-
tive structures described above with respect to FIG. 29. For
example, in one particular exemplary embodiment (e.g.,
when M=4 and N=3), the set S(1) of cross-coupled capaci-
tive structures is electrically connected between the resona-
tors R(1,1), R(1,2) in the first tunable RF filter path 66 and
the resonators R(2,1), R(2,2) in the second tunable RF filter
path 68. The set S(2) of cross-coupled capacitive structures
is electrically connected between the resonators R(1,2),
R(1,N) in the first tunable RF filter path 66 and the resona-
tors R(2,2), R(2,N) in the second tunable RF filter path 68.
The set S(3) of cross-coupled capacitive structures is elec-
trically connected between the resonators R(2,1), R(2,2) in
the second tunable RF filter path 68 and the resonators
R(3,1), R(3,2) in the third tunable RF filter path 110. The set
S(4) of cross-coupled capacitive structures is electrically
connected between the resonators R(2,2), R(2,N) in the
second tunable RF filter path 68 and the resonators R(3,2),
R(3,N) in the third tunable RF filter path 110. The set S(5)
of cross-coupled capacitive structures is electrically con-
nected between the resonators R(3,1), R(3,2) in the third
tunable RF filter path 110 and the resonators R(M, 1), R(M,2)
in the fourth tunable RF filter path 112. Finally, the set S(6)
of cross-coupled capacitive structures is electrically con-
nected between the resonators R(3,2), R(3,N) in the third
tunable RF filter path 110 and the resonators R(M,2),
R(M,N) in the fourth tunable RF filter path 112. Note that
some cross-coupled capacitive structures in the sets S(1),
S(2), S(3), S(4), S(5), and S(6) of cross-coupled capacitive
structures for the resonators R in adjacent columns or in
adjacent ones of the tunable RF filter paths 66, 68, 110, 112
overlap. This is because in the matrix of the resonators R,
each of the resonators R is adjacent to multiple other ones of
the resonators R. In another embodiment, the sets S(1), S(2),
S(3), S(4), S(5), and S(6) of cross-coupled capacitive struc-
tures may be connected between non-adjacent resonators R.
For example, there may be cross-coupled capacitive struc-
tures between resonators R that are more than one column or
row apart.

FIG. 31 illustrates the embodiment of the first RF filter
structure 60 shown in FIG. 30 electrically connected to the
first RF antenna 16, the second RF antenna 32, a third RF
antenna 246, and a fourth RF antenna 247. More specifically,
the first tunable RF filter path 66 is electrically connected to
the first RF antenna 16 at the terminal TANT1. The second
tunable RF filter path 68 is electrically connected to the
second RF antenna 32 at the terminal TANT2. The third
tunable RF filter path 110 is electrically connected to the
third RF antenna 246 at the terminal TANT3. The fourth
tunable RF filter path 112 is electrically connected to the
fourth RF antenna 247 at the terminal TANT4. With the sets
S(1), S(2), S(3), S4), S(5), and S(6) of cross-coupled
capacitive structures, the first RF filter structure 60 shown in
FIG. 31 forms an interconnected two-dimensional matrix of
the resonators R. Thus, in addition to the first tunable RF
filter path 66, the second tunable RF filter path 68, the third
tunable RF filter path 110, and the fourth tunable RF filter
path 112, the sets S(1), S(2), S(3), S(4), S(5), and S(6) of
cross-coupled capacitive structures provide a multitude of
additional tunable RF filter paths between the terminals
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TU1, TU2, TU3, TU4 and the terminals TANT1, TANT2,
TANT3, TANT4. It should be noted that in alternative
embodiments, the terminals TANT1, TANT2, TANTS3,
TANT4 may not be connected to antennas. Some antennas
may be omitted depending on the functionality being real-
ized.

By tuning the sets S(1), S(2), S(3), S(4), S(5), and S(6),
the first RF filter structure 60 shown in FIG. 31 can be tuned
so that any combination of the resonators R is selectable for
the propagation of RF signals. More specifically, the first RF
filter structure 60 shown in FIG. 31 is tunable to route RF
receive signals from any combination of the terminals
TANT1, TANT2, TANT3, TANT4 to any combination of the
terminals TU1, TU2, TU3, TU4. Additionally, the first RF
filter structure 60 shown in FIG. 31 is tunable to route RF
transmission signals from any combination of the terminals
TU1, TU2, TU3, TU4 to the terminals TANT1, TANT?2,
TANT3, TANT4. Accordingly, the first RF filter structure 60
can be configured to implement various MIMO, SIMO,
MISO, and SISO operations.

FIG. 32 illustrates the first RF filter structure 60 shown in
FIGS. 30 and 31 with examples of additional tunable RF
filter paths 248, 250 highlighted. It should be noted, how-
ever, that there are a vast number of additional combinations
of the resonators R that may be selected to provide tunable
RF filter paths (e.g., the first tunable RF filter path 66, the
second tunable RF filter path 68, the third tunable RF filter
path 110, the fourth tunable RF filter path 112, the additional
tunable RF filter path 248, and the additional tunable RF
filter path 250) between the terminals TU1, TU2, TU3, TU4
and the terminals TANT1, TANT2, TANT3, TANT4. An
explicit description of all of the various combinations of the
resonators R that may be implemented with the first RF filter
structure 60 shown in FIGS. 30-32 is simply impractical
given the high number of possible combinations. Along with
the previous descriptions, the additional tunable RF filter
paths 248, 250 are highlighted in FIG. 32 simply to give
examples of the basic concepts. However, the combinations
provided for the additional tunable RF filter paths 248, 250
are in no way limiting, as any combination of the resonators
R may be selected to route RF signals between the terminals
TU1, TU2, TU3, TU4 and the terminals TANT1, TANT2,
TANT3, TANT4. Any number of functions, such as signal
combining, splitting, multiplexing, and demultiplexing, with
various filtering profiles for each, may be realized.

With regard to the additional tunable RF filter paths 248,
250 highlighted in FIG. 32, the additional tunable RF filter
paths 248, 250 may be used during MIMO, SIMO, MISO,
and SISO operations. More specifically, the additional tun-
able RF filter path 248 connects the terminal TANT1 to the
terminal TU2. The additional tunable RF filter path 250
connects the terminal TANT3 to the terminal TU2. As such,
the first RF filter structure 60 may be tuned so that the
additional tunable RF filter path 248 and the additional
tunable RF filter path 250 are selected in a MISO operation
from the terminal TANT1 and the terminal TANT3 to the
terminal TU2. The additional tunable RF filter paths 248,
250 may also be used in SIMO operations. For example, the
first RF filter structure 60 may be tuned so that the first
tunable RF filter path 66 and the additional tunable RF filter
path 248 are selected in a SIMO operation from the terminal
TU2 to the terminal TANT1. The additional tunable RF filter
paths 248, 250 can also be used in SISO operations from the
terminal TANT1 to the terminal TU2 or from the terminal
TANT3 to the terminal TU2. Finally, the additional tunable
RF filter paths 248, 250 may also be used in SIMO opera-
tions. For instance, the first RF filter structure 60 may be

10

15

20

25

30

40

45

50

55

60

65

50
tuned so that the first tunable RF filter path 66 and the
additional tunable RF filter path 250 are selected in a SIMO
operation from the terminal TANT1 to the terminal TU1 and
from the terminal TANT3 to the terminal TU2.

In some applications involving the first RF filter structure
60 in FIGS. 30-32, MISO and SIMO operations can be used
in conjunction with wideband antenna cables or fiber for
transmitting RF signals in multiple RF communication fre-
quency bands. Specific communication frequency bands can
be processed by certain dedicated RF filtering paths in the
first RF filter structure 60. For example, different RF signals
may be injected from a wideband antenna and then propa-
gated along different dedicated tunable RF filter paths in the
first RF filter structure 60 to the terminals TU1, TU2, TU3,
TU4. These dedicated tunable RF filter paths can be con-
figured to have a transfer function that is specifically
designed to handle these RF signals. Furthermore, the first
RF filter structure 60 shown in FIGS. 30-32 is configured to
tune a transfer function of any of the specific tunable RF
filter paths (e.g., the first tunable RF filter path 66, the
second tunable RF filter path 68, the third tunable RF filter
path 110, the fourth tunable RF filter path 112, the additional
tunable RF filter path 248, and the additional tunable RF
filter path 250) in the first RF filter structure 60 by tuning
resonators R that are not in the specific tunable RF filter path
being used to route RF signals. This can help reduce
out-of-band noise and reduce insertion losses. It can also
improve isolation and out-of-band attenuation.

FIG. 33 illustrates yet another embodiment of the first RF
filter structure 60. The first RF filter structure 60 includes the
resonators R and is arranged as a two-dimensional matrix of
the resonators R, where N is equal to four (4) and M is equal
to three (3). In this embodiment, the first RF filter structure
60 includes an embodiment of the first tunable RF filter path
66, an embodiment of the second tunable RF filter path 68,
and an embodiment of the third tunable RF filter path 110.
It should be noted that in alternative embodiments, the
number of resonators R in each row and column may be the
same or different.

In the embodiment of the first RF filter structure 60 shown
in FIG. 33, the first tunable RF filter path 66 includes the
resonator R(1,1), the resonator R(1,2), the resonator R(1,3),
and the resonator R(1,4). Furthermore, the first tunable RF
filter path 66 is electrically connected between the terminal
TU1 and the terminal TANT1. With regard to the second
tunable RF filter path 68, the second tunable RF filter path
68 includes the resonator R(2,1), the resonator R(2,2), a
resonator R(2,3), and a resonator R(2,4). Furthermore, the
second tunable RF filter path 68 is electrically connected
between the terminal TU2 and the terminal TANT2. With
regard to the third tunable RF filter path 110, the third
tunable RF filter path 110 includes the resonator R(3,1), the
resonator R(3,2), a resonator R(3,3), and a resonator R(3,4).
Furthermore, the third tunable RF filter path 110 is electri-
cally connected between the terminal TU3 and the terminal
TANTS3.

In this embodiment, the resonators R in a subset 252 of the
resonators R(1,1), R(1,2) in the first tunable RF filter path 66
are weakly coupled to one another. A cross-coupling capaci-
tive structure CS1 is electrically connected between the
resonators R(1,1), R(1,2). The cross-coupling capacitive
structure CS1 is a variable cross-coupling capacitive struc-
ture configured to vary a variable electric coupling coeffi-
cient between the resonators R(1,1), R(1,2). A subset 254 of
the resonators R(1,3), and R(1,4) in the second tunable RF
filter path 68 is also weakly coupled to each other. A
cross-coupling capacitive structure CS2 is electrically con-
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nected between the resonators R(1,3), R(1,4). The cross-
coupling capacitive structure CS2 is a variable cross-cou-
pling capacitive structure configured to vary a variable
electric coupling coeflicient between the resonators R(1,3),
R(1,4).

As shown in FIG. 33, a unidirectional coupling stage 256
is electrically connected within the first tunable RF filter
path 66. The unidirectional coupling stage 256 defines an
amplifier gain and is configured to provide amplification
within the first tunable RF filter path 66 in accordance with
the amplifier gain. In some embodiments, the amplifier gain
of the unidirectional coupling stage 256 is a variable ampli-
fier gain. In this embodiment, the unidirectional coupling
stage 256 is electrically connected between the resonator
R(1,2) and the resonator R(1,3). The variable amplifier gain
can thus control a variable electric coupling coeflicient
between the resonator R(1,2) in the subset 252 and the
resonator R(1,3) in the subset 254. Since the unidirectional
coupling stage 256 is an active semiconductor component,
the unidirectional coupling stage 256 is unidirectional and
thus only allows signal propagations from an input terminal
IA of the unidirectional coupling stage 256 to an output
terminal OA of the unidirectional coupling stage 256. Thus,
the resonator R(1,2) in the subset 252 is unidirectionally
mutual electrically coupled to the resonator R(1,3) in the
subset 254.

Note that the resonators R(1,3), R(1,4) in the subset 254
are not electrically connected to the second tunable RF filter
path 68 and the third tunable RF filter path 110. As such, the
unidirectional coupling stage 256 thus results in a portion of
the first tunable RF filter path 66 with the subset 254 of the
resonators R(1,3), R(1,4) to be unidirectional. Consequently,
signal flow can be to the terminal TANT1 but not from the
terminal TANT1. Since the unidirectional coupling stage
256 is unidirectional, the variable amplifier gain (and thus
the variable electric coupling coefficient between the reso-
nator R(1,2) and the resonator R(1,3)) may be controlled
using feed-forward control techniques and/or feedback con-
trol techniques.

Next, the resonators R in a subset 258 of the resonators
R(2,1), R(2,2), R(3,1), and R(3,2) in the second tunable RF
filter path 68 and in the third tunable RF filter path 110 are
weakly coupled to one another. An unidirectional coupling
stage 260 is electrically connected between the first tunable
RF filter path 66 and the second tunable RF filter path 68.
More specifically, the unidirectional coupling stage 260 is
electrically connected between the resonator R(1,1) and the
resonator R(2,1). The unidirectional coupling stage 260
defines an amplifier gain and is configured to provide
amplification in accordance with the amplifier gain. In some
embodiments, the amplifier gain of the unidirectional cou-
pling stage 260 is a variable amplifier gain. The variable
amplifier gain thus can control a variable electric coupling
coeflicient between the resonator R(1,1) in the subset 252
and the resonator R(2,1) in the subset 258. A cross-coupling
capacitive structure CS3 is electrically connected between
the resonator R(1,2) and the resonator R(2,2). The cross-
coupling capacitive structure CS3 is a variable cross-cou-
pling capacitive structure configured to vary a variable
electric coupling coeflicient between the resonators R(1,2),
R(2,2).

To interconnect the resonators R(2,1), R(2,2), R(3,1), and
R(3,2), a set S(A) of cross-coupling capacitive structures is
electrically connected between the resonators R(2,1), R(2,
2), R(3,1), and R(3,2) in the subset 258. The set S(A) of
cross-coupling capacitive structures is arranged like the set
S of cross-coupling capacitive structures described above
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with respect to FIG. 29. Additionally, the resonators R in a
subset 262 of the resonators R(2,3), R(2,4), R(3,3), and
R(3.,4) in the second tunable RF filter path 68 and in the third
tunable RF filter path 110 are weakly coupled to one another.
A set S(B) of cross-coupling capacitive structures is elec-
trically connected between the resonators R(2,3), R(2.,4),
R(3.,3), and R(3,4) in the subset 262. The set S(B) of
cross-coupling capacitive structures is arranged like the set
S of cross-coupling capacitive structures described above
with respect to FIG. 29.

To interconnect the subset 258 and the subset 262, the first
RF filter structure 60 shown in FIG. 33 includes a cross-
coupling capacitive structure CS4 and a unidirectional cou-
pling stage 264. The cross-coupling capacitive structure CS4
is electrically connected between the resonators R(2,2),
R(2,3). The cross-coupling capacitive structure CS4 is a
variable cross-coupling capacitive structure configured to
vary a variable electric coupling coefficient between the
resonators R(2,2), R(2,3). The unidirectional coupling stage
264 is electrically connected within the third tunable RF
filter path 110. In this embodiment, the unidirectional cou-
pling stage 264 is electrically connected between the reso-
nator R(3,3) and the resonator R(3,2). The unidirectional
coupling stage 264 defines an amplifier gain and is config-
ured to provide amplification within the third tunable RF
filter path 110 in accordance with the amplifier gain. In some
embodiments, the amplifier gain of the unidirectional cou-
pling stage 264 is a variable amplifier gain. The variable
amplifier gain can thus control a variable electric coupling
coeflicient between the resonator R(3,3) in the subset 262
and the resonator R(3,2) in the subset 258. Since the
unidirectional coupling stage 264 is an active semiconductor
component, the unidirectional coupling stage 264 is unidi-
rectional and thus only allows signal propagations from an
input terminal IB of the unidirectional coupling stage 264 to
an output terminal OB of the unidirectional coupling stage
264. Thus, the resonator R(3,3) in the subset 262 is unidi-
rectionally mutual electrically coupled to the resonator R(3,
2) in the subset 258. Consequently, the third tunable RF filter
path 110 shown in FIG. 33 is unidirectional if the signal flow
is between the terminal TANT3 and the terminal TU3
though the third tunable RF filter path 110. As such signal
flow between the terminal TANT3 and the terminal TU3 is
provided only through the third tunable RF filter path 110,
signal flow can only be from the terminal TANT3 to the
terminal TU3, and not vice versa. In other cases, an addi-
tional tunable RF signal path (e.g., the additional RF termi-
nal tunable RF signal path that includes the resonators
R(3,1), R(2,2), R(2,3) and R(3,4)) can be tuned to provide
bidirectional signal flow between the terminal TU3 and the
terminal TANT3 through the cross-coupling capacitive
structure CS4. The unidirectional coupling stages 256, 260,
264 may be active devices, such as amplifiers, diodes,
transistors, networks of transistors, buffer stages, attenuation
stages, and the like. The unidirectional coupling stages 256,
260, 264 can have gains higher than one (1), lower than one
(1), or equal to one (1). Additionally, the unidirectional
coupling stages 256, 260, 264 may be passive devices. The
unidirectional coupling stages 256, 260, 264 may not be
entirely or ideally unilateral, but may have some finite
reverse coupling. In this case, the unidirectional coupling
stages 256, 260, 264 may be predominately unilateral. One
example in which the unidirectional coupling stages 256,
260, 264 may be used for multi-resonator applications and
may improve isolation between certain parts, such as trans-
mission ports and receive ports of a duplexer.
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FIG. 34 illustrates yet another embodiment of the first RF
filter structure 60. The first RF filter structure 60 shown in
FIG. 34 is integrated into an IC package 266. The first RF
filter structure 60 shown in FIG. 34 includes the resonators
R and is arranged as a two-dimensional matrix of the
resonators R, where N is equal to three (3) and M is equal
to two (2). It should be noted that in alternative embodi-
ments the number of resonators R in each row and column
may be the same or different.

In this embodiment, the first RF filter structure 60
includes an embodiment of the first tunable RF filter path 66
and an embodiment of the second tunable RF filter path 68.
The first tunable RF filter path 66 includes the resonator
R(1,1), the resonator R(1,2), and the resonator R(1,3). The
second tunable RF filter path 68 includes the resonator
R(2,1), the resonator R(2,2), and the resonator R(2,3). A set
S(X) of cross-coupling capacitive structures is electrically
connected between the resonators R(1,1), R(1,2), R(2,1),
and R(2,2). The set S(X) of cross-coupling capacitive struc-
tures is arranged like the set S of cross-coupling capacitive
structures described above with respect to FIG. 29. A set
S(Y) of cross-coupling capacitive structures is electrically
connected between the resonators R(1,2), R(1,3), R(2,2),
and R(2,3). The set S(Y) of cross-coupling capacitive struc-
tures is also arranged like the set S of cross-coupling
capacitive structures described above with respect to FIG.
29.

As shown in FIG. 34, the IC package 266 houses a
package substrate 268, a semiconductor die 270, and a
semiconductor die 272. The semiconductor die 270 and the
semiconductor die 272 are mounted on the package substrate
268. In this embodiment, the resonators R of the first RF
filter structure 60 are formed by the package substrate 268.
The set S(X) of cross-coupling capacitive structures is
formed by the semiconductor die 270. On the other hand, the
set S(Y) of cross-coupling capacitive structures is formed by
the semiconductor die 272. Thus, the set S(X) of cross-
coupling capacitive structures and the set S(Y) of cross-
coupling capacitive structures are formed on multiple and
separate semiconductor dies 270, 272. Using the multiple
and separate semiconductor dies 270, 272 may be helpful in
order to increase isolation. The multiple and separate semi-
conductor dies 270, 272 may have less area than the semi-
conductor die 268 shown in FIG. 34. As such, the embodi-
ment shown in FIG. 35 may consume less die area.

FIG. 35 illustrates another embodiment of an IC package
266' that houses the same embodiment of the first RF filter
structure 60 described above with regard to FIG. 34. The IC
package 266' is the same as the IC package 266 shown in
FIG. 34, except that the IC package 266' only has a single
semiconductor die 274. In this embodiment, both the set
S(X) of cross-coupling capacitive structures and the set S(Y)
of cross-coupling capacitive structures are formed by the
semiconductor die 272. Thus, the IC package 266' allows for
a more compact arrangement than the IC package 266.

FIG. 36 illustrates yet another embodiment of the first RF
filter structure 60. In this embodiment, the first RF filter
structure 60 is arranged as a three-dimensional matrix of
resonators R1, R2, R3. More specifically, a two-dimensional
matrix of the resonators R1 is provided on a plane k, a
two-dimensional array of the resonators R2 is provided on a
plane m, and a two-dimensional array of the resonators R3
is provided on a plane n. Cross-coupling capacitive struc-
tures CC are electrically connected between the resonators
R1, R2, R3 that are adjacent to one another in the same plane
k,m,n and in the different planes k,m,n. The three-dimen-
sional matrix of resonators R1, R2, R3 thus allows for more
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resonators to be cross-coupled to one another. This allows
for the first RF filter structure 60 to provide greater numbers
of tunable RF filter paths and allows for the first RF filter
structure 60 to be tuned more accurately.

In general, having more tunable RF filter paths allows for
the synthesis of a more complex transfer function with
multiple notches for better blocker rejection. The number of
resonators R1, R2, R3 in each of the planes k, n, m may be
different or the same. The three-dimensional matrix of
resonators can be used in MIMO, SIMO, MISO, and SISO
applications.

Those skilled in the art will recognize improvements and
modifications to the preferred embodiments of the present
disclosure. All such improvements and modifications are
considered within the scope of the concepts disclosed herein
and the claims that follow.

What is claimed is:

1. A radio frequency (RF) filter structure, comprising:

a first RF filter path comprising a first pair of coupled
resonators that are weakly coupled such that a magnetic
coupling coeflicient between the first pair of coupled
resonators is less than or equal to approximately 0.3,
wherein the first pair of coupled resonators comprises
a first resonator having a first inductor and a second
resonator having a second inductor, wherein the first
inductor is coupled to the second inductor such that the
magnetic coupling coefficient between the first inductor
and the second inductor is less than or equal to approxi-
mately 0.3;

a second RF filter path comprising a second pair of
coupled resonators that are weakly coupled such that a
magnetic coupling coefficient between the second pair
of coupled resonators is less than or equal to approxi-
mately 0.3, wherein the second pair of coupled reso-
nators comprises a third resonator having a third induc-
tor and a fourth resonator having a fourth inductor,
wherein the third inductor is coupled to the fourth
inductor such that the magnetic coupling coefficient
between the third inductor and the fourth inductor is
less than or equal to approximately 0.3; and

a first cross-coupling capacitive structure electrically con-
nected between the first RF filter path and the second
RF filter path and the first cross-coupling capacitive
structure is electrically connected between the first
resonator and the third resonator so as to provide a
variable electric coupling coefficient between the first
resonator and the third resonator.

2. The RF filter structure of claim 1 wherein the first RF
filter path comprises a first plurality of resonators and
wherein the first plurality of resonators comprises:

the first pair of coupled resonators; and

one or more first additional resonators.

3. The RF filter structure of claim 2 wherein all of the first
plurality of resonators in the first RF filter path are weakly
coupled to each other such that the magnetic coupling
coeflicient between each of the first plurality of resonators is
less than or equal to approximately 0.3.

4. The RF filter structure of claim 2 wherein the second
RF filter path comprises a second plurality of resonators and
wherein the second plurality of resonators comprises:

the second pair of coupled resonators; and

one or more second additional resonators.

5. The RF filter structure of claim 4 wherein:

all of the first plurality of resonators in the first RF filter
path are weakly coupled to each other such that the
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magnetic coupling coefficient between each of the first
plurality of resonators is less than or equal to approxi-
mately 0.3; and

all of the second plurality of resonators in the second RF

filter path are weakly coupled to each other such that
the magnetic coupling coeflicient between each of the
second plurality of resonators is less than or equal to
approximately 0.3.

6. The RF filter structure of claim 1 further comprising a
unidirectional coupling stage electrically connected within
the first RF filter path.

7. The RF filter structure of claim 1 further comprising a
unidirectional coupling stage electrically connected between
the first RF filter path and the second RF filter path.

8. The RF filter structure of claim 1 wherein

the first RF filter path comprises a first plurality of

resonators, and wherein the first plurality of resonators
comprises:

the first pair of coupled resonators; and

one or more first additional resonators; and

wherein only a proper subset of the first plurality of

resonators is weakly coupled.

9. The RF filter structure of claim 2 wherein at least one
of the one or more first additional resonators is weakly
coupled to the first pair of coupled resonators such that the
magnetic coupling coefficient between each of the at least
one of the one or more first additional resonators is less than
or equal to approximately 0.3.

10. The RF filter structure of claim 1 further comprising
a first input terminal, a second input terminal, and a first
output terminal, wherein:

the first RF filter path is electrically connected between

the first input terminal and the first output terminal;
the second RF filter path is electrically connected to the
second input terminal; and

the first cross-coupling capacitive structure is electrically

connected between the first RF filter path and the
second RF filter path to define a third RF filter path
between the second input terminal and the first output
terminal.

11. The RF filter structure of claim 1 further comprising
a first input terminal, a first output terminal, and a second
output terminal, wherein:

the first RF filter path is electrically connected between

the first input terminal and the first output terminal;
the second RF filter path is electrically connected to the
second output terminal; and

the first cross-coupling capacitive structure is electrically

connected between the first RF filter path and the
second RF filter path to define a third RF filter path
between the first input terminal and the second output
terminal.

12. The RF filter structure of claim 11 further comprising
a second input terminal, wherein the second RF filter path is
electrically connected between the second input terminal
and the second output terminal.

13. The RF filter structure of claim 1 further comprising
a second cross-coupling capacitive structure, wherein

the second cross-coupling capacitive structure is electri-

cally connected between the first resonator and the
fourth resonator so as to provide a variable electric
coupling coeflicient between the first resonator and the
fourth resonator.

14. The RF filter structure of claim 13 wherein:

the first cross-coupling capacitive structure is a first

variable capacitive structure configured to vary the
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variable electric coupling coefficient between the first
resonator and the third resonator; and
the second cross-coupling capacitive structure is a second
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the fourth resonator.
15. The RF filter structure of claim 13 further comprising
a third cross-coupling capacitive structure, wherein the third
cross-coupling capacitive structure is electrically connected
between the first resonator and the second resonator so as to
provide a variable electric coupling coefficient between the
first resonator and the second resonator.
16. The RF filter structure of claim 15 further comprising
a fourth cross-coupling capacitive structure, wherein the
fourth cross-coupling capacitive structure is electrically con-
nected between the third resonator and the fourth resonator
so as to provide a variable electric coupling coefficient
between the third resonator and the fourth resonator.
17. The RF filter structure of claim 16 wherein:
the first cross-coupling capacitive structure is a first
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the third resonator;
the second cross-coupling capacitive structure is a second
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the fourth resonator;
the third cross-coupling capacitive structure is a third
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the second resonator; and
the fourth cross-coupling capacitive structure is a fourth
variable capacitive structure configured to vary the
variable electric coupling coeflicient between the third
resonator and the fourth resonator.
18. The RF filter structure of claim 16 further comprising
a fifth cross-coupling capacitive structure, wherein the fifth
cross-coupling capacitive structure is electrically connected
between the second resonator and the fourth resonator so as
to provide a variable electric coupling coefficient between
the second resonator and the fourth resonator.
19. The RF filter structure of claim 18 further comprising
a sixth cross-coupling capacitive structure, wherein the sixth
cross-coupling capacitive structure is electrically connected
between the third resonator and the fourth resonator so as to
provide a variable electric coupling coefficient between the
second resonator and the third resonator.
20. The RF filter structure of claim 19 wherein:
the first cross-coupling capacitive structure is a first
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the third resonator;
the second cross-coupling capacitive structure is a second
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the fourth resonator;
the third cross-coupling capacitive structure is a third
variable capacitive structure configured to vary the
variable electric coupling coefficient between the first
resonator and the second resonator;
the fourth cross-coupling capacitive structure is a fourth
variable capacitive structure configured to vary the
variable electric coupling coeflicient between the third
resonator and the fourth resonator;
the fifth cross-coupling capacitive structure is a fifth
variable capacitive structure configured to vary the
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variable electric coupling coefficient between the sec-
ond resonator and the fourth resonator; and

the sixth cross-coupling capacitive structure is a sixth
variable capacitive structure configured to vary the
variable electric coupling coefficient between the sec-
ond resonator and the fourth resonator.

21. The REF filter structure of claim 1 further comprising:

a first input terminal;

a first output terminal, wherein the first RF filter path is
electrically connected between the first input terminal
and the first output terminal;

a second input terminal; and

a second output terminal, wherein the second RF filter
path is electrically connected between the second input
terminal and the second output terminal.

22. The RF filter structure of claim 21 further comprising:

a third RF filter path comprising a third pair of coupled
resonators that are weakly coupled such that a magnetic
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coupling coefficient between the third pair of coupled
resonators is less than or equal to approximately 0.3;
a third input terminal; and
a third output terminal, wherein the third RF filter path is
electrically connected between the third input terminal
and the third output terminal.
23. The RF filter structure of claim 22 further comprising
a third cross-coupling capacitive structure, wherein the third
cross-coupling capacitive structure is electrically connected
between the second RF filter path and the third RF filter path.
24. The RF filter structure of claim 23 wherein:
the first cross-coupling capacitive structure is a first
variable capacitive structure; and
the third cross-coupling capacitive structure is a third
variable capacitive structure.
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